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Abstract
Hard x rays come along with a variety of extraordinary properties which make them an
excellent probe for investigation in science, technology and medicine. Their large attenuation
length in matter opens up the possibility to use hard x-rays for non-destructive investiga-
tion of the inner structure of specimens. Medical radiography is one important example of
exploiting this feature. Since their discovery by W. C. Ro¨ntgen in 1895, a large variety of
x-ray analytical techniques have been developed and successfully applied, such as x-ray crys-
tallography, reflectometry, fluorescence spectroscopy, x-ray absorption spectroscopy, small
angle x-ray scattering, and many more. Each of those methods reveals information about
certain physical properties, but usually, these properties are an average over the complete
sample region illuminated by the x rays. In order to obtain the spatial distribution of those
properties in inhomogeneous samples, scanning microscopy techniques have to be applied,
screening the sample with a small x-ray beam. The spatial resolution is limited by the fi-
nite size of the beam. The availability of highly brilliant x-ray sources at third generation
synchrotron radiation facilities together with the development of enhanced focusing x-ray
optics made it possible to generate increasingly small high intense x-ray beams, pushing the
spatial resolution down to the sub-100 nm range.
During this thesis the prototype of a hard x-ray scanning microscope utilizing microstruc-
tured nanofocusing lenses was designed, built, and successfully tested. The nanofocusing
x-ray lenses were developed by our research group of the Institute of Structural Physics at
the Technische Universita¨t Dresden. The prototype instrument was installed at the ESRF
beamline ID 13. A wide range of experiments like fluorescence element mapping, fluorescence
tomography, x-ray nano-diffraction, coherent x-ray diffraction imaging, and x-ray ptychog-
raphy were performed as part of this thesis. The hard x-ray scanning microscope provides a
stable x-ray beam with a full width at half maximum size of 50–100 nm near the focal plane.
The nanoprobe was also used for characterization of nanofocusing lenses, crucial to further
improve them. Based on the experiences with the prototype, an advanced version of a hard
x-ray scanning microscope is under development and will be installed at the PETRA III
beamline P06 dedicated as a user instrument for scanning microscopy.
This document is organized as follows. A short introduction motivating the necessity for
building a hard x-ray scanning microscope is followed by a brief review of the fundamentals
of hard x-ray physics with an emphasis on free-space propagation and interaction with mat-
ter. After a discussion of the requirements on the x-ray source for the nanoprobe, the main
features of synchrotron radiation from an undulator source are shown. The properties of the
nanobeam generated by refractive x-ray lenses are treated as well as a two-stage focusing
scheme for tailoring size, flux and the lateral coherence properties of the x-ray focus. The
design and realization of the microscope setup is addressed, and a selection of experiments
performed with the prototype version is presented, before this thesis is finished with a con-
clusion and an outlook on prospective plans for an improved microscope setup to be installed
at PETRA III.
Kurzfassung
Aufgrund ihrer hervorragenden Eigenschaften kommt harte Ro¨ntgenstrahlung in vielfa¨lti-
ger Weise in der Wissenschaft, Industrie und Medizin zum Einsatz. Vor allem die Fa¨higkeit,
makroskopische Gegensta¨nde zu durchdringen, ero¨ffnet die Mo¨glichkeit, im Innern ausge-
dehnter Objekte verborgene Strukturen zum Vorschein zu bringen, ohne den Gegenstand
zersto¨ren zu mu¨ssen. Eine Vielzahl ro¨ntgenanalytischer Verfahren wie zum Beispiel Kristal-
lographie, Reflektometrie, Fluoreszenzspektroskopie, Absorptionsspektroskopie oder Klein-
winkelstreuung sind entwickelt und erfolgreich angewendet worden. Jede dieser Methoden
liefert gewisse strukturelle, chemische oder physikalische Eigenschaften der Probe zutage,
allerdings gemittelt u¨ber den von der Ro¨ntgenstrahlung beleuchteten Bereich. Um eine orts-
aufgelo¨ste Verteilung der durch die Ro¨ntgenanalyse gewonnenen Information zu erhalten,
bedarf es eines sogenannten Mikrostrahls, durch den die Probe lokal abgetastet werden kann.
Die dadurch erreichbare ra¨umliche Auflo¨sung ist durch die Gro¨ße des Mikrostrahls begrenzt.
Aufgrund der Verfu¨gbarkeit hinreichend brillanter Ro¨ntgenquellen in Form von Undulatoren
an Synchrotronstrahlungseinrichtungen und des Vorhandenseins verbesserter Ro¨ntgenopti-
ken ist es in den vergangen Jahren gelungen, immer kleinere intensive Ro¨ntgenfokusse zu
erzeugen und somit das ra¨umliche Auflo¨sungsvermo¨gen der Ro¨ntgenrastermikroskope auf
unter 100 nm zu verbessern.
Gegenstand dieser Arbeit ist der Prototyp eines Rastersondenmikroskops fu¨r harte Ro¨nt-
genstrahlung unter Verwendung refraktiver nanofokussierender Ro¨ntgenlinsen, die von un-
serer Arbeitsgruppe am Institut fu¨r Strukturphysik entwickelt und hergestellt werden. Das
Rastersondenmikroskop wurde im Rahmen dieser Promotion in Dresden konzipiert und ge-
baut sowie am Strahlrohr ID 13 des ESRF installiert und erfolgreich getestet. Das Gera¨t
stellt einen hochintensiven Ro¨ntgenfokus der Gro¨ße 50–100 nm zur Verfu¨gung, mit dem im
Verlaufe dieser Doktorarbeit zahlreiche Experimente wie Fluoreszenztomographie, Ro¨ntgen-
nanobeugung, Abbildung mittels koha¨renter Ro¨ntgenbeugung sowie Ro¨ntgenptychographie
erfolgreich durchgefu¨hrt wurden. Das Rastermikroskop dient unter anderem auch dem Cha-
rakterisieren der nanofokussierenden Linsen, wobei die dadurch gewonnenen Erkenntnisse in
die Herstellung verbesserten Linsen einfließen.
Diese Arbeit ist wie folgt strukturiert. Ein kurzes einleitendes Kapitel dient als Motiva-
tion fu¨r den Bau eines Rastersondenmikroskops fu¨r harte Ro¨ntgenstrahlung. Es folgt eine
Einfu¨hrung in die Grundlagen der Ro¨ntgenphysik mit Hauptaugenmerk auf die Ausbreitung
von Ro¨ntgenstrahlung im Raum und die Wechselwirkungsmechanismen von Ro¨ntgenstrah-
lung mit Materie. Anschließend werden die Anforderungen an die Ro¨ntgenquelle besprochen
und die Vorzu¨ge eines Undulators herausgestellt. Wichtige Eigenschaften eines mittels re-
fraktiver Ro¨ntgenlinsen erzeugten Ro¨ntgenfokus werden behandelt, und das Konzept einer
Vorfokussierung zur gezielten Anpassung der transversalen Koha¨renzeigenschaften an die
Erfordernisse des Experiments wird besprochen. Das Design und die technische Realisierung
des Rastermikroskops werden ebenso dargestellt wie eine Auswahl erfolgreicher Experimen-
te, die am Gera¨t vollzogen wurden. Die Arbeit endet mit einem Ausblick, der mo¨gliche
Weiterentwicklungen in Aussicht stellt, unter anderem den Aufbau eines verbesserten Ras-
termikroskops am PETRA III-Strahlrohr P06.
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This PhD thesis treats of the prototype of a hard x-ray high resolution scanning micro-
scope using nanofocusing refractive lenses. The scanning microscope (synonymously called
“nanoprobe”) was developed, built and operated by our study group in Dresden in the course
of a project supported by the German Department of Education and Research (Bundesminis-
terium fu¨r Bildung und Forschung, BMBF). The main goal of the project was to demonstrate
the possibility to generate a small intense x-ray focus with a full width at half maximum size
below 100 nm, which can be employed for spatially resolved x-ray analysis. In a follow-up
venture, we are currently assembling an upgraded version of a hard x-ray scanning micro-
scope to be installed at the PETRA III beamline P06, bringing in the experiences we made
with the prototype version.
Hard x rays are capable of pervading matter and, therefore, x rays — in contrast to
visible light, soft x rays, or electron beams — are capable of revealing the interior properties
of specimens without destructive sample preparation. Since their discovery by W. C. Ro¨ntgen
in 1895 [Ro¨n95, Ro¨n98], a large variety of x-ray analytical techniques have been developed
and successfully applied. Among others, there are x-ray crystallography, x-ray reflectometry,
x-ray fluorescence spectroscopy, x-ray absorption spectroscopy, small angle x-ray scattering,
and grazing incidence small angle x-ray scattering. For years, these methods were performed
with large (unfocused) x-ray beams, illuminating the complete sample or at least large
areas of the specimen, and for this reason, these methods were insensitive to the spatial
Distribution of the investigated properties. In order to retrieve the local distribution of the
observed property rather than just an average over the complete object, the sample has to be
scanned by a small x-ray beam. Generating small and intense x-ray beams requires highly
brilliant x-ray sources and high quality focusing optics. Compared with visible light available
x-ray sources are comparably weak and focusing optics quite inefficient. Thus, the generation
of highly intense and small sized x-ray beams is difficult, and it was not until the advent
of third generation synchrotron radiation facilities, that hard x-ray scanning microscopy has
begun to emerge as a beneficial tool for sample investigations.
The hard x-ray scanning microscope makes use of nanofocusing refractive x-ray lenses
made of silicon (NFLs) [SKH+03, SKP+05a] and of compound parabolic refractive lenses
made of beryllium (CRLs) [LST+99]. The NFLs provide a sub-100 nm focal spot by in-
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2ducing a demagnified image of the x-ray source, while the CRLs are employed as part of
a prefocusing device, which adapts the transverse coherence length to the aperture of the
NFL. The nanofocusing lenses are developed by our study group in Dresden, and the com-
pound parabolic refractive lenses are manufactured in cooperation with Prof. Lengeler at
the RWTH Aachen. In fact, the evolution of the hard x-ray scanning microscope and the
development of the nanofocusing lenses are interdependent. The NFLs provide the focal spot
which is used by the scanning microscope for sample investigation, while, as a side effect,
the NFLs are additionally characterized. The characterization delivers valuable information
about aberrations from the ideal lens shape, and this information is incorporated in the
design and manufacturing process of improved NFLs, pushing forward the performance of
the nanoprobe.
The prototype was built in Dresden, but since it requires the highly brilliance of an undu-
lator x-ray source, it was installed at the ESRF beamline ID 13. A long-term collaboration
with the beamline ID 13 offered the possibility to regularly test the instrument and to carry
out a lot of experiments, verifying the performance of the nanoprobe and offer its possibil-
ities to other research groups. Based on the experiences with that prototype, the beamline
ID 13 has implemented its own nanoprobe setup, for which we provided an interface module
in order to mount NFLs developed by our research group in Dresden.
The remainder of this document is organized as follows. Chapter 2 gives a general intro-
duction to the properties of hard x rays, dealing with the subject of free-space propagation
and the interaction of x rays with matter. The properties of x-ray sources are discussed in
chapter 3. After identifying the demands on the source, the most important characteristics
of synchrotron radiation produced by undulators are highlighted. Focusing x-ray optics are
treated in chapter 4. Besides NFLs and CRLs, which are the core of the scanning microscope,
I also touch on adiabatically focusing lenses (AFLs). The basic properties of the nano beam,
which is generated by NFLs, are discussed, and a two-stage focusing scheme is presented.
The conceptual design and the realization of the hard x-ray scanning microscope are given
in chapter 5. The layout of the ESRF beamline ID 13 is shown as well as the hardware
components of the instrument, including optics, stages, and detectors. Finally, in chapter 6
a selection of experiments will give evidence of the performance of the hard x-ray scanning
microscope. This work is completed by a conclusion and an outlook on prospective plans in
implementing an improved version of the prototype instrument.
Chapter 2
Basic Properties of Hard X Rays
Like visible light, x-ray radiation is part of the electromagnetic spectrum but with a wave-
length much shorter than that of visible light. Whereas the wavelength of visible light is
in the range between 380 nm snd 780 nm, the wavelength of x rays is shorter than 1 nm.
The corresponding photon energies Eph = hc0/λ (h the Planck number, c0 the speed of
light in vacuum) are in the order of 1 eV for visible light, but higher than 200 eV for x rays.
As a common convention, there is the distinction between soft x rays with photon energies
of several 100 eV up to about several keV on the one hand, and hard x rays with photon
energies larger than a few keV on the other hand. In contrast to hard x rays, soft x rays
do not penetrate very deeply into matter, they are even absorbed significantly in the air
for short propagation distances. The phenomenological difference between the properties of
soft and hard x rays is quite significant, the experimental handling of soft x rays as well
as their potential applications are much different from that of hard x rays and, therefore,
different scientific communities for soft x-ray physics and hard x-ray physics have emerged.
The scanning microscope treated in this thesis is intended to be employed for hard x rays,
allowing to investigate the inner structure of objects. For this reason, the emphasis is laid
on hard x rays, even though some of the properties discussed in this chapter are also valid
for soft x rays.
2.1 Free Propagation of X Rays
In the scanning microscope x rays propagate from the source to several optical elements, then
they propagate to the sample (which hopefully is located in the focal plane of the focusing
lens), and finally — after interacting with the sample — x rays propagate from the sample
to the detector. Obviously, knowledge about free propagation of x rays is critical in order to
understand the scanning microscope. In this section, I provide the theoretical basis that is
needed to quantitively treat the propagation of light, and consequently of hard x rays.
The question to be treated in this section will be the following. Given the electromag-
netic field amplitudes of the x rays within a certain plane perpendicular to the optical axis,
what are the field amplitudes within a plane at some distance further in the direction of
3
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propagation, if there is only free space between the two planes? This question will be an-
swered by classic electrodynamics, using Maxwell’s equations. In a first step I will introduce
the Helmholtz equation, a scalar wave function for monochromatic waves. The Helmholtz
equation will be used to deduce the integral theorem of Helmholtz and Kirchhoff, which
will be adapted to a physical situation which conforms with the needs of simulating free
propagation of x rays in the scanning microscope, leading to the Fresnel-Kirchhoff diffrac-
tion formula. In a last step I will discuss some approximations being of special relevance in
practical situations.
2.1.1 The Helmholtz Equation
We start with Maxwell’s equations
∂
∂r
















B(r, t) = 0. (2.4)
This set of partial differential equations describes the fields E(r, t) and B(r, t) and forms
the fundament of classic electrodynamics. Applying some mathematical manipulations on























B = −µ0 ∂
∂r
× j. (2.5)
If we consider a region far away from any charged particles, the charge density ρ and the














B = 0. (2.6)
It can be shown that plane waves
E(r, t) = E0 f(nr − ct),
B(r, t) = B0 f(nr − ct) (2.7)
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with |n| = 1 are valid solutions of the wave equations. For each given point in time the
field values are constant over planes orthogonal to n. These planes of constant field values
propagate in time along the direction given by n. Since we consider regions free of electric
charges (ρ = 0), it follows from equations (2.2) and (2.4) that
nE = 0,
nB = 0
and, therefore, the field vectors E andB are both orthogonal to the direction of propagation.




×E0 = cB0 (2.8)
can be deduced, showing that the three vectors n, E and B are all perpendicular to each
other and form in this order an orthogonal right-handed tripod. If one neglects polariza-
tion effects, the electric and the magnetic field amplitudes maybe written in a scalar form.
Following the convention in [BW99], I use V (r, t) to represent the scalar electric field ampli-
tude. This is possible without loss of information, since equation (2.8) allows to determine
the magnetic field, once the electric field is known, or vice versa.
A special class of solutions of the homogeneous wave equation (2.6) is that for which
the space-dependence separates from the time-dependence, i. e., which can be written in the
form
V (r, t) = U(r)T (t). (2.9)











T (t) = 0. (2.11)
Equation (2.11) has time harmonic solutions
T (t) = T0 e
iω t (2.12)
with ω = k/c. The time-independent wave equation (2.10) is called Helmholtz equation and
delivers solutions Uω(r), which, together with (2.12), solve equation (2.9)
Vω(r, t) = T0 e
iω t Uω(r). (2.13)
If Uω(r) solves the Helmholtz equation (2.10), then T0 Uω(r) is also a solution and, therefore,
instead of (2.13), one can also write
Vω(r, t) = Uω(r) e
iω t. (2.14)
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These solutions are called monochromatic waves, and each general solution of the general
homogeneous wave equation (2.6) can be written as a linear superposition of such monochro-
matic waves







To go a step forward, we display Uω(r) as a linear combination of plane waves





ik r eiω t. (2.16)
In order to be a solution of (2.6), the relation k = |k| = ω/c is required, and after integration
over dω one obtains





i(k r−c k t) + U˜2(k) ei(k r+c k t)
)
(2.17)
with k = |k|. From these considerations it becomes obvious, that the Helmholtz equation
(2.10), together with appropriate boundary conditions, completely describes the propagation
of x rays in vacuum.
2.1.2 Integral Theorem of Helmholtz and Kirchhoff
Now, we will apply the Helmholtz equation to calculate the amplitude U(P0) of the x-ray
field in a point P0 = r0 with the assumption that the amplitude and its derivative are known
on an arbitrary surface S which surrounds the point P0 (Figure 2.1). We start with a small


















r(s) = |s − r0| is the distance from the observation point P0, and ∂/∂n = n∂ denotes the
directional derivative along the inward facing surface normal n. We evaluate the integral for


























dθ sin θ (−U +  i k0 U − n∂U)
]
= −4pi U(P0) as →0
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Figure 2.1: Derivation of the Integral Theorem of Helmholtz and Kirchhoff. The field U is known on
the surface S. Since U is a solution of the Helmholtz equation, the field on the surface S is completely
determined by the field on S. Computing the limit for  → 0, the field amplitude in the observation point
















This expression relates the field amplitude U(P0) observed at location P0 with the integral
over the infinitesimal spherical surface S around P0. Now we use Green’s theorem together
with the Helmoltz equation to connect the field amplitude at the observation point P0 with
the field on the surface S. In contrast to S the surface S needs neither to be spherical nor
to be infinitesimal small. Shall V denote the volume which is surrounded from outside by
the surface S and from inside by the surface S. If the partial derivatives of the functions


























Here, the surface normal n is chosen to face away from the volume V , which conforms with
the convention used in the derivation of (2.20). The function G = exp(ik0r)/r has been
chosen such that it is a solution of the Helmholtz equation (2.10) with the wave number
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k = k0. If U satisfies the Helmholtz equation with the same wave number k0, i. e.,
∂2
∂r2
U = −k20 U,
∂2
∂r2
G = −k20 G,

































This expression can be inserted into equation (2.20), and finally one gets the relation between




















This formula is a special version of the integral theorem of Helmholtz and Kirchhoff and will
be used in the next subsection to derive Fresnel-Kirchhoff’s diffraction formula.
2.1.3 Fresnel-Kirchhoff’s Diffraction Formula
In the preceding subsection the integral theorem of Helmholtz and Kirchhoff was presented.
This theorem admits the calculation of the scalar field amplitude in an observation point
from the knowledge of the field and its derivatives on a surface which encloses this point.
Now, we will apply this theorem to manage the following situation, which is illustrated in
Figure 2.2. X rays, which have been emitted from a source, are propagating from the left to
the right along the optical axis and arrive at an open aperture within an opaque screen. The
source distance shall be large compared to the transverse dimensions of the open aperture.
Knowing the wave field in the aperture plane, one would like to estimate the field amplitude
U(P0) in a point P0 behind the aperture plane. In order to apply the integral theorem from
the previous subsection, we introduce an imaginary surface S, which encloses P0 as shown
in Figure 2.2. The enclosing surface shall be composed of three disjoint parts S1, S2 and S3
with S1 matching the opening aperture, S2 conforming a part of the opaque screen and S3
being the surface of a large sphere with radius R centered around P0 and cutting the opaque
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Figure 2.2: Illustrating the derivation of Fresnel-Kirchhoff’s Diffraction Formula. A source radiates a wave-
field which propagates to an opaque screen with an open aperture S1. Knowing the wavefield on S1 is
sufficient to compute the amplitude in the observation point P0, because the contributions from S2 and S3
can be neglected.
screen in a way that the opening aperture lies within the cutting circle. Due to (2.22) it
































, i ∈ {1, 2, 3}. (2.25)
The contributions from the three surfaces Si can be evaluated separately, but it will be
necessary to establish some boundary conditions for the field and its derivative on these
surfaces. For the open aperture S1 it is reasonable to assume that U and its derivative
should be the same as without the opaque screen around, even though there may be some
deviations near the edge of the aperture. The influence of the field, that is generated by the
illuminated opaque screen, on the field in the aperture S1, is very low and can be neglected,
which is especially true for the hard x-ray regime of the electromagnetic spectrum. In the
shadow just behind the opaque screen the field and its derivative can be expected to be zero,
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since the opaque screen absorbs all illuminating radiation, and again, the influence of the
field, which is generated by the presence of the screen, can be neglected in comparison with
the incident wavefront. It remains to show that the field and its derivatives on the spheric
surface S3 vanish for a radius R which is sufficiently large. The argumentat is not as obvious
as it seems, because, even if the field U falls with increasing radius, the area of S3 increases
beyond all limits and the contribution of U3 would not vanish. Instead, as suggested in
[BW99], one can presume that the source of the incident wavefront has been switched on
at a certain point in time t0 and that there was no electromagnetic field before. Thus, at
the time t1 for which we evaluate the amplitude in P0, no photon has reached S3 if only
the radius R is sufficiently large (R > c(t1 − t0)). Of course this argumentation contradicts
with the use of the Helmholtz equation which assumes a stationary situation with strictly
monochromatic waves. A more rigorous argumentation avoiding this difficulty can be found
in [Bor06] or [BC03]. As a summary, the following boundary conditions are encountered:




• on S2: U = 0, ∂U∂n = 0,
• on S3: U = 0, ∂U∂n = 0,
from which it follows that U2 and U3 do not contribute to the amplitude U(P0) and, therefore,














The Green function G is given by (2.23) and the wavefront U must obey the Helmholtz
equation with the wavenumber k0. I start with a special solution given by a spherical wave
emitted from a point source at PS and deduce the general case by a linear superposition of
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Figure 2.3: Illustrating the Diffraction formula. The observation plane is given by z = 0 and the observation
plane is at z = L.
In most practical situations the distance between the source and the diffracting screen and
the distance between the screen and the observation point P0 will be much larger than the
wavelength (which is less than 0.1 nm for hard x rays), i. e., k  1/r1 and k  1/r2. For






ds U(r1)G(r2) (cosα + cos β) . (2.27)
Equation (2.27) is the famous Fresnel-Kirchhoff diffraction formula known from optical text
books and is often used in microscopy and other fields of visible light optics. Owing to
the short wavelength, for hard x rays the assumptions made during the derivation of the
diffraction formula are even more strictly fulfilled than for visible light and, therefore, it
is appropriate to use it for the theoretical treatment of the optical properties of the hard
x-ray scanning microscope. In the following subsection I discuss some approximations which
can be performed on the Fresnel-Kirchhoff diffraction formula in order to simplify analytic
treatment or fasten up numerical simulations applied to retrieve the optical properties of the
microscope.
2.1.4 Fresnel-Kirchhoff Propagation
Let us consider some useful approximations of the Fresnel-Kirchhoff diffraction formula. In
the deduction of the formula, it was assumed that the diffracting plane is far away from the
source and from the observation point as compared with the wavelength. If these distances
are not only large compared to the wavelength, but also large compared to the aperture
of the diffracting plane, the cosine of the angles α and β in the diffraction formula can be
approximated by 1 with an error which is in the order of α2/6 or β2/6, respectively. In
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hard x-ray optics, the numeric apertures of the optical devices are always very small and,










For further approximations a system of coordinates is introduced such that the optical axis
is given by the z axis (x = 0, y = 0), and that the diffracting plane and the observation
plane are both parallel to the x-y plane of the coordinate system, as depicted in Figure 2.3.
The diffracting plane and the observation plane are located at z = 0 and z = L, respectively.






dx′ dy′ U0(x′, y′)
eik0r(x−x
′,y−y′,L)
r(x− x′, y − y′, L) (2.29)
with the definitions
Uz(x, y) = U(x, y, z), and
r(x, y, z) =
√
x2 + y2 + z2. (2.30)
If the lateral dimensions of the aperture are small compared to the distance L of the obser-






























































dx′ dy′ U0(x′, y′) eik0
(x−x′)2+(y−y′)2
2L .
The Taylor series of the square root is terminated differently in the argument of the expo-
nential function and in the denominator, because k0L 2pi and, therefore a small deviation
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of the square root value in the exponential function has dramatic effect on the integrand.
Compared to this, a small deviation of the square root in the denominator has a negligible
effect on the integrand, and thus, the series can be aborted after the first term. With this








which can be used to express the propagated field amplitude in the observation plane as a




dx′ dy′ U0(x′, y′)KL(x− x′, y − y′). (2.32)
This permits to calculate the propagated field by a multiplication in Fourier space
U˜L(η, ξ) = U˜0(ζ, ξ) K˜L(ζ, ξ), (2.33)
where the tilde denotes the 2-dimensional fourier transformation of the function with respect
to the variables x and y. Expression (2.33) is widely used in computer simulations, because
it is possible to implement the discrete fourier transformation very efficiently with the fast
fourier transformation algorithm [CT65].
2.2 Interaction of X Rays with Matter
In the x-ray microscope the x rays pass several optical elements, they penetrate the sample,
and finally they arrive at a detector. In all these cases the x rays interact with matter.
This section gives a summary of the most important aspects regarding interaction of x ray
photons with matter.
2.2.1 Complex Index of Refraction
The major quantity to describe the behavior of x rays in matter is the complex index of
refraction
nˆω(r) = nω(r) + iβω(r)
= 1− δω(r) + iβω(r).
The real part of the refractive index describes the refraction of the x rays, whereas the
imaginary part is a measure of their attenuation in the medium. If the sample is thin in a
sense that will be explained later, the effect of the medium on the transmitted x rays can
be described by a complex transmission function T∆z(x, y), which yields the field amplitude
U∆z(x, y) immediately behind the sample if multiplied with the field amplitude U0(x, y)
before the sample:
U∆z(x, y) = T∆z(x, y)U0(x, y) (2.34)
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Without loss of generality the direction of propagation has been chosen along the z axis.
The transmission function can be calculated by means of a line integral through the sample,
with the complex index of refraction as the integrand





= eik∆z · e−ik
∆zR
z=0





and gives the transmitted wave field behind the object









We realize that δ causes an additional phase shift compared to the case without the object,
whereas β leads to a reduction of the magnitude of the field amplitude. In an experiment,
the field amplitudes are not measured directly. Instead, a detector measures the photon
flux , the flux density , or the intensity , which are all proportional to the square of the field
amplitude. The photon flux is the number of photons that pass a certain cross section
during a time interval, divided by the time interval, whereas the flux density is the photon
flux divided by the area of the cross section. The term intensity is defined similar to flux
density, but intensity refers to the energy rather than to the number of photons. In case
of monochromatic light, photon flux and intensity are proportional and, therefore, I use
these terms interchangeably. We are interested in the flux density I0 immediately before the
sample and the flux density I∆z right behind it
I0(x, y) = C |U0(x, y)|2
I∆z(x, y) = C |U∆z(x, y)|2
= C |T∆z(x, y)U0(x, y)|2






wherein C represents a constant factor. Defining the linear attenuation coefficient
µ(x, y, z) =
4pi
λ
β(x, y, z) (2.37)
this yields






for the intensity measured by a detector located immediately behind the object. Formula
(2.38) is a generalized form of the Lambert-Beer law with an attenuation coefficient depend-
ing on the position z along the direction of propagation. It describes the decrease of the
flux density of the transmitted x rays by the sample. This phenomenon is called attenuation
2.2. INTERACTION OF X RAYS WITH MATTER 15
Figure 2.4: Contributions to the mass attenuation coefficient. At low photon energies, photo absorption is
the main contributor, while for increasing energy the relevance of photo absorption is reduced in favor of
Compton scattering. For low atomic number elements, this occurs at lower energies than for elements with
a large atomic number. (Data calculated with the xcom database [BHS+07].)
and is explained in subsection (2.2.2). Obviously, the attenuation of x rays is described by
the imaginary part β of the complex index of refraction. But the measured transmission
signal contains no information about the refractive decrement δ, since the detector measures
only the x ray intensity and is not sensitive with regard to the phase of the amplitude.1
Nevertheless the refractive decrement has many observable effects on the transmitted x rays
as shown in subsection (2.2.3).
2.2.2 Attenuation
The term attenuation is defined as reduction of the x-ray flux density as a result of the
x rays passing through an object. Physical processes responsible for the attenuation are
absorption as well as scattering. Absorption may be induced by photoelectron absorption
(photo absorption) or by electron-positron pair production. Scattering processes may be
Rayleigh scattering or Compton scattering. Attenuation is quantitively described by the
linear attenuation coefficient µ and the Lambert Beer law (2.38). In addition to the linear
attenuation coefficient, the mass attenuation coefficient µ/ρ is defined and often used in
public databases like the sao/nasa ads[PCH81], the xaamdi database[HS07], the xcom
1The unobservability of the phase is not a fundamental law, it is just a consequence of the performance
of the detectors, which are available today.
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database[BHS+07], or the ffast database[COD+07]. The cross sections σi of the individual
underlying physical processes i ∈ {rayleigh, photo, compton, pair}, which are responsible for






With the assumption that the individual processes i contribute to the overall attenuation
independently from each other, the attenuation coefficient µ can be written as a sum of the




µi = µrayleigh + µphoto + µcompton + µpair . (2.40)
Figure 2.4 shows the overall mass attenuation coefficients of beryllium and tungsten for a
wide photon energy range together with the mass attenuation coefficients of the individual
contributors. Beryllium has been chosen as a representative of a low atomic number element,
because it is widely used in x-ray physics as a material with comparably weak attenuation. In
the scanning microscope, for example, the compound parabolic refractive x-ray lenses used
for pre-focusing are made of beryllium. In contrast to beryllium, tungsten is a typical high
atomic number element with rather strong attenuation and is used in x-ray optics for optical
diaphragm and shielding purposes. The blades of the aperture defining double slits of the
nanofocusing lenses used in the scanning microscope are made of tungsten. The individual
contributing processes will be treated in the following paragraphs.
Rayleigh scattering
An x-ray photon passing through an object has the chance to interact with the electrons,
which are bound to the atomic nucleus. If the result of such an interaction is the change of
the direction of propagation of the photon without changing the photon energy, this process
is called Rayleigh scattering or elastic scattering . The change of direction is observed as an
attenuation of the x-ray beam behind the sample, because the scattered photon does not
contribute to the transmission signal (assuming that the change in direction is larger than
the acceptance angle of the detector behind the object). Rayleigh scattering occurs if the
scattering electron is strongly bound in the inner shell of the atom. In contrast to that,
weakly bound electrons rather contribute to Compton scattering. In opposition to the other
contributions (photo absorption, Compton scattering and pair production), the elastic scat-
tering process is almost never more than a minor contributor to the attenuation coefficient.
An exception are crystalline materials (single crystals or polycrystalline objects). At certain
orientations between crystal and incident x-ray beam, strong scattered peaks, called Bragg-
Laue reflections , are excited, giving rise to intensity transfer away from the primary beam
direction into the direction of the Bragg peak, leading to significant attenuation. This effect
can be observed, for example, if tomography is performed with a single crystal. Particularly
polycrystalline samples give rise to attenuation by elastic Bragg scattering, since the large
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number of differently oriented single crystals increase the chance of conforming the Bragg
condition.
The Rayleigh scattering cross section is strongest at low photon energies and decreases
with increasing energies. In the range of low energies, Rayleigh scattering is stronger than
Compton scattering, but photo absorption is even much stronger. At higher photon ener-
gies Rayleigh scattering overtakes photo absorption, but this occurs at energies for which
Compton scattering gets so strong that it dominates the overall attenuation coefficient. Even
though Rayleigh scattering is negligible for attenuation, it is still important in many exper-
iments with x rays either as volitional signal or as disturbing background. Beyond that,
elastic scattering contributes to the refractive part of the complex index of refraction, since
the scattering process generates a phase shift in the corresponding complex wave amplitude.
Photo absorption
If the energy Eph of the incident x-ray photon is larger than the ionization energy Eion of an
electron bound to the nucleus of an atom, the photon is able to raise the electron from its
bound state into a free state. As a result, the photon has vanished and the freed electron
has a kinetic energy Ekin necessary to satisfy the conservation of energy Eph = Eion + Ekin .
This process is known as photoelectric absorption or short photo absorption and is the major
contributor to attenuation in the low x-ray energy range, especially for elements with high
atomic numbers. The photo absorption cross section is proportional to Zm/En with atomic
number Z and m,n ≈ 3. For high Z elements like tungsten, gold, or lead, photo absorption
is the dominant process at energies up to several hundred keV, whereas for low Z elements
like lithium, beryllium or boron, photo absorption looses its dominance for the benefit of
Compton scattering at photon energies of several tens of keV.
Compton scattering
Photons with energies not too small compared to the energy equivalent of the rest mass of an
electron will potentially be scattered at a free electron transferring part of its energy to the
electron and, at the same time, changing its direction of propagation. After the occurrence
of a Compton scattering process, the incident photon has lost part of its energy such that













As a contributor to the attenuation coefficient, Compton scattering is especially important
for high energies. The energy, where Compton scattering starts to exceed photo absorption
depends on the atomic number of the material.
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Figure 2.5: Refraction of visible light and x rays at an interface. (a) By its passage from vacuum or air into
matter, visible light is refracted towards the interface normal. (b) In the case of x rays, the real part of the
complex index of refraction is smaller than 1. As a consequence, x rays are refracted away from the interface
normal, if they pass the interface from vacuum or air into matter.
Pair production
As soon as the energy of the incident x-ray photon exceeds the energy equivalent of the rest
mass 2me of two electrons, i. e., as soon the energy is larger than about 1022 keV, the photon
is able to disappear and to generate an electron-positron pair. By reason of conservation
of momentum such an event must happen in the electric field of another charged particle.
In the atom this might be either the electric field of the nucleus or the electric field of
the bound electrons. For energies larger than some tens of MeV pair production the main
contributor to the attenuation coefficient, but the x-ray energies as used for the hard x-ray
scanning microscope (10 keV up to 30 keV) are much lower than 1022 keV needed to initiate
pair production.
2.2.3 Refraction
While the imaginary part β of the complex index of refraction is responsible for attenuation,







of the wave amplitude and shows up in refraction and in phase contrast effects. Refraction
is the change of the incidence angle θ when light passes the interface between two media of
different refractive indices n1 and n2 (Figure 2.5). The refraction angles θ1 and θ2 are related
with Snell’s law
n1 cos θ1 = n2 cos θ2. (2.44)
The incident rays are refracted towards the axis of incidence if n1 < n2, and away from it
if n1 > n2. Media with high refractive indices are called optically denser than media with
lower refractive indices. For visible light we are familiar with the fact that transparent media
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are optically denser than vacuum and also than air2. If, for example, visible light enters the
interface from air into a glass panel, the light beam is bent towards the interface normal,
and bent away from it if the beam leaves the glass pane again. For this reason focusing
refractive lenses must have a convex shape and dispersing refractive lenses must be concave.
But this conversant property of visible light is not true for x rays, because the real part of
the complex index of refraction is less than 1 (δ > 0) for almost all materials, i. e., vacuum
is optically denser than the material. One consequence of this property is that focusing
refractive lenses for x rays must exhibit a concave shape which is different from visible light
optics. Furthermore the value of δ is very low compared to 1. Dependent on the density
of the material and the x-ray energy, the value of the refractive decrement is of the order
of 10−5 to 10−7 and thus refraction is very weak for x rays. As an example consider x rays
of 15 keV coming from vacuum and passing the surface of a beryllium pane. If the angle of
incidence is 45◦, the beam will be deviated by an angle of only 0.000087◦ (1.5µrad), i. e.,
the direction of propagation is almost not effected by the interface. In comparison to this,
visible light passing the interface between air and silica glass at an angle of 45◦ would be
deviated to an angle of 62.7◦, the difference of 62.5◦−45◦ = 17.5◦ being of quite significance.
Another important phenomenon in connection with refraction is total reflection. Total
reflection occurs when an electromagnetic wave hits the interface between two media of
different refractive indices n1 > n2 and tries to get out of the optically denser medium at an





Instead of leaving the optically denser medium, the wave is totally reflected at the interface.
For visible light total reflection happens, if the beam tries to get out of a transparent object
into vacuum (internal total reflection), but for x rays total reflection takes place if the x
ray beam hits the interface coming from vacuum and trying to enter the material (external
total reflection). The critical angle for visible light in opaque media is in the order of several
tens of degrees, for instance 40◦ for water or even 65◦ for diamond, whereas for x rays the
critical angle is always smaller than about 1◦, namely about 0.1◦ for beryllium or 0.3◦ for
tungsten in case of 15 keV photon energy. External total refraction is of great importance
for many applications in x-ray physics and is made use of, for example, in x-ray mirrors and
polycapillaries. Moreover, total reflection must be considered in the design of the blades in
slit systems and will be discussed in chapter 5.
The real part of the complex index of refraction is also responsible for the appearance of
phase contrast. After passing the sample, the field amplitude behind the object is given by
(2.36), and as shown in (2.38), the measured flux density contains no information about the
real part of the complex index of refraction. But if we calculate the intensity some distance
behind the object, i. e., if we propagate the complex wave field some distance further and
then calculate the intensity, the additional phase shift caused by δ will become apparent in
2The difference between the refractive index of vacuum and air is negligible compared to the difference
between vacuum and most transparent solid state materials.
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the intensity distribution. In some experimental situations this maybe disturbing, because
phase contrast would complicate the interpretation of the projected absorption image, as for
example in the case of the alignment of the nanofocusing lenses with the high resolution x-ray
camera (treated in section 6.1). But, dependent on the distance from the object, this so-called
phase contrast can be exploited in several ways. For small distances compared to the fresnel
length d2/λ (d lateral dimension of the object, λ the wavelength) the phase contrast is quite
weak and just increases the contrast between regions of different refractive indices, which
is called edge enhancement . Objects that contain only elements with low atomic numbers
(e. g. biological samples) or which are very small compared to the attenuation coefficient
often show very weak absorption contrast, whereas the additional phase shift ik
∫
dz δ(x, y, z)
often becomes comparable with 2pi. Measuring the phase contrast in an appropriate distance
from the sample allows the reconstruction of the real part of the complex index of refraction
and gives insight to the inner of the specimen [SSK+95]. Other methods which utilize the
δ-induced phase shift are interferometry with separate interfering beams [BH15], resolving
phase variations using diffraction from analyzer crystals [DGG+nt, DGG+17, IB95, Mom05,
WGG+96, CTJ+97], Talbot interferometry [MYT+06, PWBDnt], coherent x-ray diffraction
imaging (CXDI) [Fie82, MCKS99, Els03], and ptychography [RF04, FR04, RHC+07]. CXDI
and x-ray ptychography are two main applications carried out with the hard x-ray scanning
microscope and are described in chapter 6.
Chapter 3
The X-Ray Source
The choice of an appropriate x-ray source is one of the most essential considerations for the
hard x-ray scanning microscope. To meet the requirements of highest spatial resolution, the
potential specimen must be scanned by an x-ray spot as small as possible. On the other
hand, the photon flux in the focal spot has to be maximized in order to keep exposure times
as small as possible. Both properties, the size of the focus and its photon flux, depend
on the properties of the x-ray source and on the optical components used to generate the
focal spot. In this chapter the influence of the source properties on the features of the
x-ray focus are discussed. First, a set of requirements on the x-ray source, which is used
for the scanning microscope, is formulated. From this, it will become apparent that x-
ray tubes are inappropriate and that synchrotron light has to be used. Therefore, in the
subsequent sections, third generation synchrotron radiation facilities are introduced, and the
key properties of dipole magnets, multipole wigglers and undulators are described.
3.1 Requirements
3.1.1 Energy and Energy Bandwidth
Almost all experiments which make use of hard x rays require a narrow energy bandwidth
∆E/E around a nominal energy value E0 for the x-ray photons. The choice of energy and its
bandwidth depend on the kind of experiment. X-ray absorption spectroscopy, for example,
needs energy values E0 which can be tuned around certain absorption edges with very narrow
energy bandwidths. On the other hand, the method of fluorescence spectroscopy just needs
x rays with energies high enough to excite fluorescence lines of the elements of interest with
an energy band which might be quite broad.
The hard x-ray scanning microscope provides a large variety of possible experimental
methods and of course one would wish the hard x-ray scanning microscope to operate at
arbitrarily adjustable photon energies with arbitrarily adjustable energy bandwidths. Un-
fortunately, there are constraints limiting the available energy range, such as the problem
of strong absorption at low energies and weak absorption at high energies. Soft x rays, for
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example, show extremely strong absorption in air and thus they must be guided through
vacuum tubes. Because any window would also significantly absorb the soft x-ray photons,
not only the propagation distance from the source to the sample has to be inside vacuum,
but the whole sample environment with all the detectors has to be kept within the vacuum
tank. For this reason, there are completely different experimental setups for soft and hard x
ray experiments. On the other hand, all materials (including high atomic number elements)
are quite transparent for x rays of very high energy and it becomes very difficult to find ap-
propriate slits, pinholes and shielding materials for high energy x-ray photons. These are the
most dominant conditions limiting the x-ray energy from below and above. There are many
more factors that may limit the available energy range of experimental x-ray setups. Since
silicon is used as material for the nanofocusing lens, the hard x-ray scanning microscope has
to be operated at photon energies of about 10 keV or above, because silicon lenses become
too absorbent at lower energies.
As already mentioned, the required energy bandwidth depends on the specific experiment
that is being performed with the scanning microscope. But there is another aspect to be
considered in case of the hard x-ray scanning microscope, namely the chromatic aberration











from which it follows, that the displacement ∆zF of the focal position caused by a small
deviation of the x-ray energy is proportional to the relative energy bandwidth. Chromatic
aberrations become eminent as soon as the displacement of the focal position becomes com-
parable with the depth of focus. As shown in chapter 4, the relative energy bandwidth must
be in the range of 10−3–10−2 or smaller, in order to avoid chromatic aberrations, if using
nanofocusing lenses.
Usually an x-ray source emits a broad energy range and a monochromator has to be
installed allowing only those photons to pass which are within a certain energy band re-
quired for the experiment in question. Dependent on the energy bandwidth this reduces the
available flux on the sample drastically. Given a source which radiates a certain total photon
flux Frad (defined as photons per time interval), it would be appreciable to have this flux
radiated within a narrow energy band rather than distributed over a broad energy range. For
this reason it is common to define spectral quantities SQ which are normalized with respect
to a certain spectral standard bandwidth BWstd, i. e.the radiated flux Frad that enters the




The standard bandwidth might be an absolute quantity ∆E (or ∆λ, or ∆ν) or a relative
quantity like ∆E/E. Given a source with a spectral radiation strength SQ in combination
with a monochromator providing the required spectral bandwidth of BWreq . BWstd, the
available flux Fexp in that experiment can be estimated as
Fexp = SQ ·BWreq.
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Of course, the standard spectral bandwidth should be chosen such that the spectral distri-
bution is more or less constant within BWstd, otherwise the estimated available flux Fexp
may become quite inexact. In the field of x-ray physics it has become natural to use a
relative energy bandwidth of BW = 10−3 = 0.1 % and to let this value be part of the unit
of measurement even though it is of dimension 1.
3.1.2 Source Size and Divergence
In the scanning microscope the focal x-ray spot is generated by a focusing lens system which
creates a demagnified image of the x-ray source. Given a light source of size S and a focusing
lens with a focal length f which is located a distance L away from the source, the geometric
image size Bgeo can be calculated by means of geometric optics as
Bgeo =
f
L− f S (3.1)
Expression (3.1) shows that a small geometric image size Bgeo can be achieved by a small
focal length f , a large distance L from the source, and by a small source size S.
As result of refraction, the finite size of the aperture of the focusing lens affects the image
of the source. Each point of the object plane (containing the source) is imaged as a certain
diffraction pattern rather than a point (as would be expected from geometric optics). The
shape of that diffraction pattern depends on the shape of the lens aperture and is called Airy
disk in case of a circular lens apertures. The resulting focal spot of a chaotic light source
(each point of the source radiates independently from all the other points of the source)
is given by the geometric image of the source convolved by the Airy disk of the finite lens
aperture. As a consequence, a small geometric image size is needed, in order to get a small
focus. This means that we need a small source in combination with a large source-to-lens
distance.
In principle, the source could be made smaller by means of a circular (or rectangular)
pupil, which is transparent only near the center of the source. But this leads directly to a
loss of photon flux in the focus, because a large fraction of the radiated photons of the source
is absorbed by the pupil and does not contribute to the focal spot.
The same problem appears if the distance of the focusing lens from the source is enlarged
while the aperture of the lens is kept constant. The solid angle spanned by the source and
the lens aperture decreases quadratically with increasing distance, and thus the divergence
of the radiated x rays leads to a loss of photon flux collected by the lens. So, what one needs
is a small source which still radiates a high flux of photons into a small solid angle in the
direction of the optical axis.
3.1.3 Brilliance
An appropriate quantity which incorporates the source size as well as the directionality
and the spectral distribution is given by the quantity brilliance B. Brilliance specifies the
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radiated spectral flux within a relative energy bandwidth of BW = 10−3 emitted by the
source normalized by that bandwidth and by the four dimensional phase space spanned by
the size Σx,y and by the divergence Σ
′
x,y of the source:
B = Frad
BW · Σx Σy Σ′x Σ′y
. (3.2)
High brilliance means a large available photon flux despite a small energy band, small source
size, and small solid angle due to a large distance of the experiment from the source. In
accordance with Syste`me International d’Unite´s (SI), the coherent derived unit of the
quantity brilliance would be
[B] = 1
s ·m2 · sr ,
but the practically used unit in nearly all scientific literature is [MHK+05]
[B] = photons
s ·mm2 ·mrad2 · 0.1 %
The authors of [HS08] suggest to introduce the name Schwinger1 for the practically used
unit, and I will make use of this abbreviation in the course of this document,
1 Sch = 1
photons
s ·mm2 ·mrad2 · 0.1 % = 10
15 1
s ·m2 · sr .
The quantity brilliance has been defined as a property of the source, referring to the size and
divergence of the light beam at the location of the source. Nevertheless, the same quantity
can be used to describe the density properties of the beam at an arbitrary distance z behind
the source. The spectral flux at position z is normalized by the size Σx,y(z) and divergence
Σ′x,y(z) of the beam at that position,
B(z) = Frad(z)
BW · Σx(z) Σy(z) Σ′x(z) Σ′y(z)
. (3.3)
With this generalized definition, the brilliance B of the source is just the brilliance of the
beam at position z = 0, i. e., B = B(0). The usefulness of this generalized definition of
brilliance shows in its invariance with respect to optical propagation in an ideal optical
system2. This invariance can be shown by Liouville’s theorem [Lio37, Wol87] that is known
from thermodynamics.
3.2 Synchrotron Radiation
As a summary of the previous section we can state that for the hard x-ray scanning micro-
scope one needs a highly brilliant x-ray source, the energy of which is tunable in the range of
1J. S. Schwinger was one of the first who developed the fundamental theory of synchrotron radiation
[Sch45, Sch46, Sch49].
2Ideal optical system means that no photons are lost by attenuation.
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Figure 3.1: Radiation field of an accelerated electron. (a) In the center of mass frame the electron radi-
ates an electromagnetic field conforming that of a classic electric dipole. (b) In the laboratory frame the
Lorentz-transformation of the directional characteristic is observed. In case of highly relativistic electrons
the transformation converts the axial symmetric radiation distribution into a sharply forward peaked cone
with opening angle of ±1/γ. (Page 42, Fig. 2.3 from [Wil92], copyright 1992 by VIEWEG+TEUBNER, by
courtesy of VIEWEG+TEUBNER.)
several tens of keV. X rays can be generated with x-ray tubes making use of bremsstrahlung
and characteristic radiation, which are emitted when electrons hit a metallic anode. While
x-ray tubes are frequently used in medical, industrial and scientific fields, their brilliance is
quite limited and does not meet the requirements for many scientific applications. Unfortu-
nately, this is also true for the hard x-ray scanning microscope.
Another kind of x-ray source has emerged with the development of particle accelerators
which are used to accelerate charged particles to energies much higher than their rest energy
(β = v/c ≈ 1, γ = E/(mc2)  1). Highly relativistic accelerated charged particles emit
electromagnetic radiation which is concentrated in the forward direction of the moving par-
ticle (confer Figure 3.1). This kind of radiation was first observed and used in synchrotrons
[EGLP47], therefore it is called synchrotron radiation. Nowadays, nearly all synchrotron
radiation is generated at storage rings. In contrast to x-ray tubes, for which the angular
distribution of the radiated photon flux is nearly constant, the photons of synchrotron radi-
ation are emitted within a very small cone directed in forward direction, which is the main
reason for the very high brilliance of synchrotron light sources being many orders of mag-
nitudes larger than the brilliance of x-ray tubes. To illustrate the enormous superiority of
synchrotron light sources over x-ray tubes, imagine an experiment which requires a specimen
to be illuminated with a certain photon dose. At the undulator source of a synchrotron ra-
diation facility (brilliance B = 1021 Sch) this photon dose maybe attained after an exposure
time of 1 second. If this experiment has to be performed with an x-ray tube (B = 109 Sch),
the same photon dose would be achieved after an illumination time of 1012 seconds, i. e.,
the experiment would last more than 31 000 years! Even though the hard x-ray scanning
microscope has been installed at a third generation synchrotron radiation facility, lots of
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Figure 3.2: Peak brilliance of dipole magnets, wigglers and undulators as function of photon energy. The
values refer to the synchrotron light souses DORIS III, PETRA II, and PETRA III at HASYLAB. The
unit Schwinger for the briliance [1 Sch= 1ph/(s·mrad2·mm2 · 0.1%)] is introduced in section 3.1.3. (Drawing
adapted from [TDR07].)
experiments performed with that microscope require total exposure times in the order of
several hours for a single sample. Experiments of this kind would be impossible without
synchrotron radiation.
As a coarse classification one can distinguish between three main types of synchrotron
light sources, as there are dipole magnets (also called bending magnets), multipole wigglers and
undulators. While dipole magnets and multipole wigglers deliver a broad energy spectrum,
undulators provide a quasi-monochromatic spectrum consisting of a fundamental harmonic
and a number of higher harmonics. Because of this, together with the fact that undulators
have much smaller divergence angles for the radiated photon flux, the brilliance of undulator
sources is about 3 orders of magnitudes higher than that of multipole wigglers and even
6 orders of magnitudes higher than that of dipole magnets (while the brilliance of a dipole
magnet is still 6 orders of magnitudes higher than that of an x-ray tube). The peak brilliance
of dipole magnets, wigglers, and undulators as function of x-ray energy is drawn in Figure
3.2.
In the next paragraph I will describe the layout of a modern third generation synchrotron
radiation facility. Thereafter I will summarize the main properties of dipole magnets, mul-
tipole wigglers and undulators, the latter of which serves as highly brilliant x-ray source
for the scanning microscope. Detailed information and elaborated treatment of synchrotron
light sources can be found in text books [Wil00, Hof04, Tal07, Wie07, FM10].
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Figure 3.3: Top view on the storage ring of a 3rd generation synchrotron radiation facility. For sim-
plicity only six straight sections have been drawn, whereas real storage rings are made of many more
straight sections. (Page 49, Fig. 2.8 from [Wil92], copyright 1992 by VIEWEG+TEUBNER, by courtesy of
VIEWEG+TEUBNER.)
3.3 Layout of a Synchrotron Radiation Facility
The layout of a modern third generation synchrotron radiation facility is shown in Figure 3.3.
The main parts of such a facility are the pre-accelerator, the storage ring and the beamlines.
Pre-accelerator
The pre-accelerator generates charged particles, accelerates them to the required energy and
injects the pre-accelerated particles into the storage ring.
The radiated power of a highly relativistic single particle of charge q and rest mass m
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and will be deduced in section 3.5. Since the mass of a proton is about three orders of
magnitude larger than the electron mass (mprot ≈ 1836me), synchrotron radiation emitted
by electrons (or positrons) is about 13 orders of magnitudes more intensive than that of
protons, and for this reason all synchrotron radiation facilities operate either with electrons
or with positrons. In the matter of radiating synchrotron radiation, electrons and positrons
behave exactly equivalently and the difference is rather of technical nature3. For this reason,
without lost of generality, I will speak of electrons even though there might be positrons
used, as for example at PETRA III, Hamburg.
The pre-acceleration is done in several steps. In most cases the electrons pass through a
combination of a linear accelerator and a small synchrotron (called booster). The accelera-
tion is induced by a series of cavity resonators applying high-frequency alternating electric
fields on the electrons resulting in a bunching of the electron beam. The shape, size and
distance between these bunches determine the brilliance as well as the time structure of
the synchrotron radiation. The energy E of the accelerated electrons determine the energy
spectrum of the synchrotron radiation. Applying equation (3.15) with typical values for the
magnetic field (≈ 1 T), the characteristic photon energy of the radiation emitted by a dipole
magnet can be estimated. It turns out that the energy of the accelerated electrons must be
in the range of several GeV, in order to obtain photon energies of several tens of keV. The
largest third generation synchrotron radiation facilities operate at particle energies between
6 GeV and 8 GeV and, therefore, deliver radiation in the hard x-ray regime.
Storage ring
After the process of pre-acceleration, the electrons are injected into the storage ring, in
which they are stored for several hours. The storage ring consists of straight sections that
are connected by bending sections, forming a polygon with a circumference of several hundred
meters. The bending is achieved by means of dipole magnets which can also be used as a
source for synchrotron radiation. The straight sections contain the multipole wigglers and
the undulators. As those devices are inserted between the bending parts of the storage ring,
they are also called insertion devices (IDs).
In addition to the dipole magnets and the insertion devices, the storage ring contains
several other components that are needed to post-accelerate the circulating electrons and
to form the shape of the electron beam. Post-acceleration is necessary, because the elec-
trons loose energy, which they transfer to the emitted synchrotron radiation. Appropriate
quadrupole and sextupole magnets are used to make the size σx,y and divergence σ
′
x,y of the
3Positrons are positively charged particles and, therefore, they reject the positively charged ions which
are still present in the ultra high vacuum tubes of the particle accelerator. In contrast to that, the negatively
charged electrons attract the ions and thus beam stability is derogated.
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overall size and divergence of the x-ray source is given by the size and divergence of the
radiation field of a single electron convolved with the size and divergence of the electron
beam. Thus, in order to ensure highest brilliance of the synchrotron radiation source, the
emittance must be minimized.
While the electrons are circulating on their orbit in the storage ring, they not only radiate
synchrotron light, but they also interact with molecules, which are still present even inside
ultra high vacuum tubes. This leads to a decrease of the electron beam current. Synchrotron
radiation facilities come up against this loss of beam current by injecting new electrons from
the pre-accelerator into the storage ring. This so-called refill has to be repeated periodically
within a certain time interval which is typically several hours, corresponding to the live time
of the electron beam. Some storage rings keep the beam current nearly constant (called
top-up mode), injecting new electrons within time intervals which are short compared to the
live time of the electron beam.
Beamlines
In order to make use of the synchrotron radiation emitted by a dipole magnet or by an
insertion device, the storage ring is surrounded by a number of beamlines which guide the
radiation from the source to the experimental station. The beamlines are located just at the
end of the dipole magnet or of the insertion device and are directed tangentially with respect
to the electron orbit. In order to avoid air scattering and absorption of the x-ray beam in
air, the synchrotron beam is guided from the source to the experiment inside vacuum tubes.
Concerning radiation protection, the experiments must be installed within x-ray shielded
hutches furnished with an interlock system, which prevents people from being inside the
hutch together with synchrotron radiation.
The hard x-ray scanning microscope has been installed at the beamline ID 13 of the
ESRF, Grenoble. All experiments reported in this thesis took place at that beamline and,
therefore, a more detailed description of beamline ID 13 is given in chapter 5.
3.4 Lie´nard-Wiechert Fields
A complete rigorous mathematical treatment of the radiated electromagnetic field of accel-
erated relativistic charged particles has first been published by J. Schwinger [Sch45, Sch46,
Sch49], even though the fundamental mathematical basis had already been developed by
Lie´nard at the end of the nineteenth century [Lie´98]. Starting point of a quantitative de-
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These equations allow one to calculate the electric and the magnetic fields E(t) and B(t)
generated by an arbitrarily moving electron with charge e and mass m as seen by an observer.
R is the distance between the electron and the observer, n is the unit vector directed from
the electron to the observer, and β = v/c is the normalized velocity of the electron. The
squared brackets [· · · ]t′ imply that all time dependencies within those brackets have to be
evaluated with respect to the emission time t′ in order to retrieve the fields at observation
time t. The effect E(t) which is registered by the observer at time t had been caused by the
moving electron at an emitted (or retarded) time t′




dt = (1− n(t′) · β(t′)) dt′
and, therefore, the time dependent variables R, n, β, and β˙ in equation (3.4) have to be
substituted by R(t′), n(t′), β(t′), and dβ(t′)/dt′. The fields E(t) and B(t) allow one to





which can be used to obtain the angular power distribution and the total radiated power
dP
dΩ
= n · SR2, (3.7)
P =
∫
dΩ n · SR2. (3.8)
As indicated by equation (3.4) the observed electric field E is a superposition of a near-field
and a far-field term, the first of which is proportional to 1/R2 and the latter is proportional to
1/R . The near-field contribution depends only on the velocity β(t′) of the electron, whereas
the far-field contribution depends on the electron’s acceleration dβ(t′)/dt′. Inserting the
near-field contribution into (3.6) reveals that there is no net energy flux from the electron
to the outer space regions. We are interested in synchrotron radiation as a highly brilliant
light source and thus, the near field can be neglected. As a matter of fact, in all practical
situations, the distance R of the observer from the synchrotron source is large enough to
justify the assumption that we are always in the far-field region, where the 1/R term wins
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As a consequence, far away from the moving electron, the fields E and B are not only
orthogonal on each other, but they are also both perpendicular to n.
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The straight forward way to proceed would be to calculate the radiated angular power
distribution and total power using equations (3.6)-(3.10). The variablesR(t′), n(t′), and β˙(t′)
have to be evaluated from the geometry of the magnetic field given by the dipole magnet,
multipole wiggler or undulator. This procedure is typically quite difficult and encounters
a lot of mathematical manipulation. Even the simplest case of a circular trajectory, which
is present in a dipole magnet, results in Airy integrals or (alternatively) modified Bessel
functions. Even though they are very useful for exact quantitative calculations, they are not
very intuitive, and for this reason, I will proceed with hand waving arguments, which have to
be treated with care, but which allow a better physical insight to the physics of synchrotron
radiation. An exact treatment can for example be found in [Sch45, Cla04, Tal07].
3.5 Dipole Magnets
A schematic sketch of a dipole magnet is shown in Figure 3.4(a). Originally, dipole magnets
were used in synchrotrons or storage rings in order to bend the path of the charged particles
and to force them onto a closed trajectory. In the early days of particle accelerators, the
synchrotron light emitted in a dipole magnet by the accelerated relativistic electrons was
a nuisance because energy is transferred from the electrons to the synchrotron radiation
and this effectively limits the achievable electron energy for high energy particle collision
experiments. On the other hand, dipole magnets as a source of synchrotron radiation exceed
the brilliance of x-ray tubes by a factor of 106, and thus they are used for both, keeping the
electrons on a closed orbit and as a highly brilliant x-ray source.
Radiated power
The constant magnetic field B of the bending magnet forces the electron on a circular





Knowing the orbit of the electron, the Lie´nard-Wiechert fields (3.9) and (3.10) can be used to
calculate the Poynting vector, the angular power distribution, and so on. But as mentioned
in the previous section I will follow another approach. For this we change into an inertial
system K’ in which the electron is moving with non-relativistic speed, perform the calculation
in K’ and transform the result back into the inertial system K in which the observer is in
rest.
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Figure 3.4: Overview of the three main types of synchrotron radiation sources. (a) Schematic drawing of
a dipole magnet. The electron beam is forced to follow a circular arc. (b) Sketch of an insertion device.
Depending on the strength of the amplitude of the wiggling electron beam the ID might either work as
a wiggler or as an undulator (Page 47, Fig. 2.6 and page 48, Fig. 2.7 from [Wil92], copyright 1992 by
VIEWEG+TEUBNER, by courtesy of VIEWEG+TEUBNER.)
Together with equations (3.6), (3.7), and (3.8) the angular power distribution and the total











which was already found by J. Lamor in 1897 [Lar97]. The total radiated power must be
invariant against a change of the inertial system. Therefore, equation (3.13) can be expressed
as a scalar product of four-vectors. With the definition of the four-momentum pµ = (E/c,p)












In this expression, d/dt′ refers to the inherent time of the inertial frame K’. Transformation
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Figure 3.5: Angular distribution of synchrotron light radiated by the three main types of synchrotron radia-
tion sources. (a) Dipole magnet. The vertical opening angle is about 2/γ, while the horizontal opening angle
is much larger. (b) Multipole wiggler. The angular distribution is similar to that of a dipole magnet with
the same vertical opening angle. The horizontal opening angle is proportional to the deflection parameter κ.
(c) The undulator features a very sharp collimation of the radiated synchrotron light in the vertical direction
as well as in the horizontal direction scaling with 1/
√
N (N number of periods). This property in connection
with its narrow shaped energy harmonics is the reason for the enormous gain in brilliance of three orders
of magnitudes as compared to the brilliance of multipole wigglers. (Page 5, Figure 1.2 from [Cla04], by
permission of Oxford University Press.)


























In a dipole magnet the electron is forced on a trajectory with bending radius as given in









Synchrotron light shows a very sharply forward peaked power distribution and, therefore, it
is quite well represented by the half opening angle Θ that defines a cone into which half of
the radiated energy is emitted. For this reason, rather than calculating the exact angular
power distribution, only the half opening angle Θ is derived.4
4Like the total radiated power P , also the angular power distribution dP/dΩ of synchrotron radiation
can be retrieved by calculating the electric and magnetic fields with equations (3.9) and (3.10) and using
them to obtain the Poynting vector.
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Figure 3.6: Schematic drawing of the geometry for an observer of dipole magnet radiation. (Page 6, Figure
1.3 from [Cla04], by permission of Oxford University Press.)
Again we change into the inertial frame K’ in which the electron is moving non-relativ-
istically. Then the Larmor equation (3.12) is valid and the angular power distribution is
circularly symmetric around the direction of acceleration as seen in Figure 3.1(a), and in
K’ the half opening angle is pi/2. The half opening angle in the laboratory frame K (in
which the electron is moving with relativistic speed) can be retrieved if the momentum of a
photon which leaves the electron at an angle of pi/2 with respect to the moving direction is
Lorentz-transformed from K’ into K. As a result of this Lorentz transformation the opening
angle changes from pi/2 to 1/γ which is illustrated in Figure 3.1. The radiation cone depicted
in Figure 3.1(b) shows the situation of an infinitesimal small movement of the electron on
its bent trajectory. While the electron continues its circular movement, its moving direction
changes and the cone smears in the horizontal plane forming the shape of a fan as seen in
Figure 3.5(a). For this reason, radiation from a bending magnet is only collimated in the
vertical direction.
Spectral distribution
The spectral distribution of synchrotron light from a dipole magnet has first been calculated
by J. Schwinger [Sch45, Sch46, Sch49] and can be expressed in terms of Airy integrals or
by integrals over modified Bessel functions. It turns out that the spectrum has a broad
distribution and that it is completely determined by the critical energy5 Ec which divides the
spectrum into two regions of equally radiated power. The critical photon energy of a dipole











with bending radius ρ as given in equation (3.11).
5The critical energy is also known as characteristic energy.
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The critical energy can be approximated by considering the time dependence of the
radiation field as seen by the observer. As the electron travels on its circular arc, the
collimated radiation cone with half opening angle 1/γ is seen by the observer only during
a short period of time ∆t. In order to estimate this time period consider Figure 3.6. The
beginning of the pulse and its end correspond to the points A and B, respectively, defining
an angle 2/γ and a circular arc se = 2ρ/γ. The time te for the electron to travel from A to








During that time, the emission amplitude at A propagates a distance sγ = cte, gaining an
advance against the electron of
∆s = sγ − sAB
with sAB = 2ρ sin(1/γ) denoting the length of the chord between A and B. The time period
∆t is now given by ∆s/c. The electrons in a storage ring are highly relativistic with γ values
in the order of 104, and thus sin(1/γ) ≈ 1/γ + 1/(6γ3) and β = √1− 1/γ2 ≈ 1 − 1/γ2 are





























































A photon detected by the observer could have been emitted by the electron at any of the
locations on the arc between A and B with a time uncertainty of ∆t as given by expression
(3.16). All these alternatives are quantum mechanically undistinguished [Len03] and hence,
the energy uncertainty of the photon is given by the time-energy uncertainty relation ∆E∆t ≥





Obviously, we cannot expect this typical energy to represent the characteristic energy exactly.
Compared with equation (3.15) the typical energy is by a factor pi larger than the critical
energy.
Polarization
A bending magnet accelerates the electrons in the horizontal plane and, therefore, the ra-
diation emitted by the electrons is horizontally polarized in the plane of the electron orbit.
Below and beneath the plane of the electron orbit vertically polarized contributions with a
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phase shift of pi/2 occur with increasing inclination angle and lead to elliptical polarization.
A quantitative treatment reveals that 7/8 of the radiated power is horizontally and 1/8 is
vertically polarized [Cla04].
3.6 Insertion Devices
A more efficient way to produce synchrotron radiation is to use insertion devices (IDs)
instead of dipole magnets. Insertion devices are integrated in the straight sections between
the bending segments of a storage ring. An ID forces the electrons to move on a wiggling
trajectory by means of an array of magnets with alternating fields directed up to down and
vice versa. A schematic drawing of such an ID is shown in Figure 3.4(b).
The electron trajectory in an insertion device with period length λu = 2pi/ku and mag-
netic peak value B0 can be approximated by a sine with same periodic length λu as the
ID















The trajectory can be considered as a series of circular arcs changing the direction of cur-
vature successively from the left to the right. Depending on the maximal deflection angle
ΘD the synchrotron light emission amplitudes of different parts of the trajectory add up co-
herently or incoherently. Small deflection angles make it impossible to distinguish between
different emission alternatives and, therefore, the emission amplitudes have to be added co-
herently and interference effects become present. In this case the insertion device acts as
an undulator. On the other hand, large deflection angles make the emission alternatives
from different parts of the trajectory distinguished, and the amplitudes must be added inco-
herently [Len03]. Interference is not observed, and the ID operates as a multipole wiggler.
By definition, an insertion device is called a multipole wiggler, if the deflection angle ΘD is
much larger than the half opening angle 1/γ of the radiated cone, otherwise one speaks of
an undulator.
3.6.1 Multipole Wigglers
The magnetic field of a multipole wiggler is strong enough to make the maximal deflection an-
gle of the wiggling electron larger than the half opening angle 1/γ of the emitted synchrotron
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radiation, i. e., the deflection parameter κ is much larger than 1. Emission amplitudes from
different parts of the electron trajectory add up incoherently, i. e., the intensities are added
instead of the amplitudes. Hence, the radiated intensity of a multipole wiggler with N peri-
ods is increased by a factor of 2N compared to a dipole magnet with the same magnetic field
strength. The angular distribution and the power spectrum of a multipole wiggler are similar
to that of a dipole magnet. The radiation is sharply collimated in the vertical direction with
half opening angle 1/γ and it is less collimated in the horizontal direction with half opening
angle of κ/γ as shown in Figure 3.5(b). The energy spectrum shows a broad distribution and
is characterized by the critical Energy Ec as known from equation (3.15). Similar as dipole
magnets, multipole wigglers generate x rays that are horizontally polarized in the plane of
the electron orbit.
3.6.2 Undulators
Even though undulators were proposed already in the middle of the 20th century [Mot51,
MTW53], their routine operation has emerged not until the construction of third generation
synchrotron radiation facilities in the mid-1990s. Due to the coherent superposition of the
emission amplitudes from different undulator wiggles, the performance of undulators is su-
perior as compared to wigglers. A necessary condition to show up such interference effects
is the overlap of the radiation cones emitted from different parts of the electron trajectory.
Since the opening angle of the emission cone is in the order of 1/γ, the maximal deflection
angle ΘD must not be much larger than about 1/γ, and the deflection parameter κ must
not be much larger than 1. The consequence of the interference is a quasi-monochromatic
energy spectrum with a fundamental energy mode E1 and higher energy harmonics En and
an additional collimation of the emitted radiation cone in the vertical and the horizontal di-
rection. Another implication is that the radiated spectral power density does not scale with
the number N of undulator periods but with its square N2, even though the radiated total
power of an undulator is similar to that of a wiggler. This makes the undulator an extreme
highly brilliant x-ray source with a brilliance exceeding the values of bending magnets and
wigglers by some orders of magnitudes.
Energy harmonics
The energy harmonics of an undulator can be estimated by the interference condition, which
states that the phase difference of amplitudes of photons emitted from neighboring wiggler
periods must be 2pi in order to gain constructive interference. For an undulator with period
λu and deflection parameter κ, the nth harmonic observed at an angle θ off the undulator











Typical undulator periods are of order 10 mm and γ is about 104 (electron energy of several
GeV) and, therefore, the photon energy of the fundamental energy mode observed in the
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undulator axis is in the order of some keV. This energy value can be tuned by varying the
undulator gap, which changes the magnetic field and the deflection parameter κ. To increase
the photon energy, the undulator gap has to be made larger to reduce the magnetic field
strength and thus the deflection parameter. On account of the finite length of the undulator,






where n denotes the number of the harmonic and N is the number of undulator periods.
In a typical undulator N is in the range of 100, so the relative energy bandwidth of the
fundamental harmonic is of order percent.
Angular distribution
The interference condition defines the energy harmonics for a given observation angle θ with
respect to the undulator axis. On the other hand, for a certain energy harmonic En, the













both in horizontal and vertical direction, respectively. This angle is smaller than the opening
angle of a dipole magnet or a multipole wiggler and the collimation is not only in the vertical
direction.
Polarization
Synchrotron radiation from an undulator is always linearly polarized. In the plane of the
electron trajectory the vertical polarization component is zero and the polarization is hori-
zontally directed. Outside this plane, the vertical component is non-zero and increases with
increasing observation angle θ. While in a dipole magnet the horizontal and the vertical
polarization components are shifted by a phase of pi/2, there is no phase shift in an un-
dulator and, therefore, instead of elliptic polarization, there is still linear polarization with
an axis of polarization which is slightly tilted against the horizontal direction. The rele-
vance of the horizontal polarization shows in the fact that the intensity of elastically and
in-elalstically scattered x-rays is reduced in the horizontal direction perpendicular to the
incident x-ray beam. In the hard x-ray scanning microscope, we make use of this effect by
aligning the energy dispersive fluorescence detector orthogonal to the optical axis, which
leads to a significant reduction of the background signal.
As a summary of this paragraph the undulator features highly collimated, quasi-mono-
chromatic and horizontally polarized light with tunable energy in the range of several keV.
The extraordinary high brilliance of undulators is the reason to choose them as a source for
the hard x-ray scanning microscope.
Chapter 4
X-Ray Optics
Since the discovery of x rays at the end of the nineteenth century, scientists have been
trying hard to develop efficient x-ray optics. Similar to visible light optics, there are a lot
of applications which would benefit from appropriate focusing optical devices for x rays,
such as full field imaging, generation of small focused x-ray beams with high photon flux,
or collimation of diverging beams. The hard x-ray scanning microscope, for example, makes
use of a highly intense focal spot generated by a so-called nanofocusing lens. In addition, the
scanning microscope can be operated in a two-stage focusing mode, activating a prefocusing
lens system, which generates a secondary source and matches the available coherent photon
flux provided by the source to the aperture of the nanofocusing lens.
Compared to visible light, developing optics for the x-ray regime is quite difficult. In visi-
ble light optics there are two major kinds of focusing optics, namely refractive lenses and mir-
ror optics. Simply transferring the concept of refractive lenses from visible light optics to hard
x rays is not possible just like that, because of the very small refraction index decrement δ,
which is in the order of 10−5 to 10−7 (see chapter 2), and because of the comparably strong ab-
sorption of x rays in the lens material. Focusing mirror optics, too, cannot be taken over with-
out significant modifications, because reflection of x rays on surfaces is efficient only in case of
external total reflection, and the critical angle for total reflection is very small (θc=
√
2δ<1◦).
Despite these difficulties, refractive lenses (compound parabolic refractive lenses and nanofo-
cusing lenses) and mirror optics (Kirkpatrick-Baez mirrors) [KB48, SU92, HIS+01, HRC+01]
have been built and successfully used, but their designs differ from those of visible light op-
tics. Other optics appropriate for hard x rays are available today, for example capillary
optics [BHT94, HTB94], bent crystals [LSH+98, SLH+98, HWF98, MUF+99], multilayers
[UBF86, Und86, UTWG88, SG95, SGB+99, MPPZ99], waveguides [SS74, FSF+95, LCC+97,
FSD+98, ZBP+00, JCD+01], Fresnel zone plates [LYL+92, DKM+95, YLC+99, SSA95,
SJT97, MBP97, AOH+00, TYK+02, KSA+02], multilevel zone plates [DRG+99], multilayer
laue lenses [LCQ+07, KYW+08], Bragg-Fresnel optics [ABK+89, CDL+95, HFS+97], and
photon sieves [KSJ+01].
In this chapter compound parabolic refractive x-ray lenses (CRLs) [LST+99] and nanofo-
cusing lenses (NFLs) [SKH+03, SKP+05b, BFP+09, Boy10] are introduced, since they have
applications in the hard x-ray scanning microscope. Moreover, I will present adiabatically
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focusing lenses (AFLs) [SL05], a new kind of focusing x-ray optics with a maximal numerical
aperture exceeding the value
√
2δ, which was believed to hold as a limit for all focusing
x-ray optics [BHT94, ZBP+00, BKv03, Suz04]. Even though not yet realized, our study
group is going to fabricate such AFLs and integrate them as focusing optics in the scanning
microscope at PETRA III beamline P06. After discussing the most important properties of
a micro-beam that is generated by refractive x-ray lenses the concept of a two-stage focusing
scheme is presented. Two-stage focusing is applied in the hard x-ray scanning microscope in
order to adjust the transverse coherence length of the incident x-ray beam to the size of the
effective aperture of the horizontal and vertical nanofocusing lens, and thereby increasing
the coherent photon flux in the focal spot.
4.1 Refractive X-Ray Lenses
The most common optics for visible light are refractive lenses made of transparent materials
like glass or plastics. In Wilhelm Conrad Ro¨ntgen’s original publication about his discovery
of x rays in 1895 [Ro¨n95, Ro¨n98] he already reports about his unsuccessful attempts to
focus x rays with refractive lenses made of different materials. In fact, he could not observe
refraction of x rays at all. This is because the real part n of the complex index of refraction
nˆ = n+ iβ = 1− δ+ iβ of any material does not differ very much from 1 in the x-ray regime.
The refractive index decrement δ is in the order of 10−5 to 10−7, while for visible light the
value of |δ| is significantly larger than 0 for most materials. Common crown glasses, for
example, have refractive indices around 1.5 - 1.6, and the denser flint glasses have values up
to 1.75. The refractive index of gemstones are as high as 2.4 (diamond) or even 2.6 (rutile).
As the focal distance of a spherical thin lens is proportional to δ−1, small values of the
refractive index decrement result in large focal distances and, therefore, the focal distance of
refractive lenses are many orders of magnitudes larger for hard x rays than for visible light,
if their geometric profile would be the same.
To illustrate the difference in refraction between x rays and visible light, let us consider
an ordinary spherical thin lens with a radius of curvature of 0.1 m. For visible light the
material maybe crown glass with an index of refraction of about 1.5. To make the lens focus
the light rather than defocusing it, the lens shape should be convex. Following the lens
maker’s equation for thin lenses [Hecht, §5.2.3], the focal distance of such a lens is given
by f = R/(2δ) = 0.1 m. In analogy, for hard x rays a lens must have a concave shape in
order to focus the beam, but apart from that, the refractive index decrement is 6 orders
of magnitudes smaller than for visible light. Therefore, the focal distance would be larger
in the same manner, i. e., while for visible light the focal distance is about 0.1 m, it would
be about 100 km for hard x rays. In view of such a weak refraction it is not surprising,
that refractive lenses were considered impossible for hard x rays. This conventional wisdom
lingered until the mid-1990s. With the availability of third generation synchrotron radiation
facilities, scientists began again to think about refractive x-ray lenses. In 1995, A. Snigirev et
al. proved experimentally that focusing hard x rays with refractive lenses is feasible, if lots of
single lenses are put in series, thus increasing the refractive power linearly with the number of




Figure 4.1: Compound parabolic refractive x-ray lenses (CRLs). (a) Drawing of a single lens. The concave
profile has the shape of a paraboloid of rotation and is pressed into both sides of a coin-like blank of beryllium,
aluminum, or nickel. (b) An array of single lenses stacked one behind the other forms a compound parabolic
refractive lens. (c) Photograph of a lens holder, which contains compound parabolic refractive lenses made
of beryllium.
single lenses, and if the radius of curvature is made sufficiently small [SKSL96]. Since then,
refractive x-ray lenses have been developed further. Today, refractive lenses belong to the
most important and successful x-ray optics for synchrotron applications, and they will also be
of importance for experiments at Free Electron Laser facilities (FEL). The following sections
deal with three different kinds of refractive x-ray lenses, all of them invented, developed, or
manufactured by our research group originating in Aachen and continued in Dresden, namely
compound parabolic refractive lenses (CRLs), nanofocusing lenses (NFLs), and adiabatically
focusing lenses (AFLs).
4.2 Compound Parabolic Refractive Lenses (CRLs)
Compound parabolic refractive lenses (CRLs) are a special kind of refractive x-ray lenses.
A CRL consists of a number of single lenses each of which has the shape of a paraboloid
of rotation (Figure 4.1). The shape of a single lens has to be concave rather than convex,
because in the x-ray regime the real part of the complex index of refraction is smaller than
1 as already seen in chapter 2.
Due to the very small refractive index decrement δ ≈ 10−6, refractive lenses for hard
x rays must have much stronger curvatures than lenses for visible light. Spherical lenses are
only useful if their aperture is small compared to the radius of the sphere, otherwise strong
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spherical aberration would deteriorate the optical properties of the lens. Hence spherical
lenses with strong curvatures come with small useful apertures, which make them unfeasible
in the field of x rays. In order to avoid spherical aberrations and still have relatively large
apertures, refractive lenses must have a parabolic profile.
Besides a very small refractive index decrement, attenuation is another critical issue
for refractive x-ray lenses. Attenuation directly leads to a loss of flux in the focus and
limits the effective aperture of the lens and, therefore, increases the Airy disk and thus
the lateral resolution of the lens. In order to have low absorption, the lens material must
consist of low atomic number elements like lithium, beryllium, boron, et cetera. Besides a
low absorption, the lens material must be resistant in the intense beam of a synchrotron
radiation facility, and it must have a low small angle x-ray scattering cross section. It turns
out that compound parabolic refractive lenses made of beryllium are most appropriate for
hard x rays with energies up to about 30 keV. For higher energies, Compton scattering
begins to dominate absorption in beryllium and, therefore, lenses made of materials with
a larger mass density like aluminum or nickel are the better choice, because of their larger
refractive index decrement.
In addition to rotationally symmetric parabolic refractive lenses there are also parabolic
refractive lenses with the shape of parabolic cylinders (cylindrically symmetric lenses), fo-
cusing the incident x-ray beam only in one direction. Cylindrically symmetric lenses are
used in experiments, which need an x-ray beam, which is large in one direction but small
in the other one, as for example in reflectometry. In the hard x-ray scanning microscope,
cylindrically symmetric parabolic refractive lenses are used as part of the prefocusing de-
vice. Prefocusing aims for adapting the lateral coherence length of the incident beam to the
effective aperture of the nanofocusing lens, this way exploiting the full available coherent
flux provided by the undulator source (treated in detail in the sections 4.12–4.14). Since the
horizontal and the vertical sizes of the undulator source are different, the same is true for
the horizontal and the vertical lateral coherence lengths in the plane of the lens aperture.
A combination of axially symmetric and cylindrically symmetric lenses makes it possible
to astigmatically prefocus the beam, and hence the horizontal and the vertical coherence
lengths can be adjusted independently from each other.
Both kinds of compound parabolic refractive lenses, the rotationally symmetric as well
as the cylindrically symmetric lenses, are manufactured by stamping the concave lens shape
into both sides of a coin-like blank of beryllium, aluminum, or nickel. In order to minimize
aberrations from the ideal lens shape, the heading tool has to be fabricated with sufficient
precision.1 But even an ideal heading tool does not guarantee an aberration free lens, since
the process of pressing is quite crucial, especially in the case of beryllium. As beryllium is
not very ductile but very brittle, flaws like cracks or warpage at the surface may appear. The
CRLs used in the hard x-ray scanning microscope have all been fabricated by Prof. Lengeler
at the RWTH Aachen.
1The maximal rms deviation from the ideal paraboloid of rotation must be less than 1µm on an aperture
of 1 mm.
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Figure 4.2: Schematic drawing of nanofocusing lenses (NFLs). (a) The concave parabolic lens profile is
etched into the surface of a wafer by means of micro-structuring techniques. (b) An array of many single
lenses makes up a whole NFL. Due to its cylindrically symmetric shape, a nanofocusing lens focuses only in
one direction, forming a line focus. (c) In order to get a point focus, two lenses must be aligned in crossed
geometry.
4.3 Nanofocusing Lenses (NFLs)
Compound parabolic refractive x-ray lenses are widely used in the synchrotron community
for magnified imaging, for collimation of diverging beams and for generating micro-beams,
but there are some restrictions with regard to the lateral resolution that can be achieved
with these optics. Lateral resolution can be improved with a shorter focal distance leading to
a larger demagnification of the source. As shown in section 4.5, the minimal focal distance of
a compound refractive lens is given by fmin=
√
Rl/(2δ) and can be decreased with stronger
curvatures and shorter single lenses. Unfortunately, the radius of curvature of compound
parabolic refractive lenses is limited to about 50µm, since the pressing technique of these
lenses does not allow stronger curvatures. One possibility to make lenses with stronger cur-
vatures is utilizing lithography techniques. Following this approach leads to micro-structured
nanofocusing x-ray lenses (NFLs) [SKH+03, SKP+05b, Kur05, BFP+09, Boy10] as shown
in Figure 4.2 and 4.3. Nanofocusing lenses were invented and first manufactured by our
research group at the University of Aachen, before moving to the University of Dresden
and were addressed in a PhD theses [Kur05]. At TU Dresden, the nanofocusing lenses were
developed further in the context of a PhD theses [Boy10], making use of the results that
were retrieved with the hard x-ray scanning microscope. Today, high quality aberration-free
nanofocusing refractive x-ray lenses made of silicon are available [BFP+09, Boy10].
An NFL is a series of many identical single lenses arranged in a straight line, etched into a
plane single crystal silicon wafer (Figure 4.2 and 4.3). The single lenses have a cylindrically
symmetric parabolic shape with geometric apertures between 20µm and 40µm and with
radii of curvatures in the range between 2µm and 15µm. Due to its cylindrical symmetry,
a nanofocusing lens focuses the incident x-ray beam in only one direction, leaving the beam
size unchanged in the orthogonal direction. There are experiments (such as reflectometry),
which make use of such line foci, but in most cases a focal spot that is small in the two
transverse directions is required. With NFLs a point focus can be achieved connecting
two NFLs in series, one NFL focusing in horizontal and the other NFL focusing in vertical
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Figure 4.3: Nanofocusing lenses made of silicon. (a) and (b) show SEM images of nanofocusing lenses. Each
nanofocusing lens is made of a chain of single lenses. The optical axis is given by the connecting line of the
apices of the parabola. (c) shows a photograph of a 4 inch wafer with microstructured nanofocusing lenses.
The lens structures are located within the array of blocks. The different lengths of the blocks are caused by
nanofocusing lenses composed of different numbers of single lenses.
direction (confer Figure 4.2). Of course, the focal distances of both NFLs must be different,
because they are displaced along the optical axis.
Although silicon is not the optimal lens material with respect to generating the smallest
and brightest focus, most nanofocusing lenses are made of silicon, because well-optimized
micro-structuring processes (e. g. Deep Reactive Ion Etching [LSFO99]) are available for
this material. Other materials like boron or diamond potentially allow smaller focus sizes
and higher flux, but their fabrication is not well established, yet. Much effort is invested
developing nano-fabrication techniques for those materials. Recently, we successfully tested
a nanofocusing x-ray lens made of diamond at the ESRF, giving rise to hope that high
quality diamond lenses will be available in the near future [Boy10].
With the currently available nanofocusing lenses made of silicon, spot sizes around 50 nm
vertically as well as horizontally have been generated with the hard x-ray scanning micro-
scope [SKP+05b]. When published in 2005, this focus size set a kind of unofficial world
record for hard x rays. But still, scientists would like to have even smaller x-ray spots in
order to obtain better spatial resolutions in their experiments. The theoretical limit for the
focus size of nanofocusing lenses is given by the Airy disk size dt due to diffraction at the
lens aperture. The numerical aperture of the available focusing x-ray optics is limited to the
critical angle θc =
√
2δ, and this limit is also valid for compound parabolic refractive lenses
and for nanofocusing lenses [BHT94, ZBP+00, BKv03, Suz04]. For this reason, the minimal
focus size achievable with conventional x-ray optics is given by





In the following section adiabatically focusing lenses (AFLs) are presented, which overcome
this limit.
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Figure 4.4: Schematic drawing of an adiabatically focusing x-ray lens. Similar with a nanofocusing lens the
AFL is a stack of many single parabolic lenses etched into the surface of a flat substrate. But the aperture of
the single lenses decreases along the optical path matching the diameter of the converging beam. (Published
in [SL05], copyright 2005 by the American Physical Society.)
4.4 Adiabatically Focusing Lenses (AFLs)
As has been mentioned in the previous section, the theoretical limit for the spatial resolution
of nanofocusing lenses is given by the limited numerical aperture NA ≤ θc=
√
2δ. One way
to enlarge the numerical aperture is to locally vary the radius of curvature along the optical
axis in such a way, that the aperture of the single lenses gradually match the size of the
converging beam. By this means the power of refraction is increased without compromising
the effective aperture of the lens and thus the numerical aperture increases with the shorter
focal distance. Because of the gradually adapted aperture and curvature of the single lenses,
respectively, this kind of compound refractive x-ray lens is called adiabatically focusing lens
(AFL). Figure 4.4 shows the schematic drawing of such an adiabatically focusing lens. Like
an NFL the AFL is composed of many single parabolic lenses stacked behind each other.
But while the NFL consists of a stack of identical single lenses, the shape of the single lenses
inside an AFL changes as a function of position along the beam path. The single lens at the
entry of the AFL has got the largest aperture and the largest radius of curvature. As the
beam converges passing one lens after the other, the aperture of the single lenses and their
radius of curvature decrease in the same manner as the diameter of the converging beam
gets smaller. The refractive power per unit length growths and ends up in a theoretical
singularity. The atomic structure of matter finally restricts the size of the smallest possible
single lens, thereby limiting the refractive power per unit length. In [SL05] it is shown
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Figure 4.5: Principal and focal plane of a focusing optic. Parallel incident x rays are deviated from their
straight path by the optical system. Behind the optic, the leaving rays intersect in a common point within
the focal plane. The straight extensions of the incident and the leaving rays (red dotted lines) intersect
within the principal plane. The actual paths are indicated by the blue curves.
that the numerical aperture of an AFL can be made larger than
√
2δ and that hard x rays
can be focused down to about 2 nm using adiabatically focusing lenses made of diamond.
The single lenses of an AFL must become very tiny in order to achieve such a small focus,
and, therefore, AFLs have not been fabricated until today. There are plans to manufacture
this kind of optics in the near future and to implement them in the hard x-ray scanning
microscope.
4.5 Focal Distance
In an ideal focusing optical system, incident rays that are parallel to each other are deviated
by the optical system, such that they have a common intersection point behind the optic.
The distance of the intersection point from the optical axis depends on the angle θ of the
incident rays with respect to the optical axis. The set of intersecting points defines the focal
plane F , which is perpendicular to the optical axis. The intersecting points of the extensions
of the incident rays and of the deviated rays define the principal plane H, which is at right
angle to the optical axis and, therefore, parallel to the focal plane. The distance between the
principal plane and the focal plane is called focal distance. The focal distance is an important
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Figure 4.6: Path of a single ray as it passes through a compound parabolic refractive x-ray lens. At each
single lens the slope of the ray is changed by ∆m(z) = −rˆ(z)/fs. The curvature of the approximated smooth
path is given by ∆m/∆z with a constant ∆z = l,
figure of merit of a lens, since it determines the position and the geometric magnification of
an object when imaged by the lens. Beyond that, together with the effective aperture, the
focal distance defines the numerical aperture, and thereby the maximal achievable spatial
resolution. In the following paragraphs, the focal distance of a compound parabolic refractive
x-ray lens (CRL or NFL) is derived.
Single thin lens
A focusing lens is called a thin lens, if its length l along the optical axis is short compared
with its focal distance f . Since refraction is very weak for hard x rays, each single lens of
a compound parabolic refractive x-ray lens or of a nanofocusing x-ray lens as used in the
hard x-ray scanning microscope is thin in this sense. For a single thin lens with radius of






The factor 2 in the denominator is due to the two refractive surfaces at both sides of the
lens, each contributing to the refractive power of the single lens.
Compound lens
A compound lens consists of a number of single thin lenses. As long as the length L of the
compound lens is small enough compared with the focal distance (L  f), the refractive
power of the compound lens can be approximated by the sum of the refractive power values
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CRLs and NFLs are composed of N identical single lenses with length l and focal distance
fs. If the CRL or NFL is short enough (L = Nl  f), the focal distance of such a CRL or






















The thin lens approximation makes use of the simplifying assumption that — due to the
shortness of the lens — the deviation of the rays inside the lens is negligible. But CRLs
and NFLs are mostly applied to situations, which require short focal distances, and then the
number N of individual single lenses is large, hence the thin lens approximation becomes too
vague. For this reason, we derive an expression that allows to calculate the focal distance of
a long compound parabolic refractive x-ray lens (CRL or NFL).
Consider the path rˆ(z) of a single ray, as it passes through a compound parabolic refrac-
tive x-ray lens. The situation is illustrated in Figure 4.6. With rˆ(z) we denote the distance
of the ray from the optical axis at a position z behind the entrance aperture of the compound
lens. The incident ray is a straight line with slope m0 = 0. When it passes the first single





The negative sign indicates, that the ray is deviated towards the direction of the optical axis.
The deviated ray propagates to the next single lens, is bent by that lens, and so on. This
procedure can be described with the transfer matrix formalism and leads to the calculation
of the Nth power of a 2 × 2 matrix. The lengthly calculus has been carried out in [PV98]
and involves Tchebishev polynomials of the second kind. A more intuitive and easy way to
treat the compound lens can be applied, if the distance l between two single lenses is small
compared with the length L of the compound lens, i. e., if N is large enough. In that case,
the path rˆ(z) of straight lines within the compound lens can be approximated by a two times
differentiable function r(z), the curvature C of which is given by the slope change ∆m(z) of
the straight lines, induced by the refractive power of each of the single lenses. The bending
is done within the distance ∆z(z) = l between two single lenses and, therefore, the curvature












which we identify with the second order derivative of the curve in demand
d2
dz2
r(z) = C(z) =
−r(z)
fsl
, 0 ≤ z ≤ L.











r(z) = −ω2 r(z). (4.5)
With the boundary conditions r(0) = r0 and r
′(0) = 0 (parallel incident beam with distance
r0 away from the optical axis), the solution within the lens is a cosine with frequency ω, and
the complete path of the ray is given as
r(z) = r0 ·

1 : z ≤ 0
cos(ωz) : 0 ≤ z ≤ L
b+mz : L ≤ z
(4.6)
with
b = cos(ωL) + ωL sin(ωL),
m = −ω sin(ωL).
The product ωL characterizes the compound refractive lens and is called lens parameter . The
positions zH and zF of the principal and the focal planes H and F are given by b+mzH = 1

















The displacement H of the principal plane is defined as the shift of H with respect to the










The working distance WD is the distance of the focal plane from the output aperture of the
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Equation (4.6) indicates that the converging rays intersect the optical axis within the com-































Expression (4.13) demonstrates the necessity to decrease the product Rl in order to get a
short focal distance and hence a small focal spot. This concept is followed when introducing
nanofocusing lenses with strong curvatures.
4.6 Transverse Focus Size
In the hard x-ray scanning microscope, nanofocusing lenses generate a demagnified image of
the x-ray source, in this way creating a small focal spot. There are three major contribu-
tions, which determine the lateral focus size, namely the geometric image of the source, the
diffraction pattern due to the finite lens aperture, and aberrations.
Neglecting diffraction and aberrations, the geometric image size bg of an extended source
with full width at half maximum size S imaged by a lens with focal distance f placed a






L1 − f S. (4.14)
The image distance L2 is defined by 1/f = 1/L1 + 1/L2. A small geometric image requires
a small source and a large demagnification, i. e., a long distance from the source and a short
focal distance.
The finite effective aperture Deff of the focusing lens gives rise to diffraction. The image
of an ideal point source generated by an aberration-free lens would be a diffraction pattern








The constant ζ is of order 1, and its exact value depends on the transmission function of
the lens. The effective aperture of a refractive lens with short focal distance is dominated
by attenuation and, therefore, its diffraction pattern is a Gaussian Airy disk with ζ =
2
√
2 ln 2/pi ≈ 0.75. The diffraction limit dt defines the resolution of the focusing lens and
can be reduced by means of a large numerical aperture NA.
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The nanofocusing lens may have some aberrations from the ideal shape, and there might
occur chromatic aberration. Neglecting diffraction, but still considering aberrations, a point
source is imaged into an aberration pattern with a lateral full width at half maximum size
da.
The overall intensity distribution in the focal plane is the geometric image of the source
convolved with the diffraction pattern and the aberration pattern. The undulator source of a
third generation synchrotron radiation facility can be approximated with a Gaussian intensity
distribution, and the diffraction pattern of a nanofocusing lens is a Gaussian Airy disk with
size dt.
2 If the aberration pattern is caused by a number of stochastically independent
contributions, the aberration pattern shows a Gaussian intensity distribution. In the end,
we have a convolution of three Gauss functions, the result of which is again a Gauss. The
width of the resulting Gauss function is given by the quadratic sum of the widths of the














This expression refers to the width of the intensity distribution in the focal plane. In the
next section the transverse coherence properties of the focus are discussed, and for this, one
needs the width of the amplitude field rather than the width of the intensity distribution.
Since the intensity is proportional to the square of the field amplitude, the transverse width






The ratio of the Airy disk size and the geometric image size is an important quantity to





With this definition equations (4.16) and (4.17) become
Bt = bg
√
1 + Γ2 = dt
√
1 + Γ−2 (4.19)
Bamp = bg
√
2 + 2Γ2 = dt
√
2 + 2Γ−2 (4.20)
A focal spot with Γ ≥ 1 is called diffraction limited. In section 4.12 it is shown, that the
lateral coherence length of a diffraction limited focus always exceeds the lateral beam size.
2This is valid, if the effective aperture of the lens is dominated by attenuation rather than by the geometric
lens aperture.
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4.7 Beam Caustic
The x-ray intensity distribution around the focal spot is called caustic and is of great impor-
tance for hard x-ray scanning microscopy, because it defines the illuminated volume of the
specimen. The lateral focus size, as treated in the previous section, is only one but essential
parameter of the x-ray beam. While the x rays propagate from the lens to the image plane,
the lateral size of the intensity distribution decreases continuously, i. e., the beam converges
on its way from the lens to the image plane. Beyond the image plane, the diverging beam
widens again. The caustic has been calculated for compound parabolic refractive x-ray lenses
[LST+99]. The result is a Gauss function








and the horizontal and vertical full width at half maximum sizes read
Bt(z) = 2
√
















L1 and L2 denote the source-to-lens and the lens-to-image-plane distances, and bg and dt
are the geometric image size and the diffraction limit, respectively. z measures the position
along the optical axis with the image plane as the origin. As expected, Bt(0) recovers Bt
from equation (4.16), which describes the situation in the image plane. The caustic is mirror
symmetric with respect to the plane z = z0 with
z0 =
−B2t




It is interesting to note, that the caustic has its minimum at z = z0, which is not within the
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In most practical situations, the effective aperture of the lens is much larger than Bt and,
therefore, with very good approximation, the caustic is described by
Bt(z) =
√








which is mirror symmetric with respect to the plane z = 0.
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4.8 Depth of Focus
Along both sides of the image plane, the transverse size of the x-ray beam widens continu-
ously. The area around the focus within which the beam size does not increase significantly
defines the longitudinal focus size Bl, which is called depth of focus
Bt(0−Bl/2) = Bt(0 +Bl/2) =
√
2Bt(0). (4.24)
Various experimental methods have certain requirements on the depth of focus. In scanning
fluorescence microscopy, for example, the depth of focus determines the maximal sample
thickness that can be scanned with the microbeam, and in fluorescence micro-tomography,
the investigated sample must be smaller than the depth of focus. In this section the lon-
gitudinal focus size of compound parabolic refractive x-ray lenses is discussed. We insert















where NA = 0.5Deff /L2 denotes the numerical aperture and Γ is the ratio of the geometrical
image size and the diffraction limit as given in equation (4.18). For refractive x-rays lenses
the numerical aperture is of order 10−3 – 10−4 and, therefore, the depth of focus is a factor
103 – 104 larger than the lateral focus size. In the hard x-ray scanning microscope, the lateral
focus size is typically in the range 50 nm – 100 nm, whereas the longitudinal focus size is in
the range 50µm – 100µm.
4.9 Beam Divergence
In addition to the minimal transverse size of the beam and its depth of focus, the behavior of
the beam far away from the image plane is of special importance. In scattering experiments,
for instance, the divergence of the primary (unscattered) beam defines the minimal observ-
able scattering angle. Especially in small angle x-ray scattering, a small diverging angle
of the primary beam is required. The divergence of the beam, generated by a compound
parabolic refractive lens or a nanofocusing lens can be obtained by evaluation of equation

















B2t + 0.5 ln 2D
2
eff = θd z.
Obviously, far away from the image plane the caustic becomes a cone with a diverging angle
θd =
√






The hard x-ray scanning microscope generates focal spots that are small compared to the
lens aperture (Bt  Deff ), and for this reason, the diverging angle is dominated by the







2 ln 2NA ≈ NA. (4.26)
The nanofocusing lenses that are installed in the hard x-ray scanning microscope achieve
numerical apertures of order 10−4, generating microbeams with a divergence angle in the
range of several hundreds of microradians.
4.10 Chromaticity
The refractive index decrement δ and hence the refractive power of CRLs and NFLs depends
on the photon energy. A small deviation ∆E of the energy changes the position zF of the
focal plane by a small value ∆zF . At the same time, the principal plane is also displaced by
a finite amount ∆zH , and thus the change of the focal distance is different from the change
of the focus position. In this paragraph we calculate ∆zF , ∆f , and ∆zH in dependence of





























































In general, refractive x-ray lenses are applied at photon energies far away from any absorption
edges of the refracting lens material, and for this reason, to a good approximation, we can
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or
∆zF = αF f
∆E
E




and 2 ≥ αF ≥ 1
2
pi.
The same calculation can be applied to f and zH with the result
∆zF = αF f ∆E/E, (4.28)
∆f = αf f ∆E/E, (4.29)
∆zH = αH f ∆E/E (4.30)





αf = 1 + ωL cotωL, (4.32)
αH = αF − αf . (4.33)
Figure 4.7 illustrates the chromaticity parameters αF,f,H as functions of the lens parameter
ωL. For a large number of single lenses (large lens parameter), the shift of the focal plane
is significantly larger than the change of the focal distance. If the effect of chromaticity on
the resulting focus size has to be calculated, the relevant quantity is the shift of focal plane,
rather than the change of the focal distance.
4.11 Transmission and Cross Section
Different from visible light optics, attenuation is significant for refractive x-ray lenses and
has to be considered, especially for lenses with short focal distances. The transmission Tp of
a lens describes the fraction of incident photons, which pass through the lens and contribute
to the image formed by the lens, if the lens is illuminated homogeneously by an x-ray beam.
For compound parabolic refractive x-ray lenses, the transmission depends on the geometry
of the single lenses (geometric half aperture R0, radius of curvature R), the number N of
single lenses, the gap d between the single lenses, the attenuation coefficient µ, the refractive
decrement δ, the surface roughness σ (given as rms value), and on the wave number k of the
x rays, and is described by









The first term µNR20/(2R) describes attenuation in the material, and the second term
Nδ2k2σ2R20/R
2 accounts for surface roughness. In contrast to mirror optics, the influence
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Figure 4.7: Chromaticity parameter as a function of the lens parameter for a compound parabolic refractive
x-ray lens (CRL or NFL).
of surface roughness is much less significant for refractive lenses, because the momentum
transfer is much lower for refraction than for reflection. In case of compound parabolic re-
fractive x-ray lenses and also for nanofocusing x-rays lenses, transmission is dominated by
attenuation within the lens, and surface roughness can be neglected.
For refractive lenses with short focal distances, ap becomes large, and the term exp(−2ap)





It is convenient to define the cross section σp of a lens as the quantity, which relates the
homogeneous flux density I of an incident x-ray beam with the transmitted photon flux F
behind the lens
F = σp I. (4.36)
For a lens with transmission Tp and with an aperture area A, the cross section can be
evaluated as
σp = TpA. (4.37)
4.12 Transverse Coherence
Experiments like coherent x-ray diffraction imaging or ptychography need coherent illumi-
nation. In this section, the transverse coherence length in the focal plane is related to the
transverse coherence length in the aperture plane of the nanofocusing lens. For this, the
mutual intensity function and the degree of spatial coherence are defined and propagated
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through the microscope, starting at the source and ending in the focal plane. The results
from this section are required to explain the basic concepts of the two-stage focusing scheme
employed in the hard x-ray scanning microscope.
4.12.1 Mutual Intensity Function
Coherence is a measure of how much the field amplitudes V (r1, t) and V (r2, t + τ) at two
positions r1 and r2 are correlated, and hence a measure of the visibility of interference or
speckle patterns. If the connecting line ∆r = r2 − r1 of the two positions is orthogonal
to the direction of propagation, and if τ = 0, one speaks of transverse coherence. For a
quantitative treatment the complex mutual intensity function
J(r1, r2) = 〈V (r1, t)V ∗(r2, t)〉t (4.38)





are defined, wherein < · · · >t denotes the detector time average.
4.12.2 Free Propagation of Mutual Intensity
In chapter 2.1.4 the Fresnel-Kirchhoff propagation of a complex amplitude field that describes
a stationary x-ray beam is derived. In analogy to that, the propagation of the mutual
intensity function can be treated, applying the Fresnel-Kirchhoff diffraction formula. If the




2) is known within a plane S0 transverse to the
beam direction, the mutual intensity function JL(r1, r2) in a plane SL at a distance L behind
the first plane can be calculated via [BW99]


















2)KL(x1 − x′1, y1 − y′1)
·K∗L(x2 − x′2, y2 − y′2). (4.40)
KL is the propagator kernel as defined by (2.31) and the asterisk denotes the complex
conjugate. Expression (4.40) is known as van Cittert-Zernike theorem. In the literature, it
is often applied in a specialized manner, assuming that the originating plane S0 contains the
chaotic (uncorrelated) source and that the second plane is far away from the source in the
Fraunhofer regime. Then, expression (4.40) simplifies to a Fourier transform of the intensity
distribution in the source plane. In contrast to that, the general form (4.40) describes the
propagation of any mutual intensity function, i. e., J0 might refer to a partially or fully
coherent field. This is useful, for example, to calculate the spatial coherence in the focal
plane of a focusing lens, for which the (partially coherent) mutual intensity function has to
be propagated from behind the lens into the focal plane.
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We are going to use the van Cittert-Zernike theorem to calculate the degree of spatial
coherence at a certain distance behind a chaotic Gaussian source. The mutual intensity
function of a chaotic Gaussian source with rms size σS,x × σS,y is described by















δ(x1 − x2)δ(y1 − y2). (4.41)
If one inserts (4.41) into (4.40), the mutual intensity function, and — considering (4.39) —
the degree of spatial coherence function at distance L behind the source can be calculated,
with the result
























with S{h,v} denoting the full width at half maximum source size along the horizontal and the
vertical axes.
4.12.3 Mutual Intensity In The Focal Plane
In the last section, the mutual intensity function was propagated from a chaotic Gaussian
source into a distant plane with the resulting transverse coherence length given with equation
(4.44). In order to retrieve the transverse coherence in the focal plane, the mutual intensity
function has to be propagated from the source to the nanofocusing lens, then it has to be
transmitted through the nanofocusing lens and, finally, it must be propagated from behind
the lens into the focal plane. Transmission is treated in section 2.2.1. According (2.34), the
complex wavefield behind an object is described by the multiplication of the wavefield before
the object with the object’s complex transmission function (2.35). In analogy to that, the
mutual intensity function is propagated through an object in the following way
J0(x1, y1, x2, y2) = J0(x1, y1, x2, y2)T (x1, y1)T
∗(x2, y2) (4.45)
Starting with a chaotic Gaussian source, the mutual intensity function JL in the lens aperture
plane is given by (4.40). Transmitting JL through the lens and then propagating to the focal
plane [distance b = Lf/(L−f)] yields the mutual intensity function in the focus


























·Kb(x1 − x′1, y1 − y′1)K∗b (x2 − x′2, y2 − y′2). (4.46)
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Evaluating the integral, the mutual intensity function in the focal plane becomes



























with σBampl and σlt describing the rms beam size and the rms transverse coherence length in
the focal plane, respectively. The beam size turns out to be consistent with equation (4.17)
from section 4.6. From the mutual intensity function, the degree of spatial coherence can be
computed












Finally, the full width at half maximum lateral coherence length in the focal plane becomes
lt,f = 2
√








1 + Γ2, (4.49)
with bg and dt denoting the geometric image size and the Airy disk size as introduced by
(4.14) and (4.15) in section 4.6.
4.12.4 Diffraction Limited Focus
Many experiments need coherent illumination, i. e., they require a transverse coherence











This expression relates the transverse coherence length in the focal plane with the ratio of
the Airy disk size and the geometric image size, and shows, that the transverse coherence
length of a diffraction limited focus is always larger than the lateral focus size.
Due to equation (4.44) the lateral coherence length lt,i of the incident x-rays in the
aperture plane of the nanofocusing lens is determined by the source size, the wavelength and





with a constant factor χ in the order of 1. Its exact value depends on the intensity distribution
of the source, and turn out to be 4 ln 2/pi, if the source is chaotic and has a Gaussian intensity
distribution. Now we are going to connect the transverse coherence length lt,i of the incident
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Inserting this equation into (4.50) connects the lateral coherence length in the focal plane


















As an important result of this section it can be summarized, that a diffraction limited
focus guaranties a transverse coherence length in the focal spot, which is larger than the focus
size, and that a diffraction limited focus is achieved with a lateral coherence length in the
lens aperture plane, which is as large as the effective lens aperture or larger. The reversion
is also valid. As long as the lateral coherence length in the lens aperture plane is smaller
than the effective lens aperture, the focus is not diffraction limited, and thus the lateral
coherence length in the focal spot is smaller than the spot size (width of the field amplitude
distribution in the focal plane). A consequence of this is that the available coherent photon
flux in a beam cannot be increased by a focusing lens.
4.13 Coherent Flux
Aside from the focus size, the photon flux is also a very important property of a focal spot.
The flux F in a beam is defined as the number of photons nph passing a given cross section





In contrast to the flux density I = FA/A, the photon flux can be increased by a larger
cross section area.3 A larger sample, for example, is exposed by larger photon flux. But
there are experimental techniques, which require the specimen to be coherently illuminated,
such as coherent x-ray diffraction imaging or x-ray ptychography. For those methods, the
lateral dimensions of the cross section area of the illuminated specimen must not exceed the
lateral coherence length lt of the beam and, therefore, the available flux is limited by the
transverse coherence length. For this purpose one defines the coherent flux Fc as the photon
flux collected by a cross section with lateral dimensions smaller than the lateral coherence
length.
Let us calculate the largest possible coherent flux, which can be collected by an aperture
located at a distance z behind the x-ray source with brilliance B. The horizontal and vertical
rms source size shall be σh and σv, respectively. The aperture has lateral dimensions Dh and
Dv and spans a solid angle of Dh/z Dv/z. If ∆E/E denotes the energy bandwidth of the
3As long as the cross section does not exceed the lateral beam dimensions.
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quasi monochromatic source, the coherent photon flux is calculated as



























To gain the coherent flux, the lateral dimensions of the aperture must not exceed the lateral












Obviously, the maximal available coherent flux of a free propagated beam does not depend on
the distance z from the source. Increasing the distance, increases the lateral coherence length
and thus the maximal admissible cross section, but the lateral coherence length increases
proportional with the distance and, therefore, the solid angle, spanned by that cross section,
remains constant. The question may arise, whether it is possible to increase the coherent flux
by means of focusing x-ray optics. Perhaps, the aperture of the focusing lens can be made
larger than the lateral coherence length in the aperture plane collecting a larger photon flux,
while — by means of focusing — the lateral coherence length in the focal plane becomes
larger than the focus. Again, we refer to equation (4.54), but now, the quantities Dh and
Dv denote the lens apertures and, therefore, equation (4.52) can be applied:
































Obviously, the coherent flux cannot be increased by means of a focusing lens. This is no
surprise, since we already know from equation (4.53) that the coherent flux must be gathered
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by a lens aperture, which is not larger than the lateral coherence length in the aperture plane.
On the other hand, if the aperture equals the lateral coherence length (aperture matching),
the focus is diffraction limited and thus highly coherent. Therefore, in the best case, the
coherent portion of the photon beam is conserved, but never increased by a focusing optic.
In a more general sense, the maximal available coherent flux is an invariant quantity with
respect to beam propagation through any optical system [Kim87] and is therefore a property
of the source. It depends on the brilliance of the source, the photon energy and the energy
bandwidth.
A large energy band leads to a large maximal available coherent flux, but the energy
band is restricted for some reasons. Most experiments that require lateral coherence also
need longitudinal coherence. The longitudinal coherence length ll depends on the wavelength












The required longitudinal coherence length ll,req determines the admissible energy bandwidth,


























So, a large required longitudinal coherence length reduces the available coherent flux due to
a narrow energy bandwidth.
But the energy bandwidth is not only limited by the longitudinal coherence length re-
quired by the experiment. In order to prevent chromatic aberrations of the focusing lens,
the energy bandwidth must not be too large. Chromatic aberrations become relevant, if the
corresponding aberration pattern becomes comparable with the geometric image size or with
the diffraction limit. As we consider diffraction limited foci, the aberration pattern must be
smaller than the Airy disk. The focus position of a refractive lens depends on the photon
energy. A deviation of the energy shifts the focal plane along the optical axis. A shift of the
focal plane becomes relevant, if it becomes as large as half the depth of focus. In section
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Figure 4.8: Illustration of the path difference in a focusing lens. A large numerical aperture comes with
a large path difference increasing the required longitudinal coherence length and, therefore, the tolerable
energy bandwidth becomes smaller.
Making use of equation (4.28) from section 4.10, the shift of the focal plane is given as
∆zF = αF f
∆E
E
with αF in the range between pi/2 and 2, depending on the parameters of the CRL or the
NFL, respectively. We need the shift ∆zF of the focal plane along the optical axis to be










Apart from a constant factor of order 1, this result can also be obtained by the argument,
that in case of generating a diffraction limited focus, the longitudinal coherence length ll
must not exceed the maximal path length difference ∆s in the optical system. The maximal
path length difference of a focusing lens is the difference of the paths s0 = L2 along the
optical axis and the path s1 = L2/ cos θ from the outermost lateral position of the effective
lens aperture (see Figure 4.8). In the paraxial approximation, and for large demagnification
(L2 ≈ f) the path length difference is
∆s = s1 − s0 = L2
cos θ
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which is but a constant factor similar with (4.57).
























When analysing this expression one has to keep in mind, that the effective aperture is
constrained by the lateral coherence length lt,i of the incident beam and, therefore, the focal
distance is the only parameter, which is free to change the admissible energy bandwidth and
hence the coherent flux in the focus. To increase the coherent flux, the focal distance has
to be made larger (keeping the effective aperture constant). Since a short focal distance is
required for a large demagnification of the source, the flux is effectively limited by the required
focus size, due to chromatic aberration of the lens. Considering realistic parameters for the
nanofocusing lenses used in the hard x-ray scanning microscope (λ ≈ 1 A˚, Deff ≈ 20µm,
f ≈ 10 mm), the required energy bandwidth is in the range of 10−3 - 10−2. Nearly all
experiments with the hard x-ray scanning microscope make use of a liquid nitrogen cooled
Si-111 double crystal monochromator with an energy band of about 10−4, and for this reason,
the nanofocusing lenses do not limit the coherent flux by chromatic aberration.
4.14 Two-Stage Focusing
At the ESRF beamine ID 13 the nanofocusing lenses of the hard x-ray scanning microscope
are located in a distance of 47 m (experimental hutch EH2) or in a distance of 98 m (EH3)
behind the undulator source. The effective full width at half maximum source size is Sh =
150µm in horizontal and Sv = 50µm in vertical direction. If the microscope is installed in
EH3 and operated at a photon energy of E= 15.25 keV (λ= 0.813 A˚), the lateral coherence
length in the incident aperture plane of the nanofocusing lens is lt,h = 53µm in horizontal
and lt,v=160µm in vertical direction (confer equation (4.51)). The effective aperture Deff of
the NFLs is in the range between 10µm and 20µm, depending on the curvature R and the
number N of single lenses which make up the lens. In the extreme case of Deff =10µm of the
vertical lens, the vertical lateral coherence length exceeds the effective aperture by a factor
of 16, i. e., the focal spot is highly diffraction limited and there is much potential to increase
the coherent flux in the focus by either enlarging the effective aperture or by reducing the
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Figure 4.9: Two-stage focusing scheme. The lateral coherence length lt is adapted to the effective aperture
of the nanofocusing length, thereby increasing the coherent flux in the focal spot. (a) With a short focal
distance of the prefocusing lens the intermediate secondary source is located between the prefocusing and
the nanofocusing lens. (b) If the focal distance of the prefocusing lens is large, a virtual secondary source
behind the nanofocusing lens is generated.
lateral coherence length. On the other hand, if the microscope is operated in EH2, the lateral
coherence length in the input aperture of the nanofocusing lens is lt,h=15µm in horizontal
and lt,v = 45µm in vertical direction. Hence, at least in horizontal direction, the lateral
coherence length might not be large enough in order to ensure sufficient lateral coherence
for coherent diffraction experiments like CXDI or pthychography.
In order to be able to selectively adjust the lateral coherence length and thus to specifically
achieve a diffraction limited focus making use of the full available coherent flux, a two-stage
focusing scheme, employing compound parabolic refractive x-ray lenses as a prefocusing
device is applied in the hard x-ray scanning microscope and is illustrated in Figure 4.9. The
principle concept of the two-stage focusing scheme is explained in the following paragraphs.
4.14.1 The Prefocusing Parameter η
The prefocusing lens is installed at a fixed position between the undulator source and the
nanofocusing lens and generates a secondary source, from which the nanofocusing lens in-
duces a demagnified image. As the case may be, the secondary source could be either a
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Figure 4.10: Imaging geometry for two-stage focusing. The prefocusing lens generates an image S′ of the
primary (undulator) source S. The nanofocusing lens creates the focal spot by generating an image of
the secondary source. In the drawing, the secondary source is depicted between the prefocusing and the
nanofocusing lens. The case of a virtual secondary source (behind the NFL) can be treated analog to the
one with a real secondary source.
real source or a virtual source. The two situations are illustrated in Figure 4.9. Depending
on the size of the secondary source and on its distance from the nanofocusing lens, a cer-
tain lateral coherence length l′t will arise in the plane of the lens aperture, which might be
smaller or larger than the coherence length lt without the prefocusing lens. We now define






In section 4.6 the focus parameter Γ was introduced, and in section 4.12 it was shown, that
in a diffraction limited focus with Γ ≥ 1 the lateral coherence length exceeds the lateral focus
dimensions. From equation (4.52) we know that diffraction limited focusing is achieved, as
soon as the lateral coherence length lt in the aperture plane of the nanofocusing lens becomes
larger than lt,c :=
√
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As long as the prefocusing parameter is larger than ηc, the focal spot will be diffraction
limited, and vise versa. In most cases, the required prefocusing parameter will be close to
the critical parameter ηc, because this maximizes the coherent flux in the focus, as will be
shown in the next section. Before doing so, we will calculate the prefocusing parameter η,
which is obtained by a certain focal distance f1 of the prefocusing lens.
4.14.2 Required Refractive Power
Without prefocusing, the lateral coherence length in the aperture plane of the nanofocusing







in which λ, L, and S denote the wavelength of the x rays, the distance of the NFL from
the source, and the source size, respectively. If the prefocusing lens is inserted between the
undulator source and the nanofocusing lens, the situation is described by Figure 4.10. A
















The intensity distribution of the secondary source is the convolution of the intensity distribu-
tion of the geometric image of the primary source (undulator) with the intensity distribution
of the Airy disk due to diffraction in the aperture of the prefocusing CRL. With the approx-







If we consider the extreme case of x rays with a photon energy of 10 keV and a compound
parabolic refractive lens, which consists of 100 single beryllium lenses with a radius of curva-
ture of 200µm, the effective aperture of the CRL would be about 400µm. The prefocusing
lens is typically installed at a distance of several tens of meters behind the source (41 m
at the ESRF beamline ID 13), and the source size is about 50µm. This yields a lateral
coherence length of about 50µm in the plane of the entry aperture of the prefocusing CRL.
Therefore, the diffraction limit dt in the secondary source is about one order of magnitude
smaller than the geometric image size bg. In a realistic situation the energy would not be
lower than 15 keV, and the number of single beryllium lenses in the prefocusing CRL would
be well below 100, yielding an even larger effective aperture (and a smaller lateral coherence
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length). For this reason, to very good approximation, the Airy disk size can be neglected,
and the size of the secondary source becomes





g1 − f1 , (4.66)
wherein b1 = f1/(g1− f1) indicates the distance of the secondary source from the CRL. The
distance g2 of the secondary source from the nanofocusing lens is
g2 = L− g1 − b1 = L− g1 − g1f1
g1 − f1 . (4.67)












The relation between the prefocusing parameter and the focal distance of the prefocusing lens
is illustrated in Figure 4.11. The solid red curve shows the absolute value of η as a function
of refractive power 1/f1, whereas the dotted curve represents the region with negative η.
Within the shaded region, the absolute value of η becomes smaller than the critical value ηc,
indicating that a diffraction limited focus is only achieved outside that region. We distinguish
three situations A, B, and C, depending on the location of the secondary source with respect
to the prefocusing and the nanofocusing lenses. Following the course of the curves in Figure
4.11 from the right to the left (from large refractive power towards weak refractive power),
situations A, B, and C occur in this order.
Situation A: secondary source between CRL and NFL
If the refractive power of the prefocusing lens is strong enough (f1 ≤ g1 − g21/L), the sec-
ondary source is located between the prefocusing and the nanofocusing lens, as is illustrated
in Figure 4.9(a). The secondary source is mirrored with respect to the optical axis, and the
prefocusing parameter is positive. With a short focal distance of the prefocusing lens, arbi-
trarily large η values can be achieved, yielding an arbitrarily large lateral coherence length
in the lens aperture. With decreasing refractive power, η becomes smaller, and there is a
certain focal distance, for which η = 1, i. e., the prefocusing lens does not change the lateral
coherence length as compared with the situation without prefocusing. If the refractive power
is decreased further, the secondary source gets closer to the nanofocusing lens, and the lat-
eral coherence length approaches zero as soon as the secondary source crosses the aperture
plane of the NFL.4 This is the boundary to situation B.
4Of course, the lateral coherence length will never become smaller than the Airy disk of the prefocusing
lens.
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Figure 4.11: Prefocus parameter η (red curve) and secondary source distance g2 (blue curve) as a function of
refractive power. Within the shaded region, the absolute value of η becomes smaller than the critical value
ηc, indicating that a diffraction limited focus is only achieved outside that region.
Situation B: secondary source behind NFL
If the refractive power of the prefocusing lens becomes weaker (g1−g21/L ≤ f1 ≤ g1), the
secondary source goes across the nanofocusing lens aperture and is then located behind
the NFL. This situation is depicted in Figure 4.9(b). The absolute value of the negative
prefocusing parameter becomes larger with decreasing refractive power. With increasing
focal distance, the distance of the secondary source from the nanofocusing lens gets larger
and larger. For f1 → g1, the secondary source diverges to infinity, while the absolute value of
the prefocusing parameter converges against g1/L. It is interesting to note, that, even though
g2 diverges to infinity, the function η(1/f) is still continuously differentiable in f1 = g1, since
the size S ′ of the secondary source diverges to infinity in the same manner as g2. The case
f1 = g1 is especially interesting, because it directly transfers the lateral coherence length in
the aperture plane of the prefocusing lens into the aperture plane of the nanofocusing lens,
virtually shortening the source-to-lens distance by the gap L−g1 between the prefocusing
and the nanofocusing lens.
Situation C: secondary source before primary source
If the refractive power of the prefocusing lens decreases further (g1 ≤ f1), the secondary
source appears before the primary source, coming from infinity and converging to the location
of the undulator source. While f1 gets larger (1/f1 → 0), the absolute value of η converges
against 1, which conforms the case without the prefocusing lens.
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4.14.3 Flux Considerations
In the previous section the prefocusing parameter was introduced and a relation with the
focal distance was established. Knowing the initial (lt,init) and the required (lt,req) lateral
coherence length in the aperture plane of the nanofocusing lens, the required prefocusing






into equation (4.69). The intention, why one would like to adapt the lateral coherence length
in the aperture plane of the nanofocusing lens to its effective aperture, is to maximize the
coherent photon flux in the focal spot, i. e., to increase the photon flux while still preserving
sufficient lateral coherence. Thus, it is of great interest to estimate the gain of photon flux
achieved with a certain prefocusing setup. In this section the photon flux F ′2 in the focal
spot in dependence of the focal distance of the prefocusing lens is computed and compared
with the photon flux F2 in the focal spot without the prefocusing lens. For this purpose, we





which is achieved by a certain prefocusing setup.
Flux with prefocusing lens
In order to evaluate the photon flux F ′2 in the focal spot of the nanofocusing lens, we will have
to estimate the photon flux, which is emitted by the undulator source, propagated to the
prefocusing lens, transmitted through the prefocusing lens, propagated to the nanofocusing
lens, transmitted through the nanofocusing lens, and finally propagated to the focal spot.
We start with the photon flux F ′0, which arrives at the aperture plane of the prefocusing
lens, which is located at distance g1 behind the source














B is the brilliance of the source, and Sh, Sv denote its full width of half maximum sizes in
horizontal and vertical direction. The term Deff ,1 ,h Deff ,1 ,v/((2
√
2 ln 2)2 g21) accounts for the
solid angle spanned by the source and the effective aperture of the prefocusing lens. In order
to estimate the transmitted flux F ′1 through the prefocusing lens, the averaged flux density
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Figure 4.12: Beam size in the NFL aperture plane with prefocusing lens.
and hence









)4 σp,1g21 . (4.73)
This photon flux propagates to the nanofocusing lens, where only a fraction of the photons
is collected by the effective lens aperture. For evaluating the transmitted photon flux F ′2, we






In a next step, the horizontal and the vertical beam sizes Bh,v in the incident aperture plane
of the nanofocusing lens have to be calculated. The situation is illustrated in Figure 4.12.
Each point of the extended primary source generates an intensity pattern X in the aperture
plane of the NFL, the shape of which depends on the transmission function of the prefocusing
lens. In case of a refractive lens, we can assume a Gaussian transmission function, and hence
the intensity pattern X is a Gauss function with a full width at half maximum size of x




Deff ,h,v . (4.75)
For an extended source, the intensity pattern X has to be convolved with the intensity
distribution Y of the source, imaged into the aperture plane of the NFL. If a Gaussian
source is assumed, the intensity pattern Y is also a Gauss function with full width at half
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The convolution of X and Y gives the intensity of the beam in the incident aperture plane












































This expression, together with equations (4.73) and (4.74), gives the flux density in the
aperture plane of the nanofocusing lens, just before the x-ray beam enters the lens. The
demanded photon flux in the focal spot can now be calculated as the fraction of photons,
which is transmitted through the NFL














)4 σp,1g21 σp,2BhBv . (4.79)
Flux without prefocusing lens
Without prefocusing, the photon flux F2 in the focal spot, generated by a nanofocusing lens,
is given by the mean flux density I2 of the incident beam, multiplied by the cross section
σp,2 of the nanofocusing lens
F2 = I2 σp,2. (4.80)
The mean flux density in the aperture plane of the nanofocusing lens can be computed from
the photon flux emitted by the source and collected by the nanofocusing lens, divided by
the cross section area of the lens
I2 =
F0
Deff ,2 ,h Deff ,2 ,v
. (4.81)
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Figure 4.13: Beam size, cross section, and flux gain as functions of refractive power using prefocusing lenses.
The flux gain is dominated by the size of the beam in the aperture plane of the NFL. The maximal gain is
achieved, if the prefocusing parameter is 0, i. e., if the lateral coherence length in the aperture plane of the
NFL reaches its minimum. Within the shaded region the focal spot is not diffraction limited (Γ < 1) and,
therefore, the maximal coherent flux is gained at both edges of the shaded region (indicated by the two red
circles).
The photon flux, which arrives at the aperture plane of the nanofocusing lens, depends on
the brilliance B of the source, the energy bandwidth ∆E/E, and the distance L of the NFL
from the source,













In the end, the photon flux in the focal spot without prefocusing lens follows with






)4 σp,2L2 . (4.83)
Flux gain with prefocusing
If we insert (4.79) and (4.83) in equation (4.71), we obtain an expression for the photon flux
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and together with (4.77)
gain = σp,1
{[
















When evaluating this expression, one has to take into account the fact that the cross section
σp,1 of the prefocusing lens depends on the focal distance and is thus a function of the
prefocusing parameter η. The red curve in Figure 4.13 shows the flux gain as a function
of the refractive power of the prefocusing lens. The curve has its maximum in the region
around η ≈ 0, where the beam size in the aperture plane of the NFL and the lateral coherence
length are minimal. Within the shaded region, the prefocusing parameter η is smaller than
the critical parameter ηc, indicating that Γ is smaller than 1, and hence the focal spot is not
diffraction limited, and the lateral coherence length in the focus is smaller than the lateral
focus size. For this reason, the maximal coherent flux is achieved at the edge of the shaded
region, which is marked by the two red circles in Figure 4.13. Prefocusing beyond the critical
prefocusing parameter increases the total flux in the focus, but the focus size starts to exceed
the lateral coherence length in the focus, and the lateral coherence is not sufficient for many
experiments.
Example from a realistic situation
The parameters used to calculate the curves in Figure 4.11 and 4.13 are taken from a realistic
experimental situation of the hard x-ray scanning microscope at the ESRF beamline ID 13
(confer table 4.1). In vertical direction, the transverse coherence length in the aperture
plane of the NFL is a factor 3 larger than the effective aperture of the nanofocusing length,
whereas, in the the vertical direction, the factor is 8. In the current prototype version of
the hard x-ray scanning microscope, prefocusing is only possible without astigmatism, i. e.,
the focal length of the prefocusing lens is the same in horizontal and vertical direction. For
this reason, the transverse coherence length can be matched to the effective aperture in
only one of the two directions. Since we need a diffraction limited focus, none of the two
directions is allowed to have a smaller transverse coherence length in the aperture plane of
the NFL than the effective aperture. Therefore, prefocusing has to be chosen such, that
there is aperture matching for one of the two directions, whereas, in the other direction, the
transverse coherence length would be larger than the effective aperture. In our situation, this
means, that we have to match the horizontal direction, and leave the vertical coherence length
larger than the effective aperture. Then, the critical prefocusing parameter becomes |ηc| =
Deff ,2 ,h/lt,h = 16µm/53µm ≈ 0.3. Considering equation (4.69), this critical prefocusing
parameter is either obtained for f1,A = 18.3 m (situation A) or for f1,B = 34.1 m (situation
B), which correspond to the two situations depicted in Figure 4.9. With compound parabolic
refractive x-ray lenses the two situations A and B can be achieved by choosing the proper
number of single lenses with adequate radius of curvature. Assuming a photon energy of
15 keV, situation B can be established with a CRL, which consists of two single parabolic
beryllium lenses with radius of curvature R = 200µm. By this, The coherent photon flux in
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E [keV] Sh × Sv [µm2] g1 [m] L [m] Deff ,2 ,h ×Deff ,2 ,v [µm2] lt,h × lt,v [µm2]
15.25 150× 50 41 98 16× 20 53× 159
Table 4.1: Parameters used to calculate the curves in Figures 4.11 and 4.13.
the focus is increased by a factor of about 8.5. The gain could even be larger, if it was possible
to match the coherence length in both directions simultaneously by astigmatic lenses. This
issue is addressed in the following section.
4.14.4 Astigmatic Prefocusing
Usually, the vertical and the horizontal sizes of an undulator source are quite different,
giving rise to different lateral coherence lengths at a certain distance from the source. At the
ESRF beamline ID 13, for example, the horizontal source size is a factor 3 larger than the
vertical one and, therefore, the horizontal transverse coherence length is smaller than the
vertical one by the same factor. This means, that the full available coherent flux can only be
exploited, if the prefocusing parameter can be adjusted independently in the horizontal and
the vertical direction. This can be achieved by astigmatic prefocusing, applying lenses with
focal distances f1,h 6= f1,v, either by using cylindrically symmetric lenses in crossed geometry
or by combining rotationally symmetric lenses with cylindrically symmetric lenses. For this
end, cylindrically symmetric compound parabolic refractive x-ray lenses have been developed
by Prof. Lengeler at the University of Aachen, and they will be part of the prefocusing
device of the nanoprobe at the PETRA III beamline P06. In addition, our research group in
Dresden has developed special microstructured parabolic refractive x-ray lenses with large
apertures, which are capable of being used for astigmatic prefocusing in the hard x-ray
scanning microscope.
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Chapter 5
Nanoprobe Setup
In this chapter the design of the prototype version of the hard x-ray scanning microscope
is presented. The instrument was developed and built in the course of this thesis, and was
installed at the microfocus beamline ID 13 at the third generation synchrotron radiation
facility ESRF in Grenoble.
A schematic drawing of the optical components of the beamline ID 13 together with the
nanoprobe setup is shown in Figure 5.1. A low-β undulator source emits highly brilliant
x rays, which pass through a channel cut silicon 111 monochromator before they arrive at
a prefocusing optical device. The monochromator is located inside the optics hutch a few
meters away from the undulator. Depending on the needs of the experiment, a prefocusing
device can be moved into the beam, generating a real or a virtual secondary source, thereby
adapting the transverse coherence length in the aperture plane of the nanofocusing lens
to its effective aperture and thus increasing the coherent photon flux in the focal spot.
The theoretical concept of two-stage focusing is established in chapter 4. Prefocusing is
realized with axially symmetric compound parabolic refractive x-ray lenses. At beamline
ID 13, the nanoprobe instrument can installed either in the experiments hutch EH2 or in the
experiments hutch EH3. In case of EH2, the distance of the instrument from the undulator
source is about 47 m, wheres in EH3 the distance is nearly 100 m. While the monochromator
and the prefocusing lenses are integral parts of the beamline, the scanning microscope itself
was designed and built by our research group in Dresden and has to be carried from Dresden
to Grenoble each time before an experiment can be carried out.
The current prototype version (NP-2005) of the hard x-ray scanning microscope is the
latest of a series of previous versions, which have been designed and built since 2002. Based
on the experiences with that prototype, the beamline ID 13 has built its own nanoprobe
instrument (NP-2009), for which we provide the optical interface for the nanofocusing lenses
and the piezo-scanner.
The hard x-ray scanning microscope consists of a lot of optical and mechanical compo-
nents such as entrance slits, focusing x-ray optics, a pinhole, shieldings, stages for aligning
the optics, stages for aligning and scanning the sample, several detectors and a visible light
microscope for sample alignment. In Figure 5.2 the arrangement of the main components of
the nanoprobe setup is schematically drawn. Before the incident beam arrives at the verti-
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Figure 5.1: Layout of the ID 13 beamline ID 13 at the ESRF in Grenoble with the installed nanoprobe setup.
The monochromator and the prefocusing device are integral parts of the beamline, whereas the prototype
nanoprobe setup is provided by our research group. The monochromator resides in the optics hutch located
just behind the undulator source. The (optional) prefocusing device is realized with compound parabolic
refractive x-ray lenses (CRLs) fabricated at the RWTH Aachen by Prof. B. Lengeler. The hard x-ray scanning
microscope was installed in a separate experiments hutch 45 m away from the undulator source. Recently,
the beamline ID 13 was extended to a length of 100 m. Since then, the nanoprobe can be operated in a
distance of about 100 m behind the source.
cally and the horizontally focusing lenses, it is constrained to a size matching the aperture
of the nanofocusing lenses by a pair of horizontal and vertical entry slits. After passing
the NFLs, the beam propagates to the sample, which is placed within the focal plane. A
stainless steel shielding and a platinum pinhole clean the converging beam from unfocused
scattered photons. Around the sample environment diverse detectors are placed to measure
the interaction of the focused x-rays with the sample.
A major intention of the hard x-ray scanning microscope is to generate a sub-100 nm
x-ray focus with sufficient flux and to use this focus to scan samples and retrieve structural
and elemental information about the samples with a resolution in the range of the focus
size. This is only possible if the sample can be placed relative to the focus with a sufficient
accuracy. Therefore, in order to make use of the high focusing potentials of the NFLs, great
mechanical demands are made on the components of the instrument. The stages must fulfill
high mechanical specifications such as precision, repeatability, resolution, etc. In order to
increase mechanical stability of the overall system, the focusing optic with its alignment
stages and the sample stages are integrated within one single stiff frame, which we call the
“scanner unit”. Figure 5.3 shows a three-dimensional schematic drawing of the scanner unit
of the NP-2005. On the top of the roof there are stages to move the platinum pinhole.
Underneath the roof a small hexapod is hanging head down. This hexapod table is used to
align the vertical lenses. The horizontal lenses are mounted on the frame of the hexapod. In
the foreground of the drawing the sample stages can be seen. In the following sections the
design of the nanoprobe instrument NP-2005 is described in more detail. A photograph of
the whole nanoprobe setup is shown is Figure 5.4.
5.1 X-Ray Optics
The x-ray optics of the hard x-ray scanning microscope are part of the scanner unit. As can
be seen in Figure 5.2, the optical components are a pair of entry slits, a pair of horizontally
and vertically focusing lenses, a shielding, and a pinhole. These elements are discussed in
the following subsections.








Figure 5.2: Nanobeam setup for the hard x-ray scanning microscope. The incident beam is restricted to a
size slightly larger than the geometric aperture of the nanofocusing lenses by a pair of entry slits. Then the
x-rays pass the vertically and the horizontally focusing lenses and are focused onto the sample. Background
from elastic and inelastic scattering is reduced with means of a small pinhole and additional shielding placed
between the exit of the lenses and the sample.
5.1.1 Nanofocusing Lenses
The nanofocusing lenses are the heart of the hard x-ray scanning microscope. They are the
responsible component for generating the nano sized intense x-ray focus. Since a single NFL
does only focus in one dimension, creating a line focus that is small in one direction but is
unfocused in the other direction, a vertically focusing lens and a horizontally focusing lens
must be operated in crossed geometry to generate a circular focus (see Figure 4.2 in chapter
4). The lenses must be aligned relative to the direction of the incident beam and relative to
each other. Each lens, considered as a mechanical rigid body, has got 6 degrees of freedom
(3 translations and 3 rotations), resulting in 12 degrees of freedom for the lens alignment.
Implementing motorized stages for 12 degrees of freedom is not so easy, as there are stringent
boundary conditions for mechanical precision, travel range and most notably for the amount
of space occupied by the stages. Mechanical stability is important in order to guarantee
a focus, which is stable for a very long time of hours, days and even weeks. The travel
range must be large enough to be able to move all the lenses residing on a single lens wafer
into the beam. The lenses, their holders and all the lens stages must be very compact and
small leaving sufficient space for the tomographic sample stages and for all kinds of detectors.
Fortunately, not all of the 12 degrees of freedom have to be implemented as motorized stages,
because some of them are redundant. A movement along the optical axis, for example, is
only necessary for one of the two lenses, while the other lens can be fixed to the setup. This
is because a movement along the optical axis is only needed for matching the vertical and
the horizontal focal planes and for this means one of the two lenses can be moved relative to
the other one. Also a rotation around the optical axis has to be implemented for only one of
the two lenses. Although the vertical and the horizontal lens must be aligned orthogonal to
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Figure 5.3: Schematic drawing of the scanner unit that I constructed during this thesis. A stiff frame
contains the x-ray optics and the sample stages. At the ESRF beamline ID 13 this frame is mounted on the
top of a large hexapod table, which is used to align the horizontal lens. The vertical lens is aligned with the
small hexapod that is fixed head down at the roof of the frame. The aperture defining entry slits are hidden
behind a metallic plate connecting the left and the right side walls of the frame. Not shown is the shielding
between the NFLs and the pinhole.
each other with high precision,1 a tilt of the lenses around the optical axis with respect to
the undulator is not very critical. Thus, only a relative tilt is needed and the tilt around the
optical axis can be omitted for one of the two lenses. In contrast to the translation along the
optical axis, translations transverse to the optical axes have to be provided for both lenses.
For just crossing the two lenses, only one of the two lenses needs to be moved in transverse
1In order to avoid critical aberrations of the focus the deviation of the angle from 90◦ must be smaller
than about 10 mrad ≈ 0.5◦.
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Figure 5.4: Photograph of the nanoprobe setup at ESRF beamline ID 13. The scanner unit in the center
of the image is surrounded by a large number of detectors like a diffraction camera (MAR CCD), a high
resolution x-ray camera (on the left of the MAR CCD), an energy dispersive Si(Li) detector (on the right
side with a large box for liquid nitrogen), a PIN diode, and a visible light microscope.
direction, but the crossed lenses must still be moved into the beam and to an area of the
beam, which is sufficiently homogenous and free of structures caused by inhomogeneities of
the monochromator. Therefore, 2 degrees of freedom must be implemented as linear stages
for each of the 2 transverse directions. It is the same with the tilts around the transverse
axes. The optical axis of the vertical lens and the optical axis of the horizontal lens must
both be parallel to the direction of the incident beam. To orient a linear axis parallel to
a given axis, tilts around 2 axes are needed. Finally 10 degrees of freedom remain to be
implemented, as there are 1 linear axis along the optical axis, 1 tilt around the optical axis,
4 linear axes transverse to the optical axis and 4 tilts around axes transverse to the optical
axis.
In the current version of the nanoprobe we forego the implementation of a tilt around the
optical axis. This is because we hold that it should be possible to pre-align the lenses so that
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the deviation from 90 ◦ of the crossing angle between the vertical and the horizontal lens is
small enough to avoid disturbing distortions of the wave field. Recent experiences showed
that this assumption is not true. The precision of the pre-aligned lenses was not sufficient,
thus we reintegrated the missing tilt around the optical axis for one of the two lenses.
Whether to integrate 10 motorized axes or only 9 axes, implementing such a number
of motorized axes in the setup and still leave enough space for the tomographic sample
unit for all the detectors around the sample and for all kinds of shielding, slits and pinholes
necessary for a clean beam is a great challenge. Compact and mechanically precise motorized
stages have very small travel ranges and stages with sufficiently large travel ranges are quite
large and space consuming. In order to alleviate this situation, only one of the two lenses
(the vertical one) is provided with motorized stages and can be aligned directly. The other
lens (the horizontal one) has to be aligned moving the whole table on which the setup is
mounted. At the ESRF beamline ID 13 the nanoprobe setup is mounted on a big hexapod
table providing the necessary degrees of freedom. The horizontally focusing lens is firmly
fixed to the frame of the nanoprobe and can be moved and tilted with the big hexapod
table. After this lens has been moved into the beam and its orientation has been aligned,
the vertical lens can be aligned as well, moving this second lens independently from the
first one. Instead of building up a tower of single axes, a Stewart platform provides the
necessary degrees of freedom for the vertical lens. The small precise hexapod (F-206.S0 from
Physik Instrumente GmbH) is mounted head down from the roof of the frame leaving space
in downstream direction and formost space under the lenses for the sample stages and the
mass of detectors (see Figure 5.3).
5.1.2 Entry Slits
The transverse beam size in the incident aperture plane of the nanofocusing lenses is several
millimeters, whereas the geometric aperture of the lenses has a size of only 40µm. For
this reason, a double slit with tungsten blades is placed just before the incident aperture
plane of the nanofocusing lenses, which is used to limit the beam to a size corresponding the
geometric aperture of the NFLs. Without this aperture defining double slit the regions of
the beam not passing through the lens aperture would generate disturbing scattering.
One issue to consider if designing slits for hard x rays is to avoid external total reflexes
from the blade surface. Due to the relatively large attenuation length, the blades need
a relatively large thickness even for materials with high atomic numbers like tantalum or
tungsten. To avoid external total reflection, the blades are tilted by an angle of about 2◦
(see Figure 5.5).
5.1.3 Pinhole
Behind the exit of the second lens a small pinhole is installed to absorb all photons not
coming from the exit aperture of the two crossed lenses. The pinhole is made of platinum
and has a diameter of 16µm and a thickness of 250µm along the optical axis. The diameter
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Figure 5.5: Blade geometry for avoiding external total reflection. (a) External total reflection on the blade
surfaces has to be avoided. (b) If tilted in the wrong direction, total reflection gets stronger. (c) This
geometry avoids external total reflection.
of the pinhole is chosen such that the size of the converging beam at the position of the
pinhole is slightly smaller than the pinhole diameter, thus only photons are absorbed, which
originate from scattering at the wafer substrate of the nanofocusing lenses. With other
words, the pinhole does not function as a beam constraining aperture. Instead it cleans the
beam of those photons, which have do not contribute to the focal spot.
5.1.4 Additional Shielding
In order to have a clean beam free of elastically and inelastically scattered photons, additional
shieldings are inevitable. With test experiments it could be shown, that entry slits and the
pinhole alone are far from generating a nice clean beam. Diffraction patterns recorded with
a diffraction camera 2 m behind the sample were superposed by transmission images caused
by photons scattered on the lens holder and on the substrate of the lens wafer. Installing
tantalum and lead shieldings between the pinhole and the sample, these background photons
vanish. The shielding is very effective. It even allows to remove the collimator of the energy
dispersive fluorescence detector without introducing additional background. Omitting the
shielding, the fluorescence spectrum without a collimator is dominated by background due
to elastic and inelastic scattering. In the current nanoprobe version a stainless steel shielding
is located between the nanofocusing lenses and the pinhole.
5.1.5 Vacuum and Helium Tubes
If x rays propagate in air, one important issue is absorption and air scattering. This is a
problem especially for low x-ray energies. Synchrotron beamlines deal with this problem
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with long evacuated tubes inside which the x-ray beam propagates from the source to the
experiment. At soft x-ray beamlines, the whole experimental setup must reside in such
vacuum tubes, as the penetration depth of soft x rays in air is in the range of few millimeters
or less at normal air pressure. For hard x rays, absorption and air scattering are much weaker.
Thus, vacuum tubes (or tubes filled with helium) are only necessary for long propagation
distances of several meters. Short distances may be left in air, making experiments less
difficult, because optical components or the sample can be changed or removed much easier
if they are not kept inside vacuum chambers. Beyond that, not all components of the setup
need to be capable for vacuum, which, for instance, alleviates the demands on motorized
moving stages. In case of the hard x-ray scanning microscope, the x rays are guided through
vacuum tubes on their complete path from the undulator source to the entry slits of the
microscope. The monochromator and the prefocusing lenses reside in vacuum chambers. In
opposition to the distance between the undulator source and the entry slits (about 45 m), the
propagation path between the entry slits of the scanning microscope and the sample position
— given by the position of the focal spot — is very short (less than 0.30 m). This distance
includes both lenses (the horizontal and the vertical), the pinhole, and the shielding. For
this reason, the x-ray beam propagates in air from the entry slits to the sample position. Air
scattering is still negligible at this rather short distance as long as the energy is high enough
(larger than 10 keV). The propagation path from the sample to the detectors is also free from
vacuum tubes. The only critical situation occurs if far field diffraction images have to be
recorded at a distance larger than about 1 m from the sample. Performing such experiments
requires a vacuum tube or a tube filled with helium between sample and diffraction camera
in order to avoid air scattering. Recently, a very flexible helium filled tube has been built,
which can be mounted between the sample and the diffraction camera.
5.2 Sample Stages
In the previous section the optical components of the hard x-ray scanning microscope were
discussed. Now I would like to come to the sample part of the nanoprobe setup. The
mechanical demands on the stages for sample alignment and sample scanning are very chal-
lenging. It must be possible to move the sample relative to the focus along 3 linear axes,
namely along the optical axis and transverse to the optical axis in horizontal and in vertical
direction. In addition, there must be the possibility to rotate the sample around a vertical
axis with a range of at least 360 ◦. This is important for orienting crystalline samples in
diffraction experiments and over and above for tomography experiments.
5.2.1 High Resolution Scanner
The spatial resolution of scanning experiments depends not only on the focus size, but also
on the precision and the mechanical resolution of the scanning stages. In order to gain a
sufficiently high sampling, the spatial resolution of the scanner should exceed the focus size.
The present nanofocusing lenses used in the scanning microscope promise theoretical focus
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sizes down to about 30 nm. Thus, a scanning step size of a few nanometers would give an
appropriate sampling and, therefore, the scanner should be capable of a mechanical resolution
in that range. In addition to mechanical resolution, also position accuracy and bidirectional
repeatability of the scanning stage must be as good as possible. When scanning along a
certain direction, it must be guarantied, that positional deviations along the other directions
are insignificant. If moved away from a certain position and returned, the deviation from
the previous position must be negligible in the range of nanometers. There are commercially
available scanners specified for such high performances, but those scanners have always very
small travel ranges. Precise scanners with large travel ranges are very difficult to build
and are therefore very expensive. The travel range of the sample scanner in the nanoprobe
must be large enough to get the region of interest of the sample into the focus and to
cover a sufficiently large scanning region. The piezo-electric scanner used in the nanoprobe
(NanoCube P-615 from Physik Instrumente GmbH) features a travel range of 300× 300µm2
horizontally and 250µm vertically. Its resolution is 0.5 nm, and the repeatability is specified
as 4 nm in closed-loop mode.
5.2.2 High Precision Rotational Stage
In order to make the nanoprobe capable of tomography, there must be the possibility to ro-
tate the sample around a fixed vertical axis. Therefore, the scanner stands on top of a high
precision rotational stage with air bearing (UPR-160 F AIR from Micos GmbH). Besides
a sufficient angular resolution, very small wobbling, and a low eccentricity, this rotational
stage stands out with an extreme low deviation in vertical direction while performing rota-
tions. This feature is important particularly with regard to tomography, because raising and
lowering the sample for different rotation angles introduces artifacts in the reconstructed
tomograms.
5.2.3 Coarse Linear Stages
The rotational stage sits on a lifting stage, which is mounted on two crossed linear stages.
These three stages are not as precise as the scanner and, therefore, they are not appropriate
for fine scanning. But their travel range is quite large and helps to position the sample if its
distance from the focus is larger than the travel range of the scanner. These linear stages
are also useful for coarse scans. Furthermore, the horizontal linear stages are used to move
the axis of rotation of the rotational stage relative to the focus. This is not possible with
the scanner, because it sits on the platform of the rotational stage, so it moves the sample
relative to the center of rotation, but it does not move the center of rotation relative to the
focus.
5.2.4 Goniometer Head
The sample itself is mounted on the top of a small goniometer head, which is fixed on the
scanner. The goniometer head provides the possibility to manually align the tilt of the
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sample and to move it in horizontal direction. Together with a telescopic microscope, which
is fastened on the frame of the setup, the sample can be brought to the travel range of the
scanner. During the course of the development it turned out that the goniometer head is
not very stable. It was then substituted by a magnetic kinematic mount without a manual
tilt and without a translation. The loss of flexibility is requited by a much better stability.
5.3 Detectors
Besides the scanner unit with its optical components and the sample stages, a number of
different detectors is required. Detectors are needed for the lens alignment, for measuring
the photon flux in the focus, for recording the fluorescence spectrum in element mapping
experiments, for performing knife-edge scans, for recording diffraction patterns and for many
more issues. There does not exist a universal detector, which is able to cope with all those
kinds of tasks. A high resolution x-ray camera, for example, can record intensity distributions
with a quite good spatial resolution, but it does not work energy dispersively. Energy
resolving detectors, on the other hand, are well-suited for recording fluorescence spectra,
but they are not position sensitive. Diffraction cameras cover a large solid angle and come
with high quantum efficiencies but, due to their large pixel size, the spatial resolution is
not so satisfying, and so on. For this reason, a lot of different detectors are employed with
the hard x-ray scanning microscope. In this section, the detectors, which are used in many
experiments with the hard x-ray scanning microscope, are presented and described.
5.3.1 High Resolution X-Ray Camera
The high resolution two-dimensional x-ray camera is used for a lot of experiments, as for
example tomography with absorption or phase contrast. Moreover, the high resolution x-ray
camera is essential for monitoring the alignment of the nanofocusing lenses, as treated in
chapter 6.1.
A schematic sketch and a photograph of the high resolution x-ray detector are shown in
Figure 5.6. The detector consists of a mono-crystalline scintillator, a visible light microscope,
and a CCD camera. While the optically active layer of the scintillator (sensitive layer)
converts the incident x rays into visible light photons, the visible light microscope generates
a magnified image of the sensitive layer of the scintillator on the chip of the CCD camera
[SBW+02, GTE02, Pat03]. The spatial resolution of this kind of detector is determined
by the thickness of the sensitive layer of the scintillator, by the numerical aperture of the
objective, and by the pixel size of the charge-coupled device (CCD). A high spatial resolution
requires an objective with a large numerical aperture and thus with a very small depth of
focus. The light sensitive layer of the scintillator must be at least as small as the depth of
focus but, on the other hand, absorption of the incident x rays depends on the thickness of
the scintillator, and if the sensitive layer of the scintillator becomes too thin, the detector
becomes ineffective. Because of this, a compromise between high spatial resolution and high










Figure 5.6: High resolution x-ray camera. This area detector is used for the alignment of the nanofocusing
lenses, for highly resolved farfield measurements, and for absorption tomography. (a) Schematic drawing of
the high resolution x-ray camera. A single crystal scintillator converts the incident x rays into visible light.
The sensitive layer of the scintillator is magnified onto a charge-coupled device (CCD). (b) Photograph of
one of the high resolution x-ray cameras that are used in the hard x-ray scanning microscope. (drawing and
photograph from [Pat03].)
allow a sufficient sampling of the magnified image, but the full-well capacity decreases if the
pixels become too small, and then the effective dynamic range is affected. In the end, the
scintillator thickness, the objective and the pixel size must be well balanced and have to be
adapted to the specific needs of the experiment. For this reason, the high resolution x-ray
detector of the scanning microscope is provided with a set of different scintillators and with
several objectives, which can be changed easily with an objective revolver.
The scintillators used in the high resolution x-ray camera are mono-crystalline LAG2
wafers doped with europium and were fabricated by CEA Lety in Grenoble/Lyon. The
thickness of the substrate is 170µm, and the europium-doped active layer has a thickness
of several micrometers (5µm, 10µm, 20µm, and 50µm). The europium converts the inci-
dent x-ray photons into visible light with a wavelength between 580 nm and 700 nm. Most
front illuminated CCD chips have their maximum of sensitivity between 600 nm and 750 nm.
Therefore, europium is an appropriate dopant element for the high resolution x-ray cam-
era. Moreover, LAG:Eu has a quite low afterglow, which is important for fast exposures
[KPH+99].
In order to guarantee aberration-free images, high quality objectives from Olympus are
used to magnify the sensitive layer of the scintillator onto the CCD chip. The four objectives
2Lutetium aluminium garnet Al5Lu3O12 is a ceramic material.
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have magnifications of 2×, 5×, 10× and 20×. In combination with the 2× projection lens,
total magnifications between 4× and 40× are possible. To protect the CCD chip from high
energetic x-ray photons, the optical path is deflected by a tilted mirror. The microscopic
optic has been developed and manufactured by OptiquePeter in cooperation with the detector
group of the ESRF.
The technical demands on the CCD camera are very challenging. On the one hand,
the pixel size must be as small as possible in order to achieve sufficient sampling of the
image provided by the visible light microscope. On the other hand, a high dynamic range is
required and, therefore, the full-well capacity must be as high as possible, in contradiction
to a small pixel size. We decided in favor of a camera with a very small pixel size of 9µm.
For situations without the need for highest resolution, the pixels can be hardware-binned,
increasing the full-well capacity and decreasing readout time. Because the high resolution
x-ray detector is often used for long-time exposures, dark current shot noise becomes relevant
and must be suppressed by cooling the CCD chip. For the nanoprobe project, two different
scientific low noise CCD cameras were bought, a Chroma C3 with a Kodak KAF-9000 chip
from DTA and a pco.4000 with a KAI-11002 chip from PCO, both with a pixel size of 9µm.
The resolutions are 3072 × 2048 pixels for the DTA and 4008 × 2672 for the PCO camera.
Both cameras are provided with an ADC unit that delivers a digital dynamic range of 14 bit.
The major advantage of the pco.4000 against the DTA is the very high frame rate of up to
5 frames per second at highest resolution, allowing life-view of images, which is especially
useful for the alignment of the nanofocusing lenses.
The LAG:Eu scintillator emits visible light photons with a wavelength of about 700 nm,
and the numerical aperture of the 20× objective is 0.7. Thus the theoretical resolution of the
microscope can be estimated to about λ/(2NA) = 700 nm/1.4≈500 nm. The 9µm pixels of
the CCD chip sample the scintillator plane with an effective pixel size of 9µm/40 = 225 nm,
which is quite adequate for an expected resolution of 500 nm. Systematically performed
detector tests showed that the actually attained resolution is about 800 nm [Pat03].
The usage of a visible light microscope in connection with a thin sensitive scintillator layer
for high spatial resolution is dearly bought with a low detective quantum efficiency (DQE).
Detective quantum efficiency of a detector is defined as the square signal-to-noise ratio (SNR)
at the output (digital CCD image) relative to the square SNR at the input (incident x-ray
flux density distribution). DQE is a measure of how much the SNR is decreased by the
system and is 1 if the SNR is preserved and 0 if there is no information left in the output.
The DQE of an optically coupled scintillator is typically quite low. Dependent on the x-ray
energy, DQE values between 0.02 (30 keV) and 0.05 (10 keV) are achieved, i. e., the square
SNR of the resultant image is a factor 20–50 lower than the square SNR of the incident x-ray
flux density.
In case of observing the lens alignment, the camera is placed several millimeters behind
the lenses to yield a sharp near-field transmission image of the lenses. The high resolution
x-ray camera can also be used to record the far field image of the nanofocusing lenses or
the far field speckle patterns of coherently illuminated samples in coherent x-ray diffraction
imaging experiments (CXDI). For this reason the camera is mounted on a long translation
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stage, capable of moving the camera from the near-field to the far-field region of the focused
beam.
5.3.2 Diffraction Cameras
Besides a high resolution x-ray camera, a diffraction camera with large pixels and high
detective quantum efficiency is also needed for many experiments. Diffraction experiments
with the nanoprobe described in this thesis have been carried out with a MAR CCD 165
and a FReLoN 4M16, both featuring low dark current, high detector quantum efficiency, and
a large sensitive area of about 165 mm and 100 mm for the MAR CCD and the FReLoN,
respectively. In addition, a noiseless photon counting area detector (MAXIPIX) is employed
[PCR+07]. Like the high resolution x-ray camera, the diffraction cameras can be moved from
near-field to far-field geometry. In experiments hutch EH2 at beamline ID 13 of the ESRF,
the detector table can also be moved across the floor on air pads, allowing the measurement
of large diffraction angles by moving the table in accordance to the direction of interest (for
example in the direction of an expected Bragg reflection).
MAR 165 CCD camera
The key elements of the MAR CCD detector are a poly-crystalline scintillator screen, a
4096×4096 high grade CCD chip and a taper optic that couples the scintillator to the CCD.
The problem with x-ray diffraction cameras is the need for large sensitive areas, while the
commercially available CCD chips are limited in their lateral size. The MAR CCD detector
solves this problem with a demagnifying taper optic, that guides the visible light photons
from the large scintillator plane onto the rather small CCD chip. The pixel size of the CCD
is 15µm, but the minimal hardware-binning is 2 × 2. The demagnification factor of the
taper optic is specified with 2.7 : 1, and thus the effective pixel size in the scintillator plane
is 80µm and the diameter of the sensitive area results in 165 mm. The scintillator is made
of high density gadolinium oxysulfide doped with Terbium (Gd2O2S). The taper optic is a
bundle of many single fibers guiding the visible light photons from the scintillator to the CCD
by total reflection. The arrangement of the fibers at the scintillator side of the fiber optic
slightly deviates from the arrangement at the CCD side. This introduces image distortions,
which are corrected automatically by the camera software.3 The CCD chip is cooled down
to a temperature of −80 ◦C, reducing the dark current to a very low level. This allows the
camera to be operated for very long exposure times up to several hours without disturbing
dark current shot noise. Thanks to very low read-out noise of only 9 electrons rms4 and an
extremely high detective quantum efficiency of up to 0.80, it is possible to detect single x-ray
photons. The rather large pixel size of 30µm results in a quite large full-well capacity of
3 The manufacturer of the MAR CCD camera specifies the distortions fiber by fiber, resulting in a
distortion map, which is used by the software for image correction.
4 The conversion factor of the MAR CCD detector is about 8 electrons per single 15 keV x-ray photon.
Therefore, the 9 electrons relate to only one single x-ray photon!
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Figure 5.7: Diffraction cameras that were used in nanoprobe experiments. (a) Photograph of a MAR CCD
165. (b) The (Fast Readout Low Noise) FReLoN 4M is an in-house development of the ESRF. (c) The
MAXIPIX is a noiseless photon counting area detector based on the Medipix2 CMOS pixel read-out chip
with 55µm pixel size. Like the FReLoN 4M, the MAXIPIX is an in-house development of the ESRF. (Photo
courtesy of Rayonix LLC and Marresearch GmbH.)
400 000 electrons per 2× 2 binned pixel. Together with the low readout noise of 9 electrons
rms, an effective dynamic range of 15 bit is achieved.
FReLoN 4M16 camera
As an alternative to the MAR CCD detector, a FReLoN 4M16 x-ray camera was applied to
carry out diffraction experiments. Like the MAR detector, the FReLoN diffraction camera
consists of a scintillating phosphor screen, which is connected to a charge-coupled device via
a demagnifying taper optic. The FReLoN (Fast Readout Low Noise) is a CCD camera
developed by the ESRF detector group and is famous for its high readout speed in face
of quite low readout noise. It is a very popular detector used at many beamlines at the
ESRF. The FReLoN is available as a FReLoN 4M based on a Kodak chip KAF-4320 or as
a FReLoN 2k, which is based on an Atmel chip 7899. Both versions come with 2048× 2048
pixels, but while the FReLoN 4M can only be operated in full frame mode, the FReLoN 2k
can also be run in frame transfer mode increasing readout speed by a factor 2. The 2k version
with its very high frame rates is well-suited for time-resolved experiments [LMP+07]. In case
of experiments that need fast readout but for which low noise is much more important, the
FReLoN 4M is the better choice. The readout noise of the FReLoN 4M is only 15 electrons
rms and the effective dynamic range is 16 bit while the readout time is still only half a second
for an unbinned 2048×2048 image. With 24µm CCD pixel size and a demagnification factor
of about 2, the effective pixel size on the scintillator screen is given by 50µm.
MAXIPIX camera
In addition to the MAR CCD 165 and the FReLoN 4M, a MAXIPIX camera was used as
a diffraction camera [PCR+07]. The MAXIPIX is a noiseless fast readout photon-counting
pixel detector with a pixel size of 55× 55µm2 and a readout dead time of 300µs. It is based
on the Medipix2 chip [LCD+02]. In opposition to a CCD, each pixel of the MAXIPIX is an
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individual stand-alone detector with complete readout electronics. No fluorescence screen
is needed to convert the x rays into visible light, since the x rays are directly absorbed
within the individual pixels. Like the FReLoN camera, the MAXIPIX was developed by
the detector group of the ESRF and is not commercially available.
5.3.3 Energy Dispersive Detectors
A detector for energy resolved x-ray detection is inevitable for the scanning microscope, be-
cause fluorescence emission measurements are used not only for fluorescence element mapping
and fluorescence tomography, but also for fluorescence knife-edge measurements and, most
notably, as a means for finding the region of interest on the sample for all kinds of exper-
iments. There are many kinds of energy dispersive detectors differing in energy resolution,
accuracy, noise, maximal count rate, and so on. They are all based on the same physical
principle of measuring the amount of charge created by the incident x-ray photon, which is
expected to be proportional to the photon energy. The charge is measured as a time integral
over the intensity of current, which serves as a criterion to sort the event into a multi-channel
analyzer. The main kinds of energy resolving x-ray detectors are proportional counters, Sil-
icon(Lithium) detectors (Si(Li) detectors) and silicon drift detectors. Proportional counters
are gaseous ionization detectors that make use of the ionizing properties of x rays. The
atoms of a gas are ionized by the x rays and the electrons are separated from the gas ions
by an electric field generated by the voltage between two electrodes. The voltage is chosen
such that the drifting electrons gain enough kinetic energy to ionize further atoms. This
Townsend avalanche process leads to a large amplification of the signal. In contrast to the
Geiger-Mu¨ller counter, the signal is still proportional to the amount of ions created by the
incident x-ray photon and, therefore, it is proportional to the photon energy. Proportional
counters are the low cost end of energy dispersive detectors. They lack high detection per-
formance, and hence they are not suited for fluorescence spectroscopy and other experiments
to be carried out with the nanoprobe. Solid state detectors like Si(Li) detectors and silicon
drift detectors are an order of magnitude more expensive than proportional counters, but
they show advanced energy resolution, a better sensitivity, low dead times and very low
non-linearity over a large energy range. For this reason, a Si(Li) detector and a silicon drift
detector have been employed for the hard x-ray scanning microscope.
Sirius Si(Li) detector
Until the beginning of the year 2008, a nitrogen cooled Si(Li) fluorescence detector from
e2v scientific instruments5 was used to record the fluorescence spectrum of the samples
mounted in the nanoprobe. The main component of a Si(Li) detector is a wafer with two
thin positively and negatively doped layers surrounding a thick silicon layer doped with
lithium. Like in a PIN-diode, the x-ray photons are absorbed in the intrinsic silicon layer
and create an amount of electron-hole-pairs. In contrast to the ordinary PIN-diode, a pulsed
5Formerly Gresham.
92 5.3. DETECTORS
high voltage is applied on the electrodes in reverse direction in order to guarantee that all
electron-hole pairs arrive at the electrodes without recombination. The time integral over
the measured electric current is directly proportional to the energy of the x-ray photon,
and a fast electronic device is able to feed a multi-channel analyzer with events of different
energies. In order to prevent leakage current due to an excess of electron acceptors in silicon,
the silicon layer is doped with lithium necessary for compensation of the surplus electron
acceptors. Since the high voltage inclines the lithium atoms to diffuse to the cathode and
to destroy the detector, Si(Li) detectors must be cooled with liquid nitrogen. The energy
resolution of Si(Li) detectors is very good. The Mn Kα line emitted from an Fe
55 source6
appears as a peak with a full width at half maximum of 130− 150 eV, which is much better
than proportional counters are capable of. The maximum count rate of Si(Li) detectors is
about 20 –30 kcps (kilo counts per second) and is limited by the relatively high capacitance of
the diode. The Sirius Si(Li) detector has a sensitive area of 80 mm2 and can be used outside
vacuum. This is not self-evident, because the probe must be kept in ultrahigh vacuum.
To be still able to use the Si(Li) detector on air, a thin entry window must be used that
is transparent even for low energy x rays but which is stable enough to stand the normal
pressure of 105 Pa. The Sirius detector is provided with a several micrometers thick window
of beryllium that limits the detection of elements with low atomic numbers. Nowadays,
beryllium windows are substituted by ultra thin windows made of structured poly-ethylene,
allowing detection of fluorescence light emitted from elements with very low atomic numbers
like oxygen, nitrogen, or even carbon.
Vortex-EMTM silicon drift detector
Besides the Sirius Si(Li) detector, a Vortex-EMTM silicon drift detector (Vortex-EM from
SII NanoTechnology USA Inc.) have been applied for the scanning microscope. Silicon
drift detectors have some advantages over ordinary Si(Li) detectors. The x-ray absorbing
layer of the drift detector is made of high-purity silicon instead of lithium doped silicon.
As no lithium atoms can diffuse, liquid nitrogen cooling is not required. Cooling is only
needed to prevent thermal background current, but for this means, a single stage Peltier
element is sufficient. Another advantage of the silicon drift detector is the very high count
rate capability without loosing energy resolution. The problem with Si(Li) detectors is
the relation between the anode capacitance and the size of the absorbing (sensitive) area.
A sufficiently large sensitive area goes along with a large capacitance resulting in a low
count rate capability. The silicon drift diode avoids this problem separating the absorbing
(sensitive) area from the anode area. The electric field is no longer directed transverse the
detector surface but parallel to it, driving the generated electrons from the absorption area
to the anode. By this way, the size of the sensitive area is decoupled from the anode capacity,
and large sensitive areas with small anode capacities can be produced with very high count
rate capabilities. The energy resolution is comparable with that of Si(Li) detectors, but the
6 Fe55 decays to Mn55 by electron capture, leaving a vacant electron state in the K shell of the manganese
atom. This state is filled by an electron from an energetic higher shell emitting a fluorescence photon.
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maximum count rate of silicon drift detectors is more than one order of magnitude higher,
reaching values of 500–1000 kcps. Further more, drift detectors do not show peak shifts at
high count rates, which is a typical problem with Si(Li) detectors7.
5.3.4 Photodiodes
In the previous paragraphs, detectors were discussed, which are used in the hard x-ray scan-
ning microscope for space-resolved and energy-resolved measurements of x-ray intensities.
Now, I would like to introduce the photodiodes that are applied for measuring the photon
flux of the synchrotron beam. Knowing the photon flux is essential for a lot of applications
like alignment of pinholes, performing absorption knife-edge scans, or retrieving normaliza-
tion signals in fluorescence experiments. Beyond that, it is very interesting to know the
photon flux in the focal spot in order to estimate the necessary exposure time for certain
scanning experiments with this focus. To measure the photon flux, the hard x-ray scanning
microscope comes with a positive-intrinsic-negative diode (PIN-diode) and with an avalanche
photodiode (APD), both of which are special types of photodiodes. Whereas the PIN-diode
is a rather simple device and its application is quite straight forward, the APD is a high-tech
counting detector with minimal dark current and high dynamic range.
PIN-diode
The PIN-diode (abbreviation for positive-intrinsic-negative diode) is a semiconductor detec-
tor made of a thin positively and a thin negatively doped layer, which are contacted by
electrodes. Incident x rays are absorbed by the semiconductor and generate pairs of nega-
tively charged electrons and positively charged holes. If this happens within the depletion
region, the barrier voltage causes the charges to flow to the electrodes, and an electric current
occurs that is proportional to the incoming photon flux. The current is very weak and has to
be measured with a pico-amperemeter. Knowing the x-ray energy and the thickness of the
absorbing layer, the absolute photon flux can be calculated from the current. Absorption of
hard x rays in silicon is rather weak8. In order to increase the induced electric current, and
thus to increase the signal-to-noise ratio, the depletion region has to be increased by inserting
an intrinsic layer of weakly positively or weakly negatively doped silicon between the p and
the n layers. This intrinsic layer can be made very thick (in the order of several hundreds
of micrometers up to some millimeters), increasing the efficiency of the photodiode dramati-
cally. The PIN-diode that is employed in our hard x-ray scanning microscope has a sensitive
area of 10× 10 mm2, and its current is measured with a Keithley 6485 pico-amperemeter.
7 Si(Li) detectors incline to have asymmetric peaks with long tails at the low energy side of the spectrum.
This effect increases with higher count rates, shifting the center of the peak against low energies.
8The attenuation length of silicon is about 130µm for 10 keV x rays.
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Avalanche photodiode
Like the PIN-diode, the avalanche photodiode is a semiconductor detector and makes use
of the electron-hole-pairs generated by incident x rays. An intrinsic absorption layer is
surrounded by a positively and a negatively doped layer each contacted with electrodes. A
reverse high voltage is applied to the electrodes inducing a depleted zone. The electron-
hole-pairs generated by the incident x rays are separated and travel to opposite electrodes.
The pulses can be registered and counted giving the flux of the incident radiation. Until
this point, the detector does not differ from an ordinary PIN-diode. In the case of an
avalanche photodiode, the reverse voltages is chosen high enough to set off an avalanche.9
This avalanche multiplies the charge arriving at the electrodes, and thus a gain is achieved.
The gain depends on the bias voltage, on the geometry of the diode and on the semiconductor
material. Typical gains for silicon diodes are values between 100 and 400, while the gain of
germanium diodes is an order of magnitude lower. The high gain minimizes the influence of
dark current shot noise, allowing the detection of single x-ray photons and thus to measure
very weak x-ray fluxes. The APD10 that is used in the nanoprobe setup has got a sensitive
area of 5× 5 mm2 and a dynamic range of 108.
5.4 Control Software
In the previous sections of this chapter I introduced and described the mechanical compo-
nents of the hard x-ray scanning microscope. Now, I would like to come to the question of
how to control all these components. The nanoprobe setup and all its mechanical compo-
nents are located inside the experiments hutch, which is interlocked as soon as the hutch is
exposed by the synchrotron beam. No human operator has access to the hutch during the
experiment. For this reason, there must be the possibility to operate the scanning micro-
scope remotely via an appropriate control software. Synchrotron radiation facilities around
the world have developed different solutions to that problem. The whole control system with
its user interface is part of the infrastructure of the beamline. The user coming to a beamline
to perform an experiment usually familiarizes himself with the control software provided by
the beamline. This is possible, because most of the hardware that has to be managed by
the controlling system is part of the equipment of the synchrotron. In most cases the user
brings along only the sample and the sample environment, all the other components are
permanently integrated in the beamline setup. This is not true for the hard x-ray scanning
microscope, the components of which do not belong to the beamline equipment. Instead of
integrating the nanoprobe hardware into the beamline control system directly, a computer
software was developed during this thesis, which allows to operate all the components of the
nanoprobe independently from the beamline infrastructure. There are two main advantages
of following this way. First, instead of being forced to integrate each single hardware com-
9 It has to be taken care that the voltage is kept below the breakdown voltage in order to be still in the
proportional range.
10Bought from Oxford Danfysik.
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ponent into the beamline control system, which requires a lot of hardware interfaces to be
establishes between the nanoprobe and the beamline control system, we come to the beam-
line with a self-contained setup, which only needs one interface between our own control
software and that of the beamline. Second, we are able to operate the complete nanopobe
setup independently from a special beamline or synchrotron. In principle, we could go to
any beamline of any synchrotron in the world, and the only thing to do would be to establish
a software interface between our control software and that of the beamline.
The software for controlling all components of the hard x-ray scanning microscope is
called accontrol (a¯-"se¯-k@n-­tro¯l). The advantage of a self-developed control software is the
great flexibility, which one would not have with a commercial product. Accontrol provides
a commandline user interface that can be used for entering commands interactively by a
human operator. Typical commands would be asking for the positions of mechanical axes,
moving a certain axis to a desired position, exposing a single detector or a set of detectors,
performing scans in one or more dimensions, opening or closing shutters, and so on. Be-
sides applying a large amount of built-in commands, the user can also create and use his
own user-defined functions, combining built-in commands and other user-defined functions
with means of control structures like loops, conditional clauses, etc. For this, a special in-
terpreter language was developed during this work, following closely the syntax of the C++
programming language, which makes it very easy for the user to cope with the syntax.
Accontrol supports a large variety of hardware, which can be accessed via different com-
munication interfaces like parallel port, usb port, rs232 port, PCI card or ethernet. Hardware
that is hosted by a device server (such as TACO or TANGO [GPTV08]) or by other con-
trol systems like spec11 or online12 can be accessed via ethernet with special communication
protocols. Rather than confronting the user with all those hardware communication details,
the hardware is presented to the user in a most transparent way. For all motorized axes like
stepper motors, hexapods, piezo stages, etc., accontrol provides a standardized user inter-
face, therewith the user needs not to know the technical details of the hardware. Similar
user interfaces exist for all kinds of detectors, loggers, shutters, etc.
Accontrol does not only operate in interactive mode, but can be also run in server mode
and even in both modes at the same time. Server mode means that the program is listening
for requests from remote clients and executes their commands. This way, all nanoprobe
hardware can be accessed by other client software, for instance by spec or online.
Another feature of accontrol is the possibility to define sets of virtual motors. Virtual
motors are axes with coordinates depending on a subset of real motors or other virtual
motors. By this means various coordinate systems can be introduced. For example, the two
linear stages mounted on top of a rotational stage change their direction with varying angles
of the rotational stage, i. e., the system of coordinates is fixed to the rotating sample. If the
sample has to be moved in a certain direction that is fixed in the laboratory (for example
11 spec is a UNIX-based software package for instrument control and data acquisition widely used for
x-ray diffraction at synchrotrons around the world and in university, national and industrial laboratories
(http://www.certif.com/spec.html).
12 online is a software to control instruments, perform data acquisition, and monitor measurements. It has
been developed at HASYLAB, Hamburg (http://hasylab.desy.de/e2155/e9391/e3252/index_html).
96 5.4. CONTROL SOFTWARE
along or transversal to the optical axis), both linear stages have to be moved dependent
on the angle of rotation. To make this more comfortable, a set of two virtual axes can be
associated with the two real linear stages, the coordinates of which are calculated via linear
transformation of the coordinates of the real axes. Virtual axes are also very helpful for
moving the two blades of an optical slit. Instead of dealing with blade positions directly,
virtual axes can be defined, which are associated to the gap (distance between the blades)
and the offset (central position between the blades) of the slit.13
13 The control software accontrol is available as C++ source code and can be retrieved from our cvs
repository on request: patommel@nanoprobe.de.
Chapter 6
Experiments
In chapter 5, the design of the hard x-ray scanning microscope was described and the func-
tionality of its components was explained. The nanoprobe is a prototype and still under
development, but many successful experiments were carried out with this prototype version,
and promising results were obtained so far. In order to demonstrate the performance of
the instrument, I will present a selection of experiments. Each experiment makes use of a
specific x-ray analytical method such as fluorescence element mapping, fluorescence tomogra-
phy, nano diffraction, or coherent diffraction imaging. Before presenting these experiments,
I would like to demonstrate the lens alignment process. Lens alignment is an important and
crucial procedure and has to be carried out carefully in order to ensure a small and bright
focal spot.
6.1 Lens Alignment
The strategy for aligning the nanofocusing lenses is to record transmission images of the
lenses with a high resolution x-ray camera, and to continue tilting and moving the lenses
until the transmission images indicate an adequate alignment (Figure 6.1). For this means,
a large field of view of many millimeters is needed, thus the entry slits have to be widely
opened, and the pinhole must be removed. Without the nanofocusing lenses the x-ray
camera shows a more or less homogeneously bright image of the x-ray beam. Deviations
from a homogeneous intensity distribution are caused by the monochromator or other optical
components upstream and by inhomogeneities in the sensitive layer of the scintillator screen
of the camera. Moving the silicon wafer with the micro-structured lenses into the field of
view, parts of the image black out, because the silicon creates absorption contrast. The
detector surface is several centimeters away from the nanofocusing lenses. This is close
enough for sharp projection images but still too far away to avoid diffraction fringes.
At the beginning of the lens alignment procedure the lenses look as shown in Figure
6.1(a). The directions of the optical axes of the horizontal and the vertical nanofocusing
lenses deviate from the direction of the incoming x-ray beam. This misalignment becomes
manifest in a strong blurring of the projection of the bar code and of the lenses. The bar code
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Figure 6.1: Projection images of nanofocusing lenses recorded with a high resolution x-ray camera during
lens alignment. The large bright area is the synchrotron beam passing aside the lenses. The dark areas on
the right and the bottom are projections of the silicon wafers containing the nanofocusing lenses. (a) The
horizontally focusing lenses (bottom side) are well aligned, while the vertically focusing lenses (right side)
are very much misaligned. (b) The vertical lenses have been tilted in pitch and yaw. Their projection images
are getting better. (c) Both lenses, the horizontal and the vertical, are well aligned. (d) A horizontal and a
vertical lens have been crossed displaying a small bright circular area at the right bottom edge of the image.
is required for identifying the different lenses that are present on a certain block of lenses.
There are several features in the projection image, which can be used to find the correct
tilt angles of the lenses. The wafer surface, for example, can generate a total reflection as
long as it is not aligned in parallel with the beam direction. Tilting the wafer in the correct
direction, the reflection angle becomes smaller and the distance between the interception
of the reflected beam with the detector surface and the projected wafer surface decreases.
Another criterion is the total reflection which is created by the side walls of the bar code.
While the total reflection from the wafer surface helps aligning the angle around an axis
parallel to the wafer surface, the reflection from the side walls of the bar code can be used
to align the tilt around the axis that is orthogonal to the wafer surface. There are many
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more criteria useful for aligning the lenses such as symmetry, shape of diffraction patterns
and intensity inside the area of the lenses.
As discussed in chapter 5 the prototype nanoprobe setup allows direct alignment only
for the vertical lenses. The horizontal lenses must be aligned moving the large hexapod
carrying the scanner unit. Of course, by moving the complete scanner unit, not only the
horizontal lenses, but also the vertical lenses are moved. Hence, the horizontal lenses must
be aligned first, and after that, the alignment of the vertical lenses can be carried out. If
the lenses are well aligned [Figure 6.1(c)], the lenses with the adequate curvature and proper
number of single lenses can be chosen and crossed in order to form a point focus. The
target lenses can be identified via the bar code which is arranged between the lenses. Figure
6.1(d) shows the final alignment with two crossed lenses located at the right bottom corner
of the projection image. Now, the gap of the entry slits has to be closed as much as possible
avoiding cutting into the geometric lens aperture,1 and the pinhole must be moved to the
position of the converging beam behind the crossed lenses. At that time, lens alignment
is still not completed. The vertical and the horizontal lenses may generate foci at different
positions along the optical axis. By varying the distance between the two lenses, it is possible
to bring the horizontal and the vertical focal planes to a common position. For this means,
the positions of the horizontal and the vertical focus have to be retrieved. This is done via
knife-edge measurements as described in the next section 6.2. Knowing the distance between
the two focal planes, the distance between the two lens wafers can be changed by that value.
Depending on the precision of the stages, moving one of the two lens wafers along the optical
axis may compromise the lens alignment. Therefore, the movement is monitored with the
high resolution x-ray camera (of course, the pinhole must be removed and the gap of the
entry slits must be wide opened again for a sufficiently large field of view). Up to now, we
never observed the need for a realignment of the lenses after bringing the horizontal and the
vertical focal planes together.
6.2 Focus Characterization
Once the nanofocusing lenses are aligned, the generated focus must be characterized con-
cerning vertical and horizontal focus size, the caustic around the focus position, and photon
flux in the focus.
In an experiment with the hard x-ray scanning microscope the specimen must be brought
into the focus. For this means it is inevitable to know the focal position. Beyond that, the
positions of the focal planes of the horizontal and the vertical lenses must be retrieved
during the lens alignment procedure, in order to make the focal planes coincide. There are
several methods to find the focal positions, such as absorption knife-edge scans, fluorescence
knife-edge scans, fluorescence contrast scans, or ptychography.
1In order to obtain a Gaussian transmission through the nanofocusing lens, the effective aperture of the
lens must be dominated by absorption of the x rays in the lens material. This is not ensured, if the incident
beam is constrained too much by the entry slits.
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Apart from knowing the position of the focus, it is necessary to determine the horizontal
and the vertical focus size. This can be done applying absorption knife-edge scans, fluores-
cence knife-edge scans, total reflection knife-edge scans [MYM+08] or, most notably, x-ray
ptychography [SBF+10c].
6.2.1 Knife-Edge Scans
In a knife-edge scan a sharp edge with profile d(p) is moved through the focus in transversal
direction to the optical axis (horizontal or vertical), while the signal S (transmitted inten-
sity or fluorescence intensity) is measured as a function of the knife-edge position p. The
function S(p) is given by the intensity distribution I(x) of the x-ray beam convolved with
the knife-edge function K(p). In case of an absorption knife edge, the knife-edge function
is given by the transmission function K(p) = T (p) = exp[−µd(p)], and in case of a fluores-
cence knife edge, it is directly given by the thickness d(p) of the knife edge. The intensity
distribution I(p) can be computed by deconvolution of the signal function S(p) with respect
to the knife-edge function K(p). If the knife-edge function is an ideal step function, the con-
volution S(p) = I(p) ∗K(p) simplifies as a simple integral S(p)=∫ dp I(p), and the intensity
distribution can be obtained by differentiating S(p) with respect to the knife-edge position
p. In case of an absorption knife edge the thickness of the knife edge must be of the order
of the attenuation length, otherwise the contrast between the regions before and behind the
edge becomes too low (compared to noise). For hard x rays, the attenuation length amounts
to several micrometers even for elements with large atomic numbers. The beam size to be
determined is about two order of magnitudes smaller, hence, a step function is not an appro-
priate approximation of such an absorption knife edge, and the signal has to be deconvolved
with the knife-edge function. In opposition to an absorption knife edge, the contrast of a
fluorescence knife edge is even large, if the thickness of the knife edge is only several tens
of nanometers. The fluorescence knife edge utilized in the hard x-ray scanning microscope
is a 30 nm thin gold film deposited on a Si3N4-membrane with a thickness of 200 nm. The
very sharp edge of the fluorescence knife edge assures that the measured fluorescence signal
is actually given by the integral of the intensity distribution, rather than by a convolution
with the knife-edge function.
Figure 6.2 shows the result of a fluorescence knife-edge scan performed with the nano-
probe setup in 2004 [SKP+05b]. In order to obtain sufficient sampling of the signal, the scan
was performed with a step size of 10 nm. The continuous line through the measured data
points is the least square fit of a double Gauss error function, assuming a Gaussian intensity
distribution of the x-ray beam, superposed by background with Gaussian distribution. The
dotted line in Figure 6.2 indicates the first derivative of the the double Gauss error function.
The large thin peak represents the focal spot, whereas the low broad peak is caused by
background and aberrations. The full width at half maximum sizes of the horizontal and the
vertical foci are 47 nm and 55 nm, respectively, at a photon energy of 21 keV. With a storage
ring current of about 200 mA a photon flux of 1.7× 108 ph/s was achieved.
In order to obtain sufficient contrast, an absorption knife edge must be thicker than a
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Figure 6.2: Results of a fluorescence knife-edge scan. (a) Horizontal, and (b) Vertical direction. The long
tails to the right side of the edge are caused by aberrations of the nanofocusing lenses. (Reprinted with
permission from [SKP+05b]. Copyright 2005, American Institute of Physics.)
fluorescence knife edge. Depending on the spatial resolution of the knife-edge scan, the mea-
sured transmission data must eventually be de deconvolved rather than simply differentiated
to obtain the intensity distribution of the beam. The spot sizes provided by the nanofocusing
lenses in the hard x-ray scanning microscope are well below 100 nm, whereas the required
thickness of absorption knife edges is at least one order of magnitude larger. Accordingly,
deconvolution is essential in order to obtain the actual size of the x-ray beam. But the
transmission signal contains noise, and the transmission function of the knife edge depends
on the orientation of the knife edge, and thus evaluation of the data is quite difficult. If
one is not interested in the absolute size of the beam, but wants to know the position of
the minimal beam size along the optical axis, deconvolution is not required. Since absorp-
tion knife-edge scans need only short exposure times per scanning position, such scans are
qualified for caustic measurements and quickly finding the position of the focal plane. In
the hard x-ray scanning microscope we used a cylindric gold wire with 50µm diameter for
performing fast absorption knife-edge scans.
In addition to absorption and fluorescence knife-edge scans, there are other knife-edge
techniques, exploiting other contrast mechanisms. One interesting technique is based on
total reflection [STTT05, MYM+08] and is called total reflection knife edge or dark-field
knife edge. The primary beam hits the surface of the knife edge with an angle smaller than
the critical angle, giving rise to total reflection. The unreflected portion of the beam is
blocked by a beamstop, and the intensity of the reflected beam is measured with a high
resolution x-ray camera. Similar to fluorescence knife-edge scans, dark-field knife-edge scans
provide signals which need not to be deconvolved even in case of measuring a very small
nanobeam.
The relevance of knife-edge scans recedes, since we successfully introduced x-ray pty-
chography as a beam characterizing tool [SBF+10c], which allows to retrieve the complex
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Figure 6.3: Vertical line profiles of the far-field image of the focus (distance of 1m between focus and detector).
(a) Simulated data for different lens shape errors. The steep curves are the result of underetched lenses,
whereas the broadened curves are caused by lenses of which the correction for underetching is too large. (b)
Measured data. The curve shows a steep peak at the center indicating that the lens is not corrected enough
for underetching.
wavefield of the region around the focus by evaluation of diffraction images from a scattering
sample located in the focal plane.
6.2.2 Far-Field Measurements
In addition to knife-edge techniques, we employed far-field measurements to retrieve infor-
mation about the x-ray nanobeam. In this method, a high resolution x-ray camera is used to
record the far-field image of the nanofocusing lenses. According to Quiney et al. [QPC+06]
the far-field image of a focus can be used to characterize the complex wave field around
the focus. With a detailed model of the focusing optical system we are able to simulate
the wavefields including shape errors and roughness of the lenses. Each distinct feature of
the recorded far-field image can be associated with a characteristic property of the setup
like slits, pinholes, lens shape, lens roughness, etc. Figure 6.3(a) shows the profile of the
simulated far-field image of nanofocusing lenses with perfect smoothness of the lens surface
(neglected roughness) but with different lens shape errors. The most significant aberrations
result from the so-called underetching effect.2 The nanofocusing lenses are corrected for this
kind of shape error, but the correction parameters have to be determined by experiment. The
profiles shown in 6.3(a) belong to simulations of lenses with different degrees of underetching.
In Figure 6.3(b) the measured profile is plotted in comparison with the simulated profile of
an ideal lens. Obviously, the lens is not enough corrected for the underetching effect. This
2 One important step of the lens fabrication process is transferring the lens structures from a SiO2 mask
into the silicon wafer. Underetching is the effect of etching regions underneath the mask which actually
should be protected by the mask from being etched [BFP+09, Boy10].
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Figure 6.4: Experimental setup for x-ray pthychography. The sample is scanned and illuminated by a focused
x-ray beam with sufficiently large transverse coherence length. The scattered photons generate a diffraction
pattern that is recorded by a diffraction camera.
knowledge was used to modulate the parameters for the process of lens fabrication, resulting
in new nanofocusing lenses with even less aberrations [BFP+09, Boy10].
6.2.3 X-Ray Ptychography
An advanced technique to characterize a nanobeam is the combination of scanning mi-
croscopy with coherent x-ray diffraction imaging. This method is called ptychography and
was developed, in order to retrieve the complex transmission function of an object with
high spatial resolution without the need for large numerical apertures of imaging optics
[RF04, RHC+07, TDM+08]. As a byproduct, ptychography also yields the complex wave-
field of the illuminating beam. We applied x-ray ptychography with the hard x-ray scanning
microscope, in order to characterize the nanobeam generated by the nanofocusing lenses
[SBF+10c].
In x-ray ptychography, an object is scanned by a coherent x-ray beam along the horizontal
and the vertical direction with sufficient overlap of neighboring illuminated areas [BDK+08].
At each position, the far-field intensity diffraction pattern is recorded with a diffraction
camera (Figure 6.4). From the diffraction patterns and the knowledge of the scan positions
the complex wavefield of the illuminating x-ray beam and the transmission function of the
object can be reconstructed by phase-retrieval algorithms [RF04, RHC+07, MR09]. No prior
information about the object or the illumination is needed, if the scanned object contains
scattering structures of a sufficiently large diversity in length scale, and if sufficiently large
contrast is yielded in the diffraction patterns [GSF09]. The transverse coherence length of
the illuminating beam must be larger than the beam size. The nanobeam of the hard x-
104 6.2. FOCUS CHARACTERIZATION
Figure 6.5: Reconstructed complex wavefield in the focal plane. (a) and (b) depict a section through the
beam caustic near the focal plane. The phase of the complex wavefield is encoded by hue and the amplitude
by brightness. To two images show the same wavefield but with different scaling. (c)-(f) show reconstructed
intensity profiles along the horizontal and the vertical beam directions, respectively. Note that the intensity of
the side maxima is at least two orders of magnitude lower than the maximum of the central peak. (Reprinted
with permission from [SBF+10c]. Copyright 2010, American Institute of Physics.)
ray scanning microscope is usually diffraction limited and thus ensures sufficient transverse
coherence. For nanobeam characterization, a strong scatterer can be chosen as an object.
This allows short exposure times, and, thereby, a large number of diffraction patterns at
different scanning positions can be obtained within a manageable period of time. This is
important, because a large number of diffraction patterns at differing scanning positions
guarantees an accurate reconstruction of the complex wavefield of the illuminating beam
despite unavoidable inaccuracy of the scan point positions. The retrieved complex wavefield
is that immediately behind the scattering object. By applying Fresnel-Kirchhoff propagation
on this wavefield in forward and backward direction (confer chapter 2.1.4), the complete
caustic of the nanobeam can be computed.
Figure 6.5 presents the result of such a ptychography scan carried out with the hard x-ray
scanning microscope for nanobeam characterization. We used a resolution test chart3 made
of tantalum with smallest lines and spaces of 50 nm. With its thickness of 500 nm, the test
pattern is a strong scatterer, thus an exposure time of 0.1 s per scan point was sufficient to
3model ATN/XRESO-50HC by NTT-AT
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Figure 6.6: Reconstructed complex caustic of the nanofocused x-ray beam. Phases and amplitudes are
codes as colors and brightness, respectively. Note the differently scaled axes along and transverse the beam
direction. (a) Three-dimensional view of the complex wavefield around the focal plane. (b) Horizontal
slice of the complex wavefield in direction of the optical axis. (Reprinted with permission from [SBF+10c].
Copyright 2010, American Institute of Physics.)
record the diffraction patterns. By this, no less than 15 000 diffraction images at different
scanning positions were acquired with the single photon counting MAXIPIX camera (see
chapter 5.3.2). The x-ray energy was 15.25 keV and the distance of the detector from the
sample was marginally smaller than 2 m. The reconstructed wavefield in the focal plane is
shown in Figure 6.5(a) and 6.5(b). The phase and the amplitude of the complex wavefield
are encoded by color and brightness, respectively. The complex caustic of the x-ray beam is
shown in Figure 6.6.
6.3 Fluorescence Spectroscopy
One of the greatest benefits of hard x rays as a testing probe is its ability to excite electrons
of inner atomic shells. The vacant electron state left behind after such an excitation will be
filled again by an electron from a higher energetic state of the same atom. The excessive
energy can be transferred to another bound electron of the same atom, which will be raised to
an unbound state. This Auger process competes with a different process, where the excessive
energy is not used to emit another electron, but to emit a photon with an energy, which is
the energy difference between the initial and the final state. A Measurement of the photon
energy of such a fluorescence photon enables one to specify the atomic number of the atom
in which the process occurs.
In classical x-ray fluorescence spectroscopy a relatively large region of a specimen is
illuminated with unfocused x rays, and the emitted fluorescence photons are recorded with
an energy dispersive detector. If this detector is sufficiently shielded from the incident










Figure 6.7: Schematic drawing of a scanning fluorescence experiment. The incident synchrotron x-ray beam
passes the aperture defining entry slits and then enters the vertically and the horizontally focusing lenses.
The sample is scanned through the focal spot, while the transmission signal and the fluorescence spectrum
are recorded with a photo diode and an energy dispersive detector, respectively.
x-ray beam, the measured spectrum shows peaks at energies which correspond to diverse
fluorescence emission lines. These lines are characteristic for specific elements and can be
used to qualitatively prove the existence of specific elements in the sample. From the heights
of the fluorescence peaks, the concentration of elements in the sample can be derived. For this
means, one needs to know the probability that an incident x-ray photon excites the electron
of a specific state in a specific atom, the probability to fill the vacant state with an electron
from a specific higher state in the considered atom emitting a fluorescence photon, and
the probability that this fluorescence photon is detected by the energy dispersive detector.
Quantitative analysis of such a spectrum is made difficult by background originating from
elastic and inelastic scattering of x-ray photons within the sample and in the air surrounding
the sample. But if x-ray fluorescence spectroscopy is performed with synchrotron radiation,
the background level is very low. In contrast to that, the fluorescence spectra that are
retrieved by fluorescence spectroscopy on x-ray tubes and also the spectra from fluorescence
spectroscopy induced by electrons are superposed with a much higher background level.
A classical fluorescence experiment allows one to verify the existence of chemical elements
in a sample, and even to measure their averaged concentration. But this method delivers
no information about the spatial distribution of the elements within the sample. With a
focused x-ray beam, local information about the concentration of the elements in a sample
can be retrieved laterally to the incident x-ray beam. Since the incident x-ray beam is
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focused to a small spot size, the recorded fluorescence spectrum does not come from the
whole sample, but originates from a small region defined by the intersection of the small
beam with the sample. In the case of samples which are thin compared to the depth of
focus of the nanobeam, this region is approximately a cylinder. The focus size equates the
diameter, and the sample thickness in direction of the optical axis defines the height of the
cylinder. Thus, the spectrum is the integral over a small cylinder, and the concentrations
of chemical elements can be retrieved as an average over this cylinder. In a fluorescence
x-ray element mapping experiment, the sample is scanned with the focused x-ray beam in
horizontal and vertical direction, while the fluorescence spectrum is recorded at each scan
point. As a result one obtains the two-dimensional distribution of the element concentrations
averaged over the thickness of the sample in the direction of the incoming x-ray beam. A
schematic drawing of the setup of a scanning fluorescence experiment is shown in Figure 6.7.
The real three-dimensional element distribution can be retrieved applying tomographic
methods. The sample is rotated around an axis transverse to the primary x-ray beam, and for
each rotation angle a lateral scan orthogonal to the axis of rotation is performed, recording
the fluorescence spectrum at each scan point. From this set of spectra, sinograms for each
element of interest can be extracted. Applying tomographic reconstruction algorithms on
these sinograms leads to the real element distribution of a single slice through the sample.
In order to get information about the third dimension in the direction of the rotational axis,
a number of slices at different positions along the axis of rotation has to be recorded. The
lateral resolution depends (among others) on the size of the focused x-ray beam and on the
step size of the tomographic scan.
Fluorescence x-ray tomography encounters the difficulty of self-attenuation. To be de-
tected by the energy dispersive detector, the fluorescence photon must escape from the inner
part of the sample. Especially low energetic fluorescence photons are attenuated within the
specimen. Thus concentrations of elements with low atomic numbers are underestimated
significantly, mainly for large samples. In addition, distortions arise, because attenuation
is larger for fluorescence photons emitted from those regions of the sample that are on the
opposite side of the energy dispersive detector, as their path through the sample is larger
than for photons emitted from regions near the detector. Algorithms have been developed
that successfully cope with self-attenuation [YAT+97b, YAT+97a, Sch01].
In the following sections, results from fluorescence x-ray element mapping and fluores-
cence x-ray tomography experiments are presented, which were performed with the hard
x-ray scanning microscope installed at the ESRF beamline ID 13.
6.3.1 Fluorescence Element Mapping
Mapping the elements in a sample via x-ray induced fluorescence can be applied to any
kinds of samples. As part of this work, fluorescence element mapping was performed on
gold test structures evaporated on thin silicon membranes, on diverse biological samples,
on cosmic dust particles (from the NASA stardust mission), and many more. Biological
samples are especially appropriate for x-ray induced fluorescence, because of their relatively
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Figure 6.8: Fluorescence spectrum of the pollen of Arabidopsis thaliana integrated over all scan points.
weak self-attenuation of the fluorescence light.
As an example I describe a fluorescence element mapping experiment with a single pollen
of the plant Arabidopsis thaliana [cf. Figure 6.9(a)]. The flowering plant Arabidopsis thaliana
is a popular object of investigation in plant biology and genetics, because its genome is one
of the smallest among plant genomes and, therefore, it was the first one to be sequenced.
Plant physiologists are able to deactivate specific genes and to study its consequences. In the
fluorescence experiment presented here, the element distribution of the pollen of Arabidopsis
thaliana was measured. Plant physiologists make use of these kinds of results to study
nutritive substance transport mechanisms.
The freeze-dried pollen was glued on a glass capillary [cf. Figure 6.9(b)]. The sample was
scanned horizontally and vertically with the focused x-ray beam provided by the nanoprobe.
Even though the horizontal and vertical full width at half maximum size of the x-ray beam
was about 100 nm, a quite large step size of 300 nm was chosen for a coarse scan. The
photon energy of the incident beam was 15.25 keV, and the photon flux was determied to
be about 3× 108 ph/s. The exposure time for a single scan point was 1.5 s, but the periodic
time between two neighboring scan points was twice as high, since the scanner needs time
to move the sample from the current to the next scan point. A nitrogen-cooled energy
dispersive Si(Li) fluorescence detector was used to record the fluorescence spectrum. A PIN-
diode measured the absorption signal, which was used to normalize the spectrum. This was
possible, because absorption is very weak. Normalizing the data is essential, because the
ESRF does not operate in top-up mode, giving rise to a continuous flux decay during the
experiment and to sudden flux increase after storage ring refills (see section 3.3).
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Figure 6.9: Fluorescence element mapping of the pollen of Arabidopsis thaliana. (a) Photograph of an
Arabidopsis thaliana plant. (b) SEM image of the pollen of Arabidopsis thaliana. The pollen is glued on the
outside surface of a thin glass capillary. (right) The right part depicts the measured element distribution
retrieved from the fluorescence signal. Resolved features range down to the size of only one or two pixels,
which corresponds to a spatial resolution of about 100 nm.
The resulting data of such a fluorescence scan is a set of fluorescence spectra, each
corresponding to a certain scan point. Figure 6.8 shows the fluorescence spectrum of the
pollen integrated over all scan points. Note the low background level that allows the detection
of many elements even if they are present with only very low concentrations. The relative
concentration of a specific element at a scan point is related to the heights of the peaks for
that element. Unfortunately, the peaks for the different elements are not independent of
each other, since there is the chance of overlapping of neighboring peaks. Therefore, a linear
combination of base vectors (normalized spectra of all relevant elements in the sample) has
to be determined. Each base vector consists of multiple Gauss peaks for diverse emission
lines, such as Kα, Kβ, Lα, etc. The coefficients of the linear combination are proportional to
the element concentrations at the concerning scan point.
Another important instance is the presence of background in the fluorescence spectrum.
Elastic and inelastic scattering makes the energy dispersive detector record not only fluores-
cence photons, but also the photons from the scattering processes. Modeling the background
is very challenging, but also essential for quantitive analysis.
The part to the right of Figure 6.9 shows the measured distributions of the elements
silicon, sulfur, potassium, calcium, iron, zinc, and manganese, retrieved from linear com-
binations of base vectors. In order to correctly understand these element maps, one must
keep in mind that the concentrations are projections along the direction of the incident x-ray
beam. As the pollen was significantly extended in all three dimensions, spatial information
gets lost along that direction. For instance, in the calcium map, there are horizontal stripes
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of high calcium concentration. It is not known if these stripes are in the interior of the
pollen or if they are located near the surface. This information cannot be retrieved from this
single projection. It is the same with the iron map, and with all the other element distri-
butions. The iron map, for example, shows small distinct areas of high iron concentrations,
but there is still no information about their distribution along the beam direction. The iron
might be situated inside or it might be located on the periphery of the pollen. This missing
information must be obtained with tomographic methods as discussed in the next section.
Nevertheless the projection maps show some interesting information about the sample.
Silicon, for example, is distributed only inside the glass capillary, but not in the pollen.
Sulfur, on the contrary, is located in the area between the capillary and the pollen, from
which one concludes that it is a component of the glue. The other elements (potassium,
calcium, iron, zinc, and manganese) are ingredients of the pollen itself. But while potassium
shows a rather homogenous distribution, calcium is more structured, and iron, zinc, and
manganese are concentrated in small dot-like areas. Some of these spots have the size of
only one pixel, indicating a spatial resolution in the range of the step size of the scan or even
better.
In order to retrieve a better sampling compared to the focus size, a fine scan with 80 nm
step size and 2 s exposure time was performed. The results are shown as zoomed areas in the
lower part of Figure 6.9. The little areas of high element concentration of iron and zinc are
still only one or a few pixels large, proving that features of about 100 nm are easily resolved
with the hard x-ray scanning microscope.
6.3.2 Fluorescence Tomography
Fluorescence element mapping experiments as described in the previous section are useful
for specimens, which are thin along the beam direction, or for samples with a homogenous
element distribution along the optical axis, because one obtains only projections along the
optical axis. If one is interested in the real three-dimensional distribution of the element
concentration, tomography has to be applied. In a tomography experiment the sample is ro-
tated around an axis orthogonal to the incident beam, while projections of a specific property
(attenuation, fluorescence, etc.) are recorded for each rotation angle. The set of projections
is mathematically given by the radon transform of the three-dimensional distribution of the
property of interest. Hence, the three-dimensional distribution can be calculated applying
the inverse radon transform to the set of projections [KS88].
The same pollen of the plant Arabidopsis thaliana as presented in the previous section
was used in a tomographic scan, which was performed right after the element mapping
experiment. For this, the sample was rotated with an angular step size of 4 degrees over full
360 degrees. At each angle the sample was scanned with a lateral step size of 300 nm over a
range of 22µm and an exposure time of 2 s per scan point. Within 6 hours, 91× 74 spectra
were recorded.
Multiple Gauss functions were fitted to the spectra, in order to retrieve the coefficients
of linear combinations of base vectors for the different elements as a function of the rotation
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Figure 6.10: Reconstructed element distribution of the pollen of Arabidopsis thaliana retrieved from the
tomogram of the fluorescence signal. The specimen is the same as seen in Figure 6.9.
angle and the transverse scanning position, thereby extracting sinograms for each element.
By performing the filtered back-projection algorithm on those sinograms, the reconstructed
spatially resolved element concentrations are obtained [KS88].
In case of strong attenuation of the fluorescence light within the sample, self-attenuation
artifacts may arise. In that case, a self-consistent iterative reconstruction algorithm has to
be applied [YAT+97b, YAT+97a, Sch01].
The reconstructed distributions of the elements are shown in Figure 6.10. In contrast
to the two-dimensional mapping it can be clearly seen that the calcium is located in the
shell of the pollen, whereas the potassium is concentrated inside the pollen. The high
concentrations of iron and zinc are found in the inner of the pollen rather than on its
periphery. This clearly demonstrates the necessity of applying tomographic methods for
inhomogenous three-dimensional objects.
6.4 Diffraction Experiments
Besides fluorescence, other x-ray analytical contrast mechanism can be exploited with the
hard x-ray scanning microscope. The following sections describe experiments using diffrac-
tion and coherent diffraction methods. The diffraction patterns are recorded with diffraction
camera, while in parallel, the fluorescence signal is measured with an energy dispersive de-
tector. By this, element maps can be associated with the diffraction patterns, which are
recorded during a scan.
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Figure 6.11: Nano diffraction of phase change media. (a) TEM image of a crystalline bit of Ge2Sb2Te5
within amorphous environment. (b) Scanning positions along a line through the crystalline region. The
diffraction images are shown on the top right (1–6). (c) Integrated count rate of the (200) Bragg reflection
caused by the different scan positions through the crystalline bit as a function of the inter-planar spacing
that belongs to the specific scattering angle. (Published in [Kur05].)
6.4.1 Microdiffraction on Phase Change Media
One of the first nano-diffraction experiments with an early version of the hard x-ray scanning
microscope was carried out in the year 2005. Phase change media were scanned with the
nanoprobe, and the diffraction images at each scan point were recorded. The results are
published in a PhD thesis about the development of nanofocusing lenses [Kur05].
Phase change media are utilized for data storage devices that make use of the differing
visible light reflectivity for different crystalline phases of an alloy. Data bits are written by
changing the crystalline phase by laser induced heating and cooling. Set and unset bits are
distinguished, i. e., the stored information is read, by the differing visible light reflectivity
for different crystalline phases. The hard x-ray scanning microscope was used to perform a
diffraction experiment on Ge2Sb2Te5, an alloy commonly discussed as a material for phase
change storage disks [IIT+93, Kim99, WFZW99, FWN+00, Njo01, WS07]. The aim of the
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Figure 6.12: Fluorescence mapping of Stranski-Krastanow islands. (a) Map of the Ge Kα fluorescence signal
of SiGe/Si(001) islands, which were scanned with the focused x-ray beam provided by the nanoprobe. The
beam had a size of 200 nm in vertical and horizontal direction, and the photon energy was 15.25 keV. An
optical micrograph of the same region is shown in (b). Each single island of the fluorescence scan can be
identified in this visible light micrograph. (Reprinted with permission from [HDS+08]. Copyright 2008,
American Institute of Physics.)
experiment was to investigate the crystalline phase at different positions on and around a
single written data bit. The diameter and the thickness of a single data bit are 2.5µm and
80 nm, respectively. Figure 6.11(a) shows a transmission electron microscopic image of such
a data bit. A nanobeam with a full width at half maximum size of 180× 100 nm2 was used
to radiate the data bit at different positions. At each position, the diffraction pattern was
recorded by a MAR CCD 165 diffraction camera with an exposure time of 90 s. Figure 6.11b
illustrates the scanned positions and the corresponding diffraction patterns. The illuminated
volume had a size of only 180 nm× 100 nm× 80 nm (0.0014µm3), i. e., only 107 atoms were
irradiated. For this reason, even diffraction patterns of polycrystalline samples will show
single Bragg reflections rather than showing diffraction rings. The intensity within a single
Bragg reflection is a measure for the crystal size. In Figure 6.11(c), the scattered count rate
of the (200) Bragg reflections is plotted for the different scanning positions as a function of
the inter-planar spacing that belongs to the specific scattering angle. The result suggests
that the average size of the crystals varies with the distance from the center of the data
bit. This is in good agreement with the results from other experiments [DW51], and it
demonstrates the feasibility of hard x-ray diffraction with nanosized x-ray beams to study
the crystalline structure of inhomogenious samples with a spatial resolution of about 100 nm.
6.4.2 Microdiffraction on Stranski-Krastanow Islands
In a further experiment that was carried out during this work Stranski-Krastanow islands
were scanned with the hard x-ray scanning microscope, while diffraction patterns and the
fluorescence signal were recorded. Stranski-Krastanow islands are well investigated and,
therefore, they are an adequate model system for testing the method of scanning nano-
diffraction. The results are published in [HDS+08] and they prove the feasibility of nano-
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Figure 6.13: (a) Scanning electron micrograph of a typical SiGe/Si(001) island. (b) An area of 3×3µm2 was
symmetrically divided into 25 points, where the shape and strain were locally probed with a 200 nm (FWHM)
nanobeam provided by the hard x-ray scanning microscope Frames 1-25 of the scanning x-ray diffraction
micrograph give the diffusely scattered x-ray intensity near the symmetric Si(004) reflection, which itself was
suppressed by an absorber. When the incident x-ray beam subsequently illuminates different {111} island
facets, the corresponding facet rods are excited and thus contribute to the scattering pattern shown in the
frames 12–14. (Reprinted with permission from [HDS+08]. Copyright 2008, American Institute of Physics.)
diffraction with the instrument.
Stranski-Krastanow islands are small pyramids of SiGe/Si(001) [SK37]. A single island is
a truncated pyramid with a square base. The top surface is parallel to the (001) plane, and
the four sloped surfaces are parallel to the (111), (1¯11), (1¯1¯1), and (11¯1) plane, respectively.
In the experiment, a single island was scanned with the focused x-ray beam provided by the
hard x-ray scanning microscope, while the fluorescence spectra and the diffraction patterns
were recorded with an energy dispersive detector and a diffraction camera (FReLoN 4k,
50µm pixel size), respectively. The focus size was 200 nm in horizontal and verical direction
with a photon flux of 109 ph/s. In Figure 6.12(a) the Ge Kα fluorescence signal reveals the
distribution of SiGe/Si(001) islands on the silicon substrate. This map can be linked to the
optical micrograph of the corresponding region as shown in Figure 6.12(b). From the map a
single island was selected for further investigation [see Figure 6.13(a)]. Around that island a
grid of 5 by 5 scan points spanned an area of 3× 3µm2. The diffraction patterns in Figure
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6.13(b) are arranged according to the grid in Figure 6.13(a). Depending on the illuminated
part of the scanned region, different facet rods contribute to the scattering patterns. The
results of this experiment are in good agreement with theoretical predictions (simulations)
and with experimental data retrieved from diffraction experiments with large beams on
ensembles of Stranski-Krastanow islands [HDS+08]. One year later, a similar experiment
was performed with the hard x-ray scanning microscope utilizing nanofocusing lenses and,
in addition, KB-mirrors, which confirms the results described in this paragraph [DHS+10].
6.4.3 Coherent X-Ray Diffraction Imaging of Gold Particles
The hard x-ray scanning microscope is also capable of coherent x-ray diffraction imaging
(CXDI). Coherent x-ray diffraction imaging is a lensless imaging method, which measures
the projected electron density of a specimen with the potential of reaching spatial resolution
in the range of the probe’s wavelength, which is beyond 1 A˚ in case of hard x rays. The recon-
structed electron density is a projection along the beam direction, and the tree-dimensional
distribution can be retrieved by combining CXDI with tomographic techniques.
In a CXDI experiment the specimen is coherently illuminated with x rays, while the far
field diffraction pattern is recorded. If one was able to measure the complex far field ampli-
tudes, the complex wavefield right behind the sample (and thus the complex transmission
function) could be computed via back propagation. Propagation from the sample to the far
field can be described by a Fourier transform, hence the wavefield immediately behind the
sample can be calculated by the inverse Fourier transform of the complex far field. But with
the detectors that are available today it is not possible to directly measure the phase of the
complex field amplitudes. Instead, the intensity is measured, which is proportional to the
square of the amplitude. Despite missing phase information, CXDI allows to reconstruct the
transmission function (and thereby the electron density distribution) of the sample by means
of diverse iterative reconstruction algorithms. Practically, the spatial resolution is limited by
the relatively low coherent flux density even at third generation synchrotron radiation facili-
ties. For small objects the coherent dose can be increased by focusing the available coherent
flux on the sample [SS10]. This was done as part of this work in an experiment described in
this section. The results are published in [SBF+08, SBF+10a] and prove a spatial resolution
of about 5 nm.
Figure 6.14(a) shows a transmission electron micrograph of nano gold particles on a
Si3N4 membrane, which was used as a test object for the coherent x-ray diffraction imaging
experiment. The average diameter of the gold particles is about 100 nm. The isolated particle
marked by the arrow in 6.14(a) was coherently illuminated by the focused x-ray beam. The
focus had a size of 100 nm vertically and horizontally and the photon flux exceeded 108 ph/s.
A diffraction camera recorded diffraction patterns of the sample at a distance of 1.25 m.
The intensity of the unscattered primary beam is several orders of magnitude larger than
the intensity of the scattering signal. The dynamic range of presently available diffraction
cameras is not large enough to detect intensity variations of that magnitude. Therefore, a
beam stop behind the sample absorbs the unscattered photons of the primary beam. Since
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Figure 6.14: Coherent x-ray diffraction on gold particles. (a) SEM image of nano gold particles on a Si3N4
membrane. The arrow marks the particle illuminated by the focused x-ray beam. (b) Composed diffraction
pattern of the coherently illuminated single gold particle marked in (a). The dark area in the center is
caused by the beam stop that blocks the primary beam. (c) Reconstructed (projected) electron density of
the gold particle. A combination of the hybrid input-output algorithm with the shrink-wrap algorithm was
used, implemented by A. Schropp [Sch08]. (d) Line profile through the region marked with a red line in (c).
The lateral resolution is about 5 nm. (Published in [SBF+08]. Copyright 2005 by the American Physical
Society.)
the beam stop was a bit larger than necessary, it was moved around the central position in
order to retrieve the inner parts of the diffraction pattern in several steps.
The composed diffraction pattern is shown in Figure 6.14(b). The high visibility of the
fringes is due to a high degree of transverse coherence in the focus. The amplitude full width
at half maximum beam size was 150×150 nm2 horizontally and vertically (a factor √2 larger
than the intensity beam size), whereas the transverse coherence length was 180 × 360 nm2
along the horizontal and the vertical axes. Thus, in both transverse directions, the coherence
length exceeded the dimensions of the beam as well as the dimensions of the gold particle
with its diameter of about 90 nm. For this reason, many diffraction fringes are observable,
and the CXDI method is applicable to measure the projected electron density of the gold
particle.
Applying a combination of the hybrid input-output method [Fie82] and the shrink-wrap
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algorithm [MHC+03] allows to reconstruct the projected electron density of the sample. The
algorithms were improved and implemented by A. Schropp based on the results of his PhD
thesis about capabilities and limitations of CXDI [Sch08]. Figure 6.14(c) shows an image of
the reconstructed projected electron density of the isolated gold particle that is marked with
an arrow in Figure 6.14(a). A line profile through the center of the reconstructed particle
is plotted in Figure 6.14(d). The spatial resolution is about 5 nm and the total exposure
time to obtain this result was 10 minutes. Without focusing the coherent photon flux onto
the sample, a total exposure time of more than two months would be necessary in order to
obtain the same result, i. e., the gain by focusing was about 104.
This CXDI experiment was a pioneering experiment in several aspects. It was for the
first time that coherent x-ray diffraction imaging was successfully applied to x rays with a
wavelength below 1 A˚ without using a Bragg reflection of a crystalline sample. In addition,
a spatial resolution of below 10 nm in direct space was obtained, which had never been
achieved before. This was only possible, because the available coherent photon flux of the
undulator source was focused on the specimen by the nanofocusing lenses.
6.4.4 X-Ray Ptychography of a Nano-Structured Microchip
In section 6.2.3 it was demonstrated that x-ray ptychography can be used for nanobeam
characterization by retrieving the complex wavefield of the x-ray beam. In addition to that,
ptychography allows also to retrieve the complex transmission function (also known as object
function) of the illuminated specimen. In fact, reconstructing phase and amplitude of the
object function is the primary intention of x-ray ptychography, whereas the reconstructed
illumination is rather a supplemental information provided by the method. Both kinds of
information, the object function as well as the illumination, are retrieved simultaneously
with the same experiment utilizing the same diffraction patterns.
With the hard x-ray scanning microscope we applied x-ray ptychography in order to
retrieve the complex transmission function of a nano-structured microchip. The front-end
processed passivated microchip4 was manufactured in 80 nm technology containing smallest
structures with a size of 80 nm. The chip was composed of aluminum, tungsten, silicon, sili-
con oxide and silane nitride and was in a condition as it comes from the production line after
waver dicing. The micro-electronical elements of interest were buried and not accessible by
other microscopic techniques like scanning electron microscopy (SEM), transmission electron
microscopy (TEM), or soft x-ray microscopy without destructive sample preparation.
The microchip was exposed and scanned by a nanobeam with a full width at half maxi-
mum size of about 80×80 nm2 generated by the hard x-ray scanning microscope at a photon
energy of 15.25 keV. With a photon flux of about 107 ph s−1 an exposure time of 0.1 s per
scan position was sufficient to get adequate diffraction patterns. The scan was performed
on a grid of 81 × 81 scan points with a step size of 50 nm that ensured appropriate over-
lapping of neighboring scan points. The 6561 diffraction patterns were recorded by the
MAXIPIX diffraction camera (chapter 5.3.2) at a distance of 1.9 m behind the sample. The
4512 Megabit DDR 2 RAM by Qimonda
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Figure 6.15: Reconstructed front-end processed passivated microchip. The map shows the phase shift that
is induced by refraction of the x rays within the object. The measured phase shift ranges from 0 rad (voids)
to −0.7 rad (tungsten plugs). In order to enhance the visibility of small and thin structures, the color code
of the map ranges only from 0 rad (white) to −0.4 rad (black), whereupon phase shifts larger than 0.4 rad are
represented by black. This phase map allows the identification of the electronic layout, which is redrawn in
the magnified inset. (Reprinted with permission from [SBG+11]. Copyright 2010 by John Wiley and Sons.)
space between sample and detector was furnished with a helium tube in order to reduce
background scattering from air.
The data were processed with a phase retrieval algorithm [RF04, RHC+07, MR09] yield-
ing the complex object function and the complex illumination. Figure 6.15 depicts the phase
contribution of the reconstructed object function of the microchip. The phase shift is induced
by refraction of the x rays within the object. The measured phase shift in the microchip
ranges between 0 rad (voids without material) and −0.7 rad (tungsten plugs). From the
phase map, the electronic layout can be redrawn as shown in the inset of Figure 6.15. The
spatial resolution of the object function is slightly better than 40 nm. The reconstructed
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illumination function yields a beam size of 81× 84 nm2 in horizontal and vertical direction,
respectively, confirming the expected size of 80× 80 nm2. The results of this experiment are
submitted for publication.
In future ptychography experiments, the resolution can be improved by increasing the
coherent dose on the sample by more efficient focusing and by increasing the acquisition
time. A precondition for that is a setup with better mechanical stability, since inaccurate
sample positioning introduces artifacts. The higher the spatial resolution the more important
becomes a stable setup.
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Chapter 7
Conclusion and Outlook
In many fields of science, medicine and technology, there is a large demand to retrieve the
spatial distribution of certain structural, chemical and physical properties hidden inside
specimens. Thanks to their large attenuation length in matter, hard x rays are an appro-
priate probe for revealing the inner structure of an object. In combining x-ray analytical
methods with scanning techniques, certain properties of an object can be obtained with two-
dimensional or three-dimensional spatial resolution. Since the spatial resolution is restricted
by the size of the microbeam which is used to scan the sample, great efforts were undertaken
to generate smallest x-ray beams with high photon flux.
The Instrument
During this thesis the prototype of a hard x-ray scanning microscope was designed and built,
which provides a small and intense focal spot with a transverse full width at half maximum
size of 50–100 nm. This focus can be used to illuminate and scan samples, exploiting di-
verse contrast mechanism like absorption, fluorescence, small-angle scattering and coherent
diffraction. Among linear scanning, rotation of the specimen around a vertical axis is possi-
ble, permitting the application of tomographic techniques. The prototype was installed and
successfully tested at the ESRF beamline ID 13. A selection of experiments performed with
the scanning microscope is reported in this thesis.
User Experiments
The aim of a number of experiments was to characterize the instrument with respect to
beam size, photon flux, coherence properties, mechanical stability, and repeatability. Even
though planned as a prototype, the performance and reliability of the instrument attracted
the interest of many scientists. Most notably biologists, astrophysicists and scientists from





The key element of the hard x-ray scanning microscope are microstructured refractive nanofo-
cusing silicon lenses, which are developed and fabricated by our study group in Dresden.
They create a demagnified image of the x-ray source, thus generating a small and high in-
tense x-ray spot. We could demonstrate a smallest focus with a full width at half maximum
size of about 50 nm in horizontal and vertical direction with a photon flux of 1.7× 108 ph/s
at an x-ray energy of 21 keV [SKP+05a]. The nanofocusing lenses are most effective at x-ray
energies in the range between 10–30 keV, but they are also suitable for higher energies.
Nanobeam Characterization
The transverse coherence of the focal spot provided by the scanning microscope has been
shown to be sufficient for ptychography. Ptychographic reconstruction not only reveals
the complex transmission function of the sample, but also — as a side product — the
complex wavefield of the illuminating beam. By propagating this field along the optical axis,
the caustic of the focus can be reconstructed [SBF+10d]. We employ this ptychographic
method for nanobeam characterization. In addition, we use a detailed mathematical model
of the nanofocusing lenses to simulate the expected wavefield and to compare it with the
wavefield retrieved from the reconstructed ptychographic data set. This way we obtain
information about the shape of the nanofocusing lens. The knowledge gained by this method
was incorporated in the design for a next generation of nanofocusing silicon lenses, which
led to significant improvements manifesting in reduced aberrations.
Prefocusing
Compound parabolic refractive lenses made of beryllium are employed in order to prefocus
the coherent flux into the aperture of the nanofocusing lens. This way the lateral coherence
properties of the focus can be adapted to the needs of the experiment. We demonstrated that
the flux in the focus could be increased by a factor of 10, if the prefocusing was activated,
while the focus size was enlarged by a factor of only 1.5.
As an improvement for the future, astigmatic prefocusing with cylindrically symmetric
lenses will be installed. For this, two different types of refractive lenses will be utilized. On
the one hand, there are cylindrically symmetric compound parabolic refractive x-ray lenses
made of beryllium, which are under development by B. Lengeler at the University of Aachen
(RWTH). On the other hand, microstructured refractive silicon lenses are also suitable and
will be optionally used for astigmatic prefocusing.
Diamond Lenses
Besides nanofocusing silicon lenses, we are also engaged in developing nanofocusing lenses
made of diamond. The hard x-ray scanning microscope was provided with the prototype of
such a diamond lens. First results are quite promising, but there is obviously the necessity
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for improvements. Optimized diamond lenses will provide focal spots that are much smaller
and have a larger flux than those generated by silicon lenses.
Potential Improvements
Based on the experiences we made with the current prototype version, a new setup was
designed and will be intalled at PETRA III beamline P06 [SBF+10b]. Some improvements
concern thermal drifts and mechanical stability. In addition, the design of the detector unit
will be improved, allowing more flexibility and efficiency.
Thermal Drifts
Thermal drifts can be reduced to a minimum with air conditioning systems regulating the air
temperature inside the experimental hutch. The PETRA III beamline P06 will be equipped
with an air conditioner keeping the air temperature constant with a variation of less than
0.1 K. In order to prevent mechanical disturbances by the air stream produced by the air
conditioner, the air flow must be laminar. In order to take the load of the air conditioner
and thus, reduce the air flow involved, thermal sources like control units have to be removed
from the experimental hutch.
Laser Interferometry
Even though air conditioning systems and avoidance of thermal sources in the experimental
hutch considerably improves the situation, thermal drifts may still remain, which might be
critical for experiments with sub 100 nm resolution. In order to cope with these remaining
thermal drifts, advanced concepts for monitoring such drifts by means of laser interferometry
are under development. The feasibility of interferometric monitoring in the context of mi-
croanalysis has been demonstrated at the Hard X-ray Nanoprobe Beamline at the Advanced
Photon Source (APS) [MSS+04, SMLV04, MWH+06]. The present design of the PETRA
III nanoprobe includes laser interferometer axes, which are intended to measure the relative
distance between the sample and the nanofocusing lenses in horizontal and vertical direction.
The knowledge of the drifts can be used in a feedback system which compensates the drifts
during the experiment. Alternatively, if not considered online, the information about the
drifts might be accounted for afterwards, when evaluating the experimental data.
Mechanical Stability
Analyzing the sources for mechanical instabilities is a very complicated matter and we in-
vested much effort to investigate this problem. Oscillations of the nanoprobe components




The first kind of instability is introduced by the vibrating ground floor, which stimulates
forced oscillation of the nanoprobe setup. Even if the ground floor effectively vibrates with
rather low frequencies, the weak mechanical coupling between the nanoprobe setup and the
ground leads to a shift of the excitation power spectrum to higher frequencies. But these
high frequencies of all are a problem, because they make the focusing lens and the sample
vibrate with uncorrelated phases, and hence the sample and the focal spot are vibrating
relatively to each other. Low frequencies, however, correspond to wavelengths large enough
to make the nanofocusing lens and the sample oscillate with a common phase, and hence
their relative position remains unaffected. Based on this insight, the scanner unit of the
PETRA III microscope will be mounted on a massive block of granite, which guarantees a
hard mechanical connection to the ground, and hence, the vibration power spectrum of the
floor, which is dominated by low frequencies, will be transferred one-to-one to the scanner
unit.
Motorized Stages
The second source for mechanical instability has been identified in relaxing drifts after me-
chanical disturbances, which arise whenever the sample is mounted, or whenever a motorized
stage is moved. While disturbances generated by mounting a sample can hardly be avoided,
stage-induced disturbances can be minimized by utilizing appropriate stages which are op-
timized for high stability. In particular, the vertical coarse sample stage shaped up as the
main contribution to mechanical drifts. After a vertical movement, the vertical stage shows
drifts of several hundreds of nanometers. Therefore, the coarse vertical stage used for the
PETRA III microscope has been chosen with regard to highest mechanical stability. But
also some of the other stages have been replaced. The most important substitution concerns
the scanner stage. While the scanner stage of the prototype has quite a large scanning range
of about 250µm, the new scanner for the PETRA III setup is limited to 100×100µm2 hori-
zontally and to only 30µm vertically, thereby improving resolution, precision, repeatability,
and stability drastically.
Final Remark
The prototype of a hard x-ray scanning microscopy using refractive nanofocusing lenses
is evidence of the feasibility of combining x-ray analytical methods with two-dimensional
mapping and scanning tomography yielding structural, chemical and physical information
from inside of an object with a spatial resolution of well below 100 nm, and even beyond
50 nm in the case of applying x-ray ptychography. Based on the insights obtained from
the prototype, an advanced nanoprobe setup is under development and will be installed at
PETRA III in the middle of 2010. A large user community is looking forward to benefit
from this highly preforming instrument.
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